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GRIEZUMS A-A (B-B)* m 1:40

GAJEJU CELS

- Betona brugakmeni - 60
 Nesaist. min. mater. (dolomrtta stk§kembas 0/5mm) - 50

GRIEZUMS C-C m 1:40

APMALU SPECIFIKACIJA

Nr.p.k.

APZIM.

MARKA IEBUVES SKICE, m 1:25

APJOMS
(m)

——|ASFALTBETONA SEGUMS|

+ Karstais asfaltbetons AC11 surf - 60
 Nesaist. min. mater. mais. 0/45 -100
F Nesaist. min. mater. mais. 0/56 - 200

 Nesaist. min. mater. mais. 0/45 - 150
+ Slanus atdalo$s geotekstils NW-15
+ Salizturiga kéarta no rupjas dren. smilts
(kf>1m/dnn) - 300
+ Blivéta so$a grunts
|ZBOVEJAMAIS SEGUMS——

BR100.20.8
BR100.20.8

+ Salizturiga karta no rupjas dren. smilts
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(kf>1m/dnn)
+ Eso$a grunts
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SEGUMA RAKSTS pk0+00- pk 1+70 m1:50
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SEGUMA RAKSTS pk1+70- pk 7+10 m1:50
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ietves betona apmale BR100.20.8
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betona brugis VENTA 6
melns 14x21  63%
melns 14x14  25%
melns 14x7  12%

betona brugis T-6
peléks

SEGUMA RAKSTS SOLINU "KABATAM" m1:50
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betona brugis T-6

ietves betona apmale BR100.20.8

PIEZIMES

. Raséjumu skatit kopa ar raséjumu lapam TS-2-1 Iidz TS-2-8.
. Segumus izblvét saskana ar Celu specifikacijas 2015.
. Veicot darbus dzilak par 30 cm no eso$a zemes [Imena

inzenierkomunikaciju aizsargjoslu robezas, pieaicinat
attiecigo inZeniertiklu ekspluatacijas dienestu parstavi.

. Salizturigas kartas (smilts) materiala prasibas:

Filtracijas koeficients ne mazaks ka 1 m/dienn.

Salizturiga mineralmateriala dalinu saturs, kas mazakas par
0,125 mm, nedrikst parsniegt 20 masas %.

Salizturiga mineralmateriala dalinu saturs, kas mazakas par
0,063 mm, nedrikst parsniegt 3,5 masas %.

. Mineralmaterialu prasibas:

AADT], smagie <100, N-IIl klase
Losandzelosas koeficients LA < 30.

. Eso$o grunts pamatni péc gulines izrak§anas blivét.
. letves taisnajos posmos betona brugakmenus likt veselus,

tos nepiezagéjot. letves platums rékinats ievértéjot spraugu
platumu 3mm.
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Visas betona apmales izblvéjamas uz salizturiga vid. rupjas dren. smilts (kf>1m/dnn) slana

* 13 t.m. ietves apmale 100.20.8 izblivéjama, ja blvniecibas laika nav notikusi projekta

"Nekustama 1paSuma “Tirgus” teritorijas labiekartoSana" realizacija

Objekta nosaukums :

Gajéju ietves "Araju dzilurbums- Tirgus" parbive
Ugales ciema, Ugales pagasta, Ventspils novada

Adrese:
kad.Nr.9870 004 0182 kad.Nr.9870 004 0184 kad.Nr.9870 004 0186
kad.Nr.9870 004 0205 kad.Nr.9870 004 0148 kad.Nr.9870 004 0177
Pasiititajs: Ventspils novada pasvaldiba Liguma Nr: Pasiitijuma Nr :
SL/2017/182
Raséjums: . . . . Mérogs 1:25
Skersgriezumi, seguma kostrukcijas 1:40
1:50
TS dalas vad. V.Balode 29.06.2017] stadiia BP
Izstradaja V. Balode 29.06.2017| Lapa TS-5-1
Lapas
Faila nos. CreateDate 29.06.2017 Arhiva Nr.
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