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SEG.40.26.E.2.50B

Uzmanibu! Izstradajuma attéls var atSkirties no faktiska izstradajuma
izskata.

Izstradajuma Nr.: 96878516

Grundfos SEG AUTOADAPT pumps are submersible pumps with horizontal discharge port,
specifically designed for pressurized pumping of wastewater with discharge from toilets.

The SEG AUTOADAPT pumps are equipped with a grinder system, grinding destructible solids
into small pieces so that they can be led away through pipes of a relatively small diameter.

The surface of the pump is smooth to prevent dirt and impurities from sticking to the pump.
The pump is primarily made of cast iron. The clamp securing the motor to the pump housing is
made of stainless steel to prevent corrosion and allow for ease of service of the pump.

The power cable of the pump also incorporates wires for the thermal sensors in the motor
winding.

The cable connection is a plug solution. The totally sealed plug connection prevents moisture
from entering the pump through the cable in case of cable breakage or adverse and/or careless
handling of the pump cable.

The Grundfos SEG AUTOADAPT pumps incorporate a controller, sensors and motor-protection.
They only need to be connected to the mains supply.

If several pumps are installed in the same tank, the control logic incorporated in the pump will
ensure that the load is distributed evenly among the pumps over time.

* Alarm relay output.

The pump incorporates an alarm relay output. NC and NO are available and can be used as
required, for example for acoustic or visual alarms.

» Random start delay in case of general power shutdown.

« The pump does not start unless the phase sequence is correct.

« Self-calibration after each pump cycle.

* Anti-seizing system.

The anti-seizing system start the pump at programmed intervals to prevent the impeller from
seizing up. This function will overwrite the dry-run sensor for non EX versions.

« After-run possibility (foam draining)

After-run is possible in programmed intervals if risk of floating layer.

The Grundfos CIU unit can be connected permanent or temporarily for changing the pre-setting,
further settings or read out from the logging and operation parameters like no. of starts and
operating hours.

Konrole:

Mitruma deveéjs: bez mitruma sensoriem
Skidrums:

Saknéjamais Skidrums: 0

Skidruma temperatiras diapazons: 0 .. 40 °C

Blivums: 1000 kg/m3
Kinematiska viskozitate: 1 mm?/s
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Technical:
Faktiski aprékinata plasma: 2.771Is
Sikna rezultéjoSais siknéSanas augstums: 25 m
Suknrata tips: SMALCIN. SIST.
Primarais varpstas bliveéjums:  SIC/SIC

Liknes pielaide:

Materiali:
Sukna korpuss:

Suknrats:
Blivslégs:

UzstadiSana:

Maksimala vides temperatura:
Maks. darba spiediens:
Standarta atloks:

Sikna izejas kanals:
Spiediena pakape:

Elektriskie dati:

Polu skaits:

leejas jauda - P1:
Nominala jauda - P2:
Tikla frekvence:
Nominalais spriegums:
Sprieguma pielaide:
PalaiSanas metode:

Nominala strava:
Starta strava:

Cos phi - jaudas koeficients:
Cos phi - p.f. pie 3/4 slodzes:
Cos phi - p.f. pie 1/2 slodzes:
Nominalais atrums:

Inerces moments:

Korpusa klase (IEC 34-5):
Izolacijas klase (IEC 85):
Spradziendross:

Kabela garums:

Kabela tips:

Kabeluzgala tips:

Citi:
Neto svars:

ISO 9906:1999 Annex A

Cuguns
EN-JL1030
Cuguns
EN-JL1030
SIC/SIC

40 °C
6 bar
DIN
DN 40
PN 10

Maksimalais uzstadiSanas dzilums: 10 m

2

3.7 kw

2.6 kW

50 Hz

3 x400-415V
+6/-10 %
tieSa palais.

Maks. ieslégSanas reizu skaits stunda: 30

6,1/6,1 A
33A

Nominalstrava tukSgaitas gadijuma: 2.8 A

0,87

0,81

0,68

2870 rpm
0.0093 kg m?

Motora efektivitate pilnas slodzes gadijuma: 82 %
Motora efektivitate 3/4 slodzes gadijuma: 84 %
Motora efektivitate 1/2 slodzes gadijuma: 84 %

IP68

F

N

10 m
LYNIFLEX
NO PLUG

57 kg
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96878516 SEG.40.26.E.2.50B 50 Hz
i SEG.40.26.E.2.50B, 50Hz | eta
[m] [%]
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Eta siknis = 27.4 %
Eta sdknis+motors = 22.6 %
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3,04
P2
2,54
2,0
1,54
1,04
0,54
P1=3.01 kW
0 P2 =2.48 kW
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Datums: -
Apraksts Veértiba [m] SEG.40.26.E.2.50B, 50Hz ﬁ’}:]
Izstradajuma nosaukums: SEG.40.26.E.2.50B Qo2rrls
Izstradajuma Nr.: 96878516 35
EAN numurs: 5700312551294 20
Technical: 25 50
Faktiski aprékinata plisma: 2.771/s
Maks. plisma: 4.751/s 207 40
Sdkna rezultéjoSais suknéSanas 25m 15 I 30
augstums:
Maks. stkn. augstums: 33.8m 104 20
Suknrata tips: SMALCIN. SIST. 5 i ke o 27,40 L 10
Primarais varpstas blivéjums: sicisic Eta stknistmotors = 22.6 %
Liknes pielaide: ISO 9906:1999 Annex A 00 0/15 o 15 b 25 3b 35 40 45 obe 0

- P P1

Materiali: [kw]

Sadkna korpuss:
Siknrats:
Blivslégs:

UzstadiSana:

Maksimala vides temperatira:
Maks. darba spiediens:

Standarta atloks:

Sdkna izejas kanals:

Spiediena pakape:

Maksimalais uzstadiSanas dzilums:
Sausa/slapja uzst.:

Uzstadisana:

Skidrums:

Siuknéjamais Skidrums:

Skidruma temperatiras diapazons:
Blivums:

Kinematiska viskozitate:

Elektriskie dati:

Polu skaits:

leejas jauda - P1:
Nominala jauda - P2:
Tikla frekvence:
Nominalais spriegums:
Sprieguma pielaide:
PalaiSanas metode:

Maks. ieslégSanas reizu skaits stunda:

Nominala strava:
Starta strava:

Nominalstrava tukSgaitas gadijuma:

Cos phi - jaudas koeficients:
Cos phi - p.f. pie 3/4 slodzes:
Cos phi - p.f. pie 1/2 slodzes:
Nominalais atrums:

Inerces moments:

Motora efektivitate pilnas slodzes
gadijuma:

Motora efektivitate 3/4 slodzes
gadijuma:

Motora efektivitate 1/2 slodzes
gadijuma:

Korpusa klase (IEC 34-5):
I1zolacijas klase (IEC 85):
Spradziendross:

Motora aizsardz.:

Cuguns
EN-JL1030
Cuguns
EN-JL1030
SIC/SIC

40 °C

6 bar
DIN

DN 40
PN 10
10m

S
vertikals

0
0..40°C
1000 kg/m3
1 mm?/s

2

3.7 kW

2.6 kW

50 Hz
3x400-415V
+6/-10 %
tieSa palais.
30

6,1/6,1 A
33A

28A

0,87

0,81

0,68

2870 rpm
0.0093 kg m?
82 %

84 %
84 %
IP68
F

N
Trmiskais slédzis

P1=3.01 kW
P2 =248 kW

433

2A 230 Vac

COM

@ L1 L2 L3
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Apraksts Veértiba

Termiska aizsardz.: iekSéjs

Kabela garums: 10m

Kabela tips: LYNIFLEX

Kabeluzgala tips: NO PLUG

Konrole:

Vadibas bloks: nav ieklauts

Papildus 1/0: Build in

Mitruma deveéjs: bez mitruma sensoriem

Citi:

Neto svars: 57 kg
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96878516 SEG.40.26.E.2.50B 50 Hz

433

Rp11/2

619

221

118

256

Atzimét! Visas mérvienibas ir [mm], ja vien nav noradits cits.
Atruna: ST vienkarSota skice neparada visas detalas.
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96878516 SEG.40.26.E.2.50B 50 Hz
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Atzimét! Visas mérvienibas ir [mm], ja vien nav noradits cits.
Atruna: ST vienkarSota skice neparada visas detalas.
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166 166

527

582

40

116

173

292

256
256

Atzimét! Visas mérvienibas ir [mm], ja vien nav noradits cits.
Atruna: ST vienkarSota skice neparada visas detalas.
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96878516 SEG.40.26.E.2.50B 50 Hz

PE
b L1 L2L3

o o

2A 230 Vac
T EF 4 5 6

Uzmanibu! Visas mérvienibas ir milimetros [mm], ja nav noradits citadi.

Printed from Grundfos CAPS [2013.06.034] GRUNDFO@Y(I 1

o




Uznémuma nosaukums:

Izveidotajs:
Talrunis:

GRUNDFOS® , \Fakss:

Datums:

Ekspl. izdevumi - 15 Darba gadi

IID] Energijas izmaksas

100 %

22%

————————————————————————fSakotnéjas izmaksas

19 000 4 Ekspl-izdevumil€]- - - -

180004 — - — = — = - — - m o m oo o oo

16000 « « — - oo

150004 -« - - oo 13844 - -
140004 « « - o
130004 -~ - o o
120004 « — oo
110004 -~ - oo
:770'o 1
o 1
6000 -~ -~ - - mmm e e
5000~~~ < - o e e
40004 — - oo
31010 T
2000 - - - - m s o e e e

10004 - - - - oo T

as laiks
[€]

asana

Atmaks

Ekspl. izdevumi

160004 - -2 e =220

150004 == - -

14 000

110004 - - - -t -~ -~

60004 - - - -

50004 - - - -

40004 - - -
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Ekspl. izdevumu parskats

Prasibas: Kopégjie ievadi:

Produktivitate gada: ----

Spiediena augstums: ----

Plasma: 2.77 IIs Energd. cena (augsts tarifs): 0.15 €/kWh

n - darbmiZs gados: 15

i - procentu likme: 0 %

p - piestkn. atrums: 6 %

levadi:

Sistéema

A SEG.40.26.E.2.50B

gada

Kopa
(darbmuazs)

Sakotnéjie ieguldijumi [€]
Suknu sistéma [€]
Papildu ieguldijumi [€]

2997
2997

Izdevumi, kas ir saist. ar uzstadiSanu un nodoSanu
ekspluatacija [€]

Energ. izm. [€]
Energ. patérins [KWh/€]
Ipatn. energija [KWh/m3]
Efektivitates izmainas gada [%/Gads]

439
2930

10847

TekoSie izdevumi [€/Gads]

[€/Gads]
Kartéja remonta izmaksas [€/Gads]
Remonta izdevumi [€/Gads]
Citas gada izmaksas [€/Gads]

Dikstaves laiks un razoSanas izdevumu zudumi
[€/Gads]

Ekolog. izm. [€]

NorakstiSanas un likvidéSanas izmaksas [€]

Razigums:

Pasr. ekspl. pasizm. vértiba [€]
no kuram pasreiz. energ. izmaksas ir [€]
un regulari tekoSie izdevumi ir [€]
no kuram pasreiz. energ. pasSizmaksa % ir [%]
un regulari tekoSie izdevumi % ir [%]

13844

10847

78.4
0.0
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