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PROJEKTETAJS: SIA “Jura Voicehovi¢a projektesanas birojs”
Reg. Nr. 43603064850, Akmenu iela 28, Jelgava,
LV-3004, talr.: 29472256

PASUTITAJS: Ventspils novada pasvaldiba, reg.Nr.90000052035,
Skolas iela 4, Ventspils, LV-3601

PASUTIJUMA NR.:SL/2015

BUVOBJEKTA

NOSAUKUMS: Udenstorpa ,,Varves iidenstornis” parbiive Varves ciema, Varves
pagasta, Ventspils novada

STADIJA: BP

BUVES KLASIFIKACIJAS KODS: 22220201 (tidenstorni)

BUVPROJEKTS

I. s€jums

SEJUMA SASTAYVS: Vispariga dala;
Arhitekturas dala (GP, AR);
InZenierrisinajumu dala (BK, UKT, UK, EL);
Ekonomikas da (IS, BA, DOP)

Saja buivprojekta ir ieklautas un izstradatas visas nepiecieSamas dalas atbilstosi biivatlauja
ietvertajiem nosacijumiem.

Biivprojekta vaditajs J.Voicehoviés, sert. Nr. LNSASC-B-73-4251/11

(vards, uzvards, sertifikata Nr.)

(datums) (paraksts)
Biuivprojekta vaditajs: J.Voicehoviés
Biivprojekta GP, AR dalas vaditaja: M. Priedniece
Biivprojekta BK dalas vaditajs: L. Veiss
Biivprojekta UK, UKT dalas vaditaja: L.Voitiska
Buvprojekta EL dalas vaditaja: M.Kudrjavceva

Jelgava, 2015



/<(\ Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601

Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

Buavprojekta sastavs

1. dala - Vispariga dala

1.1  sadala — Biivprojektgsanai nepiecieSamie dokumenti

2. dala — Arhitektaras dala

2.1 sadala — Buvprojekta generalplans un arhitektiiras risin@jumi ..............cccoeveueneee. GP, AR

3. dala — InZenierrisinajumu dala

3.1 sadala — BUVKONSIUKCIAS ...eeuveeieieiieiieie ittt BK
3.2 sadala — Udensapgade un kanalizacija, argjie un iek3&jie tikli..........cccevrvrvnnnee. UKT, UK
3.3 sadala — Elektroapgade, pECUZSKAILE .......cccveerveerieeniierieeieeieeteeeiee st seee e EL

4. dala — Ekonomikas dala

4.1 sadala — Iekartu, konstrukciju un materialu kopsavilkums ............cccccceveenieninnnnn. IS
Biivdarbu apjomu saraksts = .....ooceiiiiiien BA
4.2  sadala — Darbu organizé$anas projekts ..o DOP

Pielikumi



Sejuma saturs

Nosaukums Lpp
Titullapa 1
Biivprojekta sastavs 2
S€juma saturs 3_4
1. Vispariga dala 5
1.1. sadala — Biivprojektésanai nepiecieSamie dokumenti 5
LR Uzpémuma registra funkciju izpildes departamenta Bauskas regionalas 67
nodalas 1€émums Nr.12-10/91694 par komercsabiedribas ierakstiSanu
komercregistra
LR Ekonomikas ministrijas l@mums Nr. BIS/412-BK-2.11-2015-1963 8
Profesionalas apdroSinasanas polises kopija 9-10
Biivprojekta vaditaja Jura Voicehovica buvpr. sert. Nr. LNSASC-B-73-4251/11 11-12
Biivprojekta GP, AR dalas vaditajas Mildas Priednieces arhitekta prakses sert. 13
Nr. 10-0222
Biivprojekta BK dalas vaditaja Ingus Veisa buvprakses sert. Nr.20-6860 14
Biivprojekta UK, UKT dalas vaditajas Lailas Voitiskas sert. Nr.50-3995 15
Biivprojekta EL dalas vaditajas Marijas Kudrjavcevas sert. LEEA Nr.70-0504 16-17
Ventspils novada paSvaldibas btvvaldes buvatlaujas Nr.9.8/2015/1Z 107 18-26
apliecinata kopija
Tehniskas apsekoSanas atzinums, 2015. gada 16. marta 27-35
Ventspils novada pasvaldibas tehniskie noteikumi Nr.1.12./iz 595 Udensvada 36
projektésanai, 18.02.2015
Darba uzdevums prjekta izstradei “Udenstorna “Varves tidenstornis” parbiive 37-39
Varves ciema, Varves pagasta, Ventspils novada”
,Latvijas Mobilais Telefons” SIA (LMT) Tehniskie noteikumi Nr.02/03/15, 40
11.03.2015
SIA ,,BITE Latvija” Tehniskie noteikumi Nr.1/2015, 09.03.2015 4142
A/S ,,Sadales tikls” Tehniskie noteikumi Nr.30EF40-06.04/284, 23.03.2015 43-45
VAS ,Latvijas Valsts radio un televizijas centrs” Tehniskie noteikumi 46
Nr.30.04-01/15/00/893
Zemesgramatas aplieciba 47-48
Biives kadastralas uzmeériSanas lieta 49-51
2. Arhitektiiras dala 52
2.1. sadala — Biivprojekta generalplans un arhitektiiras risindjumi (GP, AR) 52
SkaidrojoSs apraksts 53-56
Visparigie raditaji 57
Generalplans 58
Griezumi uz augstuma atzimém 59
Griezums uz augstuma atzimes 15.800, margu uz reZga izvietojuma plans 60
Udenstorna griezums 1-1, fasades prét biivasim “1” un “A” 61
3. InZenierrisinajumu dala 62
3.1. sadala — Bivkonstrukcijas (BK) 62
Visparigie noradijumi biivkonstrukcijam objektam: Udenstorna “Varves 63-66
iidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada
Visparigie raditaji 67
Projektéta rezervuara balstplatnes 68
Projekt&tais reZgis antenu stiprinasanai 69-70
Specifikacijas 71




3.2. sadala — Udensapgade un kanalizacija, aréjie un iekséjie tikli (UKT, UK)

72

Skaidrojoss apraksts 73-80
Visparigie raditaji 81
Plans ar UKT tikliem 82
K2 garenprofils 83
Plastmasas akas izbtives zalaja sheéma 84
Caurul]vada izbiive biivgravi. Eso$o komunikaciju aizsardzibas shémas 85
Segumu atjaunoSanas sh&mas 86
Udens torna apsaistes shemas 87
3.3. sadaja — Elektroapgade, pécuzskaite (EL) 88
Visparigie raditaji &9
Principiala shema 90
Plans ar zem&juma kontiiru 91
Udenstorna el. iekartu griezums 92
4. Ekonomikas dala 93
4.1. sadala — lekartu, konstrukciju, materialu un biavdarbu apjomu saraksts (1S, BA) 94
Iekartu, konstrukciju, materialu un bivdarbu apjomu saraksts 95-105
4.2. sadala — Darbu organizdcijas projekts 106
Darbu organizacijas projekts 107-120

Pielikumi
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

1. dala — Vispariga dala

1.1 sadala — BuvprojektéSanai nepiecieSamie dokumenti

Sadalas saturs

SIA “Jura Voicehovi€a projekt&Sanas birojs” LR Uznémuma registra funkciju izpildes departamenta
Bauskas regionalas nodalas 1€mums Nr. 12-10/91694 par komercsabiedribas ierakstiSanu
komercregistra;

LR Ekonomikas ministrijas lémums Nr. BIS/412-BK-2.1-2015-1963;

Profesionalas apdroSinasanas polises kopija;

Biivprojekta vaditaja Jura Voicehovica buvpr. sert. Nr. LNSASC-B-73-4251/11;

Biivprojekta GP, AR dalas vaditajas Mildas Priednieces arhitekta prakses sert. Nr.10-0222;
Biivprojekta BK dalas vaditaja Ingus Veisa buvprakses sert. Nr.20-6860;

Bivprojekta UK, UKT dalas vaditajas Lailas Voitiskas sert. Nr.50-3995;

Biivprojekta EL dalas vaditajas Marijas Kudrjavcevas sert. LEEA Nr.70-0504;

Ventspils novada pasSvaldibas buivvaldes biivatlaujas Nr.9.8/2015/IZ 107 apliecinata kopija;

Tehniskas apsekoSanas atzinums, 2015. gada 16. marta;

Ventspils novada pasvaldibas tehniskie noteikumi Nr.1.12./iz595 Udensvada projekteSanai, 18.02.2015;

Darba uzdevums projekta izstradei ,,Udenstorpa ,,Varves idenstornis” parbiive Varves ciema, Varves

pagasta, Ventspils novada”;

,Latvijas Mobilais Telefons” SIA (LMT) Tehniskie noteikumi Nr.02/03/15, 11.03.2015;

SIA ,.BITE Latvija” Tehniskie noteikumi Nr.1/2015, 09.03.2015;

A/S ,,Sadales tikls” Tehniskie noteikumi Nr.30EF40-06.04/284, 23.03.2015;

VAS ,Latvijas Valsts radio un televizijas centrs” Tehniskie noteikumi Nr.30.04-01/15/00/893;
Zemesgramatas aplieciba;

Buves kadastralas uzmeriSanas lieta.



LATVIIAS REPUBLIKA

VENTSPILS NOVADA PASVALDIBA

Skolas rela 4, Ventspils, LV-3601, ref ar. S000005303 5, thlr. 63629450, fakss 63622231, e-pasts infoat ventspalend. v
www venizpilind Iy

Ventspili

18.02.2015. Nr.1,12./ /¢ 595
' Ventspils novada padvaldiba

Skolas iela 4, Ventspili, L.V-3601

TEHNISKIE NOTEIKUMI
UDENSVADA PROJEKTESANALI

PASUTITAJS: Ventspils novada paivaldiba
OBJEKTS: Udenstorna ,,Virves Gidenstornis” parbve Virves ciemd, Virves pagasti,
Venispils novada

1. Projekigjamo objektu pievienot:

a) pie esoia idensvada PE D 110 mm objekia teritorija;

b) pie esosas parplides caurules DN 100 mm objekta teritorija.
2. Spiediens Gdensvada tikla lidz 3,0 bar.
3. Pasutitajam nepiecieSams izblivet:
Udensvads
3.1. Demontét esoda Gdenstorna tvertni, stivvadus un apsaisti.
3.2. lzbivét jaunu adenstorpa tvertni, stivvadus, vadibas un elektroapsaisti.
3.3. Tvertni izbivét no salickamdm metala konstrukcijam ar tvering monigjamu
(ickldjamu) membranu. Tvertnes tilpumu noteikt projekié3anas gaila veicot aprékinu.
3.4, Stavvadus izblivét no PE materiala caurulém. Cauruju diametru noteikt projekiésanas
gaitd veicot aprékinu. Stavvadiem un izlaidei paredzét siltumizolaciju.
3.5. Udenstorpa piepliides stavvadu pieslégt adensapgades sistémas caurulvadam PE D 110
mm objekta teritorija.
3.6. Udenstorpa parplides stavvadu pieslégt parpludes idens novadidanas caurujvadam
DN 100 mm objekta teritorija.
3.7. Udenstorpa vadibas apsaisti savietot ar esodo Odensapgades sistémas artéziska urbuma
un iidens attiridanas stacijas vadibas apsaisti.
4. Papildus prasibas:
4.1. Projekta izstradé ievérot LBN 222 — 99 prasibas.
4.2. Projekta dokumentaciju saskanot ar Ventspils novada pasvaldibu.
5. Tehniskie noteikumi derigi divus gadus no to izdofanas dienas.

Komunalas nodalas vaditajs 7 //,.n' A. Slangens
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E Ipﬁlipﬂ'iﬂu:

vada padvaldibas

'\lzpi]ddirekmrs
Dainis Yaldmams

2015. gada 18, tebrudry

DARBA UZDEVUMS
projekta izstridei objektam

»Udenstorpa ,,Virves iidenstornis™ parbiive Viirves ciemi, Virves pagasta,
Ventspils novadi

1. Objekta nosaukums.
Udenstorpa . Virves fidenstomnis™ parbiive, Virves ciemd, Varves pagasti,
Ventspils novada
2. Objekta adrese.
» Varves fidenstornis” Vrves ciems, Virves pagasts, Ventspils novads
3. Zemesgabala un &ku kadastra apziméjumi.
Zemesgabala kadastra apzim&jums — 98840070149
Fkas kadastra numurs — 98840070149004
4. Nekustami ipaduma ipadnicks.
Ventspils novada paSvaldiba, Reg. Nr. 90000052035, Skolas icla 4, Ventspils.
5. Esofi objekia apraksts:
- Apbiives laukums 5,5 m".
Udenstorga stobrs — kiege]u miir&jums, augstums H=23,94 m,
Tvertne metala, tilpums Vd=71 m’, Vp=75 m’, diametrs 3,13 m, augstums
H=10,67 m.
Udenstorpa kop&jais augstums H=34,61 m.
Uz tvertnes atrodas SIA LMT"™ piederoda sakaru antena, antenas
augstums H=6,69 m.
Odenstorga un antenas kop&jais augstums H=41,57 m.
- Buve ekspluaticiji no 1993.gada.
6. Metodologija:
6.1. Projekta pasiititijs nodrodina izpilditdju ar
Biives kadastralds uzméeriZanas lietu.
Topogrifisko uzm&rfjumu zemesgabalam.
Tehniskos noteikumus.
6.2. Izpilditajs
Veiks objekta apsekosanu,



- lzstridds projektu athilstodi spfkd esosai likumdoianai, normativajiem
aktiem un paivaldibas saistodajiem noteikumiem.

- Saskagos bilitiskikos risindjumus ar Pastiftdju un Bavvaldi.
- Veiks projekia saskagofanu un iesniegSanu Pasfitfidjam.

7. Projektéianas uzdevuma mérkis, sasniedzamais rezultits.
Udenstorpa  parbiive, tsk., Odenstorpa stobra plrbiive (sienu remonts,
atjaunofana un konstrukcijas pastiprindana) un jaunas Udens tvertnes izbiive
csodis vietd, jaunu ick3€o apsaistes komunikdciju izbiive. Nodrodinot
fidenstorpa, ki Gdensapgides sistémas elementa drodu un ilglaicigu darbibu.

8. Projektd veicamie pasikumi:
o Pirms projekia izstrides uzsdk3anas sertificBlam biivinZenierim jAveic
objekta (fidenstorpa) apsckoSana, sertificéta bivinfeniera slédziens
pievienojams projekta dokumenticijai;
o |ek|aut sadalu eso3d Odens tvertnes un Odenstorpa apsaistes elementu
demontdZas shému, paredzgt SIA ,LMT" piederodds antenas un 13s apsaistes
demontdZu pirms tvertnes demontiZas,
& Projekta izstr3d€ pemt vErd sertific@la biivinZeniera sl&dzienu.
 Bivkonstrukcijju dald paredzgt Odenstorpa stobra augi€ds dalas
stiprindanu, nepiecieSamibas gadijuma paredzét papildus metdla siju izbivi
tvertnes pamata platformas novietodanai un stiprina3anai.
¢ Tvertnes pamata platformas projekts (konstrukcijas aprékins un ras€ums).
e Projektgjamo ddenstorpa tvertni paredz&t no salickam3m metila
konstrukcijam, metala plaksn@m un  tvertind mont&jamas (ickldjamas)
membrinas. Projekt€jamai tverinei paredz&t pa arpusi apkalpes kipnes ar
norobeZojumu un norobeZojumu tverines augipusé anlenas apkalpofanai.
Tvertni no @rpuses apiiit ar krisotam metala apdares loksn&m.
® ProjekiZ3anas gaitd veikt nepiecie$amas tvertnes tilpuma aprékinu.
e (denstorpa iverines apsaisies caurulvadus (stavvadus) izbOvét no PE
matendla caurulém. Cauruju diametru noteikt projekiS3anas gaitd wveicol
aprekinu. StAvvadiem un izlaidei paredz@t siltumizolaciju.
® Paredz&t Gidenstomim jaunu elektroapsaistes sistému.
® Paredz&t Gidenstorpa kiege|u stobra drsienu un iekisienu remontu. Arsienu
apdari ar dekorativo apmetumu. Krisojumu drsiendm un iekdsienam.
o Krasu toni (krfisu pasi) Gdenstorpa stobra drsiendm un tvertnei saskagot ar
Pastimaju un ieklaut projekia dokumenticija.
® Udenstorpa icki&jo apkalpes kippu, kdppu laukumu un argja apkalpes
laukuma torpa augidald remontu un/vai nomaigu uz jauniem elementiem un
kriisodanu.
® lecjas mezgla pArbiive izbliv&jot jaunu lieveni un durvju bloku. Jaunas
apkalpes durvis Gdenstorpa stobra augipusé.
® P8 jaundis tverines uzstddidanas paredzét esodds SIA L LMT™ antenes
montazZzu uz tvertnes.
& Udenstorpa tverini aprikot ar iidens limepa devEjiem, tvertnes apsildi.



e (denstorna vadibas apsaisti savietot ar esolo Odensapgides sistémas
artéziskd urbuma un fidens atiiri%anas stacijas vadibas apsaisti.
® Péc fidenstorpa pirbiives veikt pieslégumu pie esodd fidensvada PE D110

mim.

9, Tehniska projekta paredz&l darba apjomu un izmaksu aprékinus atbilstosi Ministru
kabineta 2006. gada 19. decembra noteikumiem Nr.1014 “Noteikumi par Latvijas
biivnormativu LBN 501-06 “Biivizmaksu noteik3anas kirtiba.™

10, Projekta sastivs:

10.1. Vispirigd dala, arhitekiiiras daja, inkenierrisindjumu dala. (plini, mezgli un to
detalizicijas, sh®mas, specifikicijas), bilivkonstrukcijas, eckonomikas daja
(konstrukciju un materidlu kopsavilkums; darbu un biivdarbu apjomi); biivdarbu
organizacijas projekts; times.

10.2. Pasiifitijam nododami:

10.2.1. Tehniskais projekts 5 eksemplaros, blvprojekta s&jums, kas paredzéts
Biivvaldes arhivam, noform@ts cietd s&juma, tehniskais projekts noformé@ts
atbilstodi 14.08.2001. MK noteikumiem Nr.370 “Noteikumi par Latvijas
bivnormativu LBN 202-01 “Bavprojekta saturs un noform&3ana™ prasihim.

10.2.2. Tehniskais projekts CD formaid 2 eksempliros (Komundlai nodalai,
Biivvaldei).

11. Laiks un resursi

Darbs péc 51 projeki€ianas uzdevuma tiks veikis uz lguma pamata, kuru
noslégs Pasié)s un darba lzpilditdjs. Projekta izstrades termins (laiks) tiks
noradits [Tguma.

Projektéianas organizacija ir atbildiga par jebkuru apakSuzpfmé&u un
konsultdci)@m ar jebkuru citu vzpémumu vai ekspertu.

P
Komunilds nodalas vaditdjs i A. Slangens
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“‘Latvijas Mobilais Telefons™ SIA (LMT)
TEHMISKIE MOTEIKUMI

Datums: Rigé, 2015.gada 11.marti. FPamatojums: 04.03.2015.9. iesniegums,
Mr. 020315
SIA,Jura Vaigehayica. .
Fieprasitdjs: projektésanas birojs™ Kontakftalrunis: 28365364
Adrese: Akmenuiela 2a,Jelgava, LV-3004

Kadam noldkam izsniegtitehniskie noteikumi.  Udenstorpa Marves ddenstomis” parbive Varves
pagastd, Ventspils novada.”

Tehnisko noteikumu apraksts

1. Paskaidrojums: Dotajd bridi zemes gabaldVarves ciemd, Varves pagastd, Ventspils
novadi, uzrekonstrugjama ddenstorna ir izvietotas LMT piederosas
komunikicijas, glektronisko sakam iekartas un antenu masts.

2. Nodrogingt: 1. Saskanot zemes gabala topografisko plEnw ar LMT.

2. Projektd paredzét LMT piederoSo pazemes infenierkomunikaciju un
aparatiras konteinera saglabdsanu.
3. Projektd paredzét es oo LMT antenu un masta demortdZu no ddens
torna pimms rekonstrukcijas un novietoSanuatpakal p crekonstrukcijas
darbu pabeigsanas. Antenu masta un antenu iekdrtu demontdZas un
uzstidiZanas darbus nodroSings LMT.
4. Paredzét esosSo antenu kabe|usaglabdSanu ddenstorna i eks puse.
5. PEc Gdenstorna rekonstrukcijas japaredz s ekojodo LMT iekartu
izvieto5ana uz antenu masta,, saglabdjot kopé&jo augstumu :

— antenas 741930%01 -3 gab., KSM10817 - 3 gab., RRL (& 0.6m)

-1 gab;

— Flexi RF moduli-& gab.;

— pastiprinatdiETMS35 -8 gab;

- Blagkbex—1gab.
Kopéjaissvars: ~400kg (tajd skaitd masta konstrukcijas svars).
&. Rakstiski informét LMT par ddenstorga tv erigu rek onstrukcijas darbu
uzsdksanu 20 (divdesmit) darba dienas pirms darbu uzsdksanas.
7. |zskafmt iesp&u ddenstoma rekonstrukcijas darbu |aiki izvietat teritorija
parvietojamo LMT bizes staciju.
8. Saskarot tehnisko projektu ar LMT, paredzot tehniskd projekta viena
eksempléra (kopias) iesniegsanu LMT Celtniedbas dienesta.

Kontaktpersona,; ) Stasulis —tel. 29248279, epasis: Juris.Stasulis@imt. i
Fiezimes: papildinforméacija par aparatiras specifikdciju;_J.lvanova - tel 25245146

LT
Tehniskos noteikurus apstiprinu: Celtniecibas dignestadirekiors A UpTtis-Upenisks

Cimtumms: 2015

LMT Celtniecibas dienests .
Tehniskos noteikumus sagstavoja: CeltniecTbas dajas vaditdjs o tasulis,




2015. gada 09. marts
Nr. LV4000-12

uz Nr.01/03/15 no 04.03.2015
Tehniskie noteikumi Nr.1/2015

Derfgi lidz 2016. gada 09, martam
Persona, kura gatavojas veikt darbibu: Ventspils novada padvaldiba, Tpasnicks;

Persona, kura pieprasija tehniskos noteikumus, fesniedz8js: SIA “Jura Voicehovita projekiSanas birojs,
projektitdjs (pilnvara Nr.1.12/1Z 761);

Paredzétd darbiba: “Odenstorpa “Virves Gdenstornis™, parbive, Virves ciems, Virves pagasts, Ventspils
novads kadastra apz. Nr.98840070149;

Pamatojums: lesniedz&a 2015. gada 4. marta iesniegums Nr. 01/03/15

SIA "BITE Latvija” inform#, ka izstradajot Tehnisko projekiu, jSievéro un jSiekjauj tehniskaji projketd
sekojoias prasTbas:

1) Tehniskii projektd paredzét mobilo sakaru amtenu, aparatiiras, stiprindjumu, kabejtrepju un kabeju
demaontiZas tehniskos risindjumus un darbu aprakstu, paredzot esofo antenu izvietolanu uz zemik
esodas mira Konstrukeijas (minimilais augstums 20m);

2) Tehniskd projektd paredz® mobilo sakaru antenu izvietofanas plinu uz atjunotis Gdens tvertnes
(sakapd ar pielikumu Nr.1), stiprindjumu mezglus, kabeju trepju un kabelu trases un mehanisko
slodiu aprékinus;

3) Tehniski projekia sastivd paredzét darbu organiziicijas projekmy, kurdi noridRt mobilo sakaru
aparatiiras demontiZas un montiZas darbu tehnologijas un mingto darbu aprakstu:

4) lzswrddito projekta dokumenticiju sakapot ar Radio fkla plinoSanas un optimizcijas vadfgju A,
Bejajevu (talr. 25544450), Tikla Instalicijas un wrturéSanas vaditiiju A. Sprukuli (tilr. 25544388),
Tikla instalacijas un uzturd3anas inZenieri A. Kalnipu (tilr. 25544883) un Instalicijas vaditiju M.
MNoviku (talr.25544336).

Pielikums;
1. Dati GSM biizes stacijas projeki®3anal un biivniecTbal yz 1 1

AT clequ,

SIA _BITE Latvija"

Instalicijas vaditdjs . M. Noviks

+371 25544336 :

5IA HITE Latvija™  Urekstes isla 2a, LV-1005, Rica, Labviia THIr. 4371 258 50600  Fakss +371 258 50610  Infolbite by, www, bite. by
Red. e, 40003742426 PVN maksStiia red. Nr, LV40D03742426

Konte nr.: (1BAN): LVZ1HABADSS]1 005849601 Bania: AS “Hansabanka™, SWIFT: HABALYZ2
RagistrEta LR Urnémumu redisted (Pérses iela 2, Riga, LV-1011, Latvija)



Pevicans Ne.d

Dati GSM bazes stacijas
projektésanai un biivniecibai

Datums: 2012 07 03
PriekEmets: Stacifas VENSO izblve
Vieta Vietas apraksts Adrese Koordindtes
1. Udenstornis Varve, Ventspils  E: 353119.364
novads M: 6355205.943
LOMNG: 21 33 44,46
LAT: 57 1B 16.95
GSM Sinu un sektoru konfiguricija:
Siina Sektors  Azimuts Antenas tips Skaits  Augstu  Eickiti Mehd  Fideru tips
g sektor8  ms,m  skE  niskd
noiec | nokec
e(®m &
VEMGOA = VENBO_1 180 B0 10310 XPaol 1 25 0 a Dptic fiber
S00MHz 90deg
16dBi
VEMNGOA  VENSD 2 340 800 10310 XPol 1 25 4 0 Cptic fiber
200MHz 90deg
15dBi
Fiezimes;=*
Stacijas tips: DBS3900A+AALIIS0E
Augstums: 20
TRx skaits: | 1,1
Stacijas izejas jauda, dBm: 45.5 dBm
THA: a
Parraides sistémas konfiguracija: e .
Uz Azimuts Antenas tips Augstums, Fideru Hps
) m | .
VENS4 57 VHLP1-23 25 LMR-400 val fidzigs
Piezimes:
Aleksandrs Belajevs
Tikla PlanoZanas InZenieris
+371 25544450



VAS “Latvijas Valsts radio un televizijas centrs”
LATVILIAS VALSTS I'H'-lﬂﬂﬂt!':'llﬁ registracijas Nr. 40003011203, El"gjl.l igla 7, Higa, LWV-1012
RADICH UM TELEVIZUAS CENTRS  Talrunis: 67108704, Takss: 67315577, e-pasts: vrloi@ivric. [v

04.06,.2015. Nr.30.04-01/15/00/893
Uz 29.05.2015. Nr.01/05/15

SIA "Jura Veicehovita projekt&sanas birojs”
Akrmenu iela 28, Jelgava, LV-3004
e-pasts: laila.voitiska@amail.com

Par tehniskajiem noteikumiem

VAS “Latvijas Valsts radio un televizijas centrs” (turpmak - LVRTC) izskatija JOsu
iesniegumu par tehnisko noteikumu izsniegsanu tehniskd projekta “Udenstorna “Varves
Gdenstornis™ parbdve Varves ciema, Varves pagasiad, Ventspils novadad” izsirddei.

Varves ciema, Varves pagasta, Ventspils novada, posma no autocela P108 [lidz
LVRTC optiska fikla sadales skapim, kas atrodas [Tdzds Varves Odenstornim, ir izbdvéta
LWVRETC platjosias opliska tikla infrastrukiira — kabelu kKanalizécijas caurule ar diametru 40
mm un t&ja iequlditie optiskie kabeli.

Tadé| objekta "Udenstorna “Varves tdenstornis” parblve Varves ciema, Varves
pagasia, Ventspils novada™ tehniska projekia izstradasanai. kd arl bivdarbu veikSanai 5aja
objekta LVRTC izvirza sekojosus tehniskos noleikumus:

1. Jasaglabd un jaaizsargd no bojajumiem Varves ddenstornim lidzas esoSais
LVRTC optiska fikla sadales skapis un LVRTC sakaru kabelu kanalizacija un taja iegulditie
sakaru kabel|i Varves ciema, Varves pagasta, Venlspils novada, ki arf janodroSina sakaru
kabelu nepartraukta darbiba;

2. Objekta "Udenstorna “Varves Udenstornis™ parbive Varves ciema, Varves
pagasta, Ventspils novada”™ tehniskais projekls |asaskano ar LVRTC Riga, Krisjana
Valdemara ield 110,

3. Pirms bivdarbu sdksanas jasanpem LVRTC rakSanas darbu atlauja objekta.
Pieteikums darbu atlaujas sapemSanai jasagatavo, aizpildot no LVRTC sanemtu veidlapu;

4. RakSanas darbus LVRTC platjoslas optiska tikla infrastruktiras alzsargjosla veikt
bez mehdnismu pielietosanas;

5. Inform&t LVRTC Tikla kontroles daju (67029540) ne mazak ka 3 darba dienas
pirms planoto darbu uzsakS3anas objektd LVRTC EST opliske Skiedru kabelu trasu
aizsargjoslds. Darbu uzs3k3ana objektd iespg@ama tikal péc LVRTC saskanojuma
sanemsanas un kabe|u kanalizacijas un kabelu novietojuma precizés$anas dab3;

6. Péc blvdarbu pabeigSanas jasapem LVRTC atzinums par objekta gatavibu
nodoSanai ekspluatacija,

7. Informéjam, ka LVRTC frases boj§umu gadijumi j8sedz raditie zaud@&umi,
optisko Skiedru kabelu posma maina starp diviem tuvakajiem savienojumiem kopgaruma Tdz
4 km, ka ari jaatlidzina LVRTC zaudé&jumi, kas ietver klientiem samaksalas soda naudas.

Sis dokuments parakstits ar droSu elektronisko parakstu un satur laika zimogu.

Infrastruktlras attistibas departamenta direklors  Ivars Springis

Sudmale 28355625
iveta, sudmaleg@lvric, v



Zerﬁesgrématu aplieciba

#anbpﬂs tlesas Zemesgramatu nodafa

Vérves pagasta zemesgrimatas nodalijums Nr. 100000431637

Kadastra numurs: 98840070725
Nosaukoems: Varvenieki
“Varvenieki, Virve, Virves pag., Ventspils nov.

! dajas 1./edals

Nakustams Jpadums, senvitali un redinasias, p.-awanm zomaes gabal

Domajama dala

Plafiba,
_liglums.

9534 007 0171.

1.1 Divi zemes gabali ar kadastra apziméjumu-9884 007 0125;
n. Nr. 300002420784 (10.04.2008), lémums 04.05,2008, tiesnese Dace

14.7 ha

Il dalas 1.iedals '
| Mekustama Tpatuma Ipagnieks, ﬁ:naﬁumliﬁ'rhu Eam::ls

Domajama dala

2.1 Persona; Varves pagasta pasvaldiba, nodoklu
maksatdja kods 900 u 39978, Ipasuma tiesTba
izbeigusies.

2.2 Tpasnieks: Ventspils novada pn&val.d‘rba nuduhiu
maksatdja kods 90000052035.

2.3 Pamals: 2013, gada 13. novembra nus\‘.lpnnajunm
Ilgums, Administrativo teritoriju un apd:Wulu vietu
likums.

Kancelejas nodeva 10.00 LVL samaksata.
Z2umala Nr. 300003541041, datums 14.11.2013, 1Bm

a datums 19.11.2013

Anda Niedala

Lapa no 1
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LATVLJAS REPUBLIKAS VALSTS ZEMES DIENESTS
ZIEMELKURZEMES REGIONALA NODALA

BUVES
KADASTRALAS UZMERISANAS
LIETA

Lictas numurs O8840070149004-01

Lapu skaits | = e
Kadastra apziméjums 9840070149004

Nosaukums Udenstornis E o S
Adrese Virves ddenstornis, Varve, Virves pag., Ventspils raj.

Atzime par atsavinifanas aizliegumu vai apgritindjumu

—— { pamatojums ) | {paraksts) - [ Vards, Lizvards)

B amame e

o \\
Atzime par registriciju Nekustami ipafuma valsts kadastra informacijas sistéma \\I N

3 Z-V.

Kadastralis uzmériSanas izpilditaji: Pirs

Izpildes datums: 10.01.2009 .
T pafaksis)
Kadastrilas uzmérifanas darba parbawditdjs: Parsla Pyrina
Parbaudes datums: 10.0]1.2009
ipa.rakl!.rm
LR Valsts zemes dienests _
Regionilis medetassmd itdjodyi nadeiedtii persona): 4
Wentspils birigs vaditijas vistmiece w—"
N.Mazistaba —
[ Wirds, Uzwvirds) {paraksis)

Datums: ACC S gada ,ﬁé d g:‘ii,{f‘{f



INFORMACLIA PAR PASUTLIUMU
VARVES PAGASTA PASVALDIBA

Kadastrilas uzméridanas pasutitaji:
lesmiegtie dokumenti:

26.08.1993. MNr.3-2871, Venispill, Vienofanis

26,04.2007, MNr.4, Varves pagasta padome. LEmums par adreses noteikianu val mamu

INFORMACLIA PAR BUVI

Pamatinformicija
ﬁmuukuma “Udenstornis
Galvenais lietoSanas veids 2222  Vietdjie idensapgides caurulvadi
Virszemes stivu skaits 0
Pazemes stavu skaits o s
Telpu grupu skaits 0 = -
Dzivoklu skaits 0
Ekspluatacijas uzsak3anas gads 1993 =
Ekspluaticija piepem3anas gads
Patvaligis biivniecibas pazimes | NAV
Fiziskais nolietojums 410
Apsekofanas datums 21.10.2008
Konsiruktivie elementi
Konstrukiivais| Materials Apraksts
elements
Pamat
Parsegumi D o -
Asienas | | 5 ik
e e i ANC———— —
Tehniskie raditiji
Veids Apjoms (mérvieniba) Nosaukums
Apbiives laukums 5.5 apbiives laukuma Kv.m.
Skaits l gn]i«. B . ~ | Odenstornis = 1
Biives kadastra apzim&jums: 988400701 490:04 lzdrukas datums: 1000 2009 Lapa Nr. 2 w0 2

AROM0DTIAETY



Boves punkla koorSniles
Lotvipps koorandly sstéma LKS - 82
Boves
purklo M K ¥
1 353954 35 | 383MAT7S
Fi 3539087 | 3534388

APBUVES PLANS
Zemes wenibos kodasira opaimé jurms Mar ogs
Qﬂzﬂﬂ 007 D48 1:500
Lizmiri j& M P.Paloce 21.10.2008

.







Buvinzenieris Ingus Veiss, blvprakses sertifikats Nr.20-6860,
SIA ,Eka un Bave”, Skolotaju iela 4-1, Jelgava, m.t. 29144693,

e — pasts: antrapol@inbox.lv
(apsekotajs un ta rekviztti - licences vai sertifikdta numurs, adrese, talruna un faksa numurs,
elektroniska pasta adrese)

Tehniskas apsekosanas atzinums

Udenstornis, 98840070149004, Varves tGdenstornis, Varve, Varves pag. Ventspils nov.

(bGves nosaukums, kadastra numurs un adrese)

Ventspils novada pasvaldiba, Reg.nr.: 9000052035, SL/2015

(pasutitajs, lguma datums un numurs)

Veikt ékas tehnisko apsekojumu saskana ar Latvijas bavnormativu LBN 405 — 01 planotas

atjaunoSanas konteksta
(apsekosanas uzdevums, ta izsniegSanas datums)

Atzinums izsniegts 2015. gada 16. marta

(fiziskas personas vards un uzvards vai juridiskas personas nosaukums)

1. Visparigas zinas par buvi

Udenstorni ar Gdens rezervuara

1.1. | bives veids ietilpTou ITdz 200 m3 (ieskaitot); CC
kods 22220201

1.2. | apbaves laukums (m2) 8.5 m?

1.3. | bavtilpums (m3) 157.3m°

1.4. | kopéja platiba (m2) 6.1 m

1.5. | stavu skaits 1 nosacits stavs

1.6. | zemesgabala kadastra numurs 98840070149

1.7. zemesgabala platiba (m2 - pilsétas, ha - 0.04 ha

lauku teritorijas)

1.8. | baves iepriek$€jais TpasSnieks -

1.9. | baves pasreizéjais 1pasnieks Ventspils novada pasvaldiba

1.10. | bavprojekta autors -

1.11 blvprojekta nosaukums, akceptéSanas i
""" | gads un datums

blves nodoSana ekspluatacija (gads un

1.12. datums)

Nav zindms

1.13. | buves konservacijas gads un datums -

blves renovacijas (kapitala remonta),
1.14. h - -
rekonstrukcijas, restauracijas gads

bidves inventarizacijas plans: numurs,
izsniegSanas gads un datums

2. Situacija

2.1. | zemesgabala izmantosanas atbilstiba teritorijas planojumam

Apsekojamais Odenstornis atrodas Ventspils novada Varves pagasta Varves ciema. Zemes
gabals ir ar vidéju apbives blivumu un intensitati. Teritorija izmantota atbilstoSi teritorijas
planojumam.

2.2. | blves izvietojums zemesgabala

Eka atrodas vidéji blivi apbivéta teritorija. Pie Gdenstorna izvietota paligéka un ieZogots
komunikaciju sadales skapis, zemes gabala lielako dalu aiznem =zala zona. Eka ir

1




brivstavosa. Pie zemes gabala var piebraukt pa eso$o celu ar asfaltbetona segumu.

2.3. | bives planojums

Apsekojama éka ir projektéta un uzbdvéta padomju laikos. Blve izmantota atbilstoSi
paredzétajam izmantoSanas veidam. Apsekojama bave ir 18 metrus augsts tdenstornis (lTdz
esoSam dzelzsbetona parsegumam) ar rezervuara tilpumu 75 kubikmetri. Rezervuars balstits
uz dzelzsbetona parseguma platnes uz augstuma atzimes 18.25. Rezervuaram var pieklat pa
aréjam kapném udenstorna mara stobra augs$a, tas nav nosegts.

4. Baves dalas
(letver tikai tas baves dalas, kas apsekotas atbilstosi apsekoSanas uzdevumam)

Apsekosanas objekta vai apsekosanas priekSmeta
nosaukums. Iss konstatéto bojajumu un to célonu apraksts,

ool s vy _ . Tehniskais nolietojums
tehniska stavokla novértéjums atseviSkiem bdves elementiem, )

o,
konstrukciju veidiem, bdves dalam. Atbilstiba normativo aktu (%)
prasibam.

4.1. | pamati un pamatne 30

ApsekoSanas gaita ékas pamati un pamatne netika atsegti. Tika veikta pamatu apsekoSana
ékas cokola limeni no ékas arpuses. Ekai ir lentveida dzelzsbetona/betona pamati. Pamatu
atsegumi netika veikti, bet, spriezot péc apsekoto arsienu faktiska stavokla un nesoso sienu
apsekosanas telpas, netika konstatétas plaisas nesoS$ajas siends, ka ari nav novérojamas
neso$o konstrukciju deformacijas. Pamatnes tehniskais stavoklis vértéjams ka labs. Esosa
€kas betona apmale laika gaita ir sabrukusi, nav pielaujama ar tieSa saskarsme ar blakus
esoSo zalas zonas melnzemes grunti (skat. 1.att.). Projekta nepiecieSams paredzét izbavét
jaunu betona apmali pa €kas perimetru un jaunu lieveni. Apseko$anas bridi pamatu
tehniskais stavoklis ir apmierinoss.

4.2. | nesosas sienas, ailu sijas un parsedzes i 40

Ka udenstorna stobra neso$as sienas kalpo silikatkiegelu mdris 250 mm biezuma. Sienas
gan no iekSpuses, gan no arpuses nav apmestas. Ta ka slodze uz arsienam netiek
palielinata, tad pienemu, ka mdra nestspéja ir pietiekoSa ar1 atjaunoSanas projekta
paredzétas slodzes uznemsSanai (nestspéju pienemt péc ddenstorna sakotnéja projekta).
Slodzes palielinaSanas gadijuma obligati nepiecieSams veikt mdra nestspéjas izpéti ar
nesagraujo$am metodém. Uz ékas arsienam arpusé redzami lokali bojajumi, kas radusSies
ilgstoSas lietus Udens iedarbibas rezultata, kuras sienu funkciju neietekmé (skat. 2.att.).
Udenstorna stobra silikatkiegelu marim lokali ir nepietiekams/bojats mara Suvju aizpildijums
ar marjavu (nepietiekami aizpilditas vél bavniecibas laika vai pildijjums izdrupis atmosféras
ietekmé, skat. 3.att.). Mdra vietas ar stipri izdrupu§am Suvém ieteicams parmarét. Bojatas
Suvju vietas attirit no dripo$am dalam un aizpildit ar jaunu smalkgraudainu cementa javu. Ta
ka ékas arsienas nav siltinatas, €kas arsienu siltumpretestibas koeficienti neatbilst
noteikumiem par Latvijas bavnormativu LBN 002-01 ,Eku norobeZojo$o konstrukciju
siltumtehnika”. Bet ta ka iekstelpas nav nepiecieSama augstaka temperatira par +5...+8
gradiem, tad siltinaana nav nepiecie$ama (skat. Eku energoefektivitates likuma 3.panta 2.
dalas 5. apakSpunktu - kuru kop€ja apkurinama platiba ir mazaka par 50 kvadratmetriem).
Kopuma sienu tehniskais stavoklis ir apmierino$s.

Visas apsekojamas ékas parsedzes ir redzamas — tas ir veidotas no metala konstrukcijam
parklatas ar aizsargkrasojumu ar korozijas pazimém. NepiecieSams attirit parsedzes ar
smilSu striklu un uzklat jaunu aizsargkrasojumu metalam. (skat. 4.att.). Kopuma parsedzu
tehniskais stavoklis ir apmierinoss.

4.3. | karkasa elementi: kolonnas, rigeli un sijas i 40

Bave ir kapnu suas kas visas ir no metala. Tas visas laika galta ir korodéjusas (skat. 5.att.)
un batu nepiecieSams attirit no korozijas un krasot ar ara apstakliem atbilstoSu krasu. Metala
sijas ir nosaciti apmierinosa stavokir.

4.4. | pasnesos$as sienas -

Nav tadu

4.5. | $uvju hermetizacija, hidroizolacija un siltumizolacija | 50

2




Horizontala hidroizolacija ekas apsekoSanas laikd netika atsegta, bet nemot véra sienu
stavokli, horizontalas hidroizolacijas tehniskais stavoklis vértéjams ka apmierinoss.
SiItumizoIécija nevienai norobeZojoSai konstrukcijai nav izblvéta. Atsauci par Gdenstorna
stobra mdara Suvju vietam nepietiekamo aizpildijumu skatit 4.2. punkta

4.6. | pagraba, starpstavu, béninu parsegumi . 60

Eka viens starpstavu parsegums — izbaveta ~250mm bieza dzelzsbetona platne Platne ir
slikta stavoklt — apak$a redzamas atklatas korodéjuSas stiegras un vidd pie caurulvadiem
redzamas mitruma pédas (skat. 6., 7.att.). Rekonstrukcijas projektd nepiecieSams paredzét
attirit stiegras un atjaunot betona aizsargkartu. NepiecieSams ari novérst mitruma siksanos
no augspuses platné. Kopuma parseguma tehniskais stavoklis vertejams ka slikts.

4.7. | buves telpiskas noturibas elementi i 35

Bﬂves noturibu nodro$ina mdra sienu un parsegumu saistiba.

4.8 jumta elementi: nesos$a konstrukcija, jumta klajs, 70
"7 | jJumta segums, lietusudens novadsistéma

Udenstornim nav jumta konstrukcijas. Uz parseguma dzelzsbetona platnes izvietota Gdens
tvertne. Tvertnei pie pamatnes pa perimetru ir atklata dzelzsbetona platnes dala, kurai ir
sabrucis hidroizolacijas slanis un slipumu veidojo$ais slanis. Lietustdens tiek novadits
neorganizéti — lietusidens novadiSanas teknes, notekas nav izblvétas, lietus Gdens nok|ast
tieS§i uz U0Odenstorna stobra mdara. Jumta seguma tehniskais stavoklis vértéjams
| neapmierinoss.

4.9. | balkoni, lodzijas, lieveni, jumtini -

4.10. | kapnes un pandusi 30

Apsekojamajai bavei ir vertikalas metala kapnes (skat. 8.att.). Visi kapnu laukumi aprikoti ar
metala margam. Kapnu nesosSajiem elementiem netika konstatéti kadi nozimigi defekti vai
bojajumi, tas ir visuma apmierino8a tehniskaja stavokli. NepiecieSams attirit no rdsas un
krasot ar ara apstakliem atbilstoSu krasu. Kapnu laukumu rezgi ir vélams nomaintt uz jaunu
cinkotu metinato SP rezgi.

Augséja aréja platforma veidota no metala sijam, kuram pari likts cirsti vilktais rezgis (skat.
9.att.). AtjaunoSanas projekta nepiecieSams paredzét klaju veidot no cinkota metinata SP
rezga

4.11. | starpsienas .

4.12. | gridas 40

Ekai ir betona grida ar tehnologisko atvérumu grida. (skat. 10.att.). Gridas stavoklis
vértéjams ka apmierinoSs. Jaunas gridas izblves gadijuma, gridas konstrukcija paredzét
hidroizolacijas slani

4.13. Iaclllkuazlzpllduuml: varti, ardurvis, ieksdurvis, logi, 60

Apsekojamajai ékai logu nav. Ekai ir metala un koka durvis. Kopuma logu un durvju
tehniskais stavoklis vértéjams ka neapmierino$s. AtjaunoSanas projekta nepiecieSams durvis
nomaintt uz jaunam metala siltinatam durvim

4.14. | apkures krasnis, virtuves pavardi, dameni -

4.15. | konstrukciju un materialu ugunsizturiba -

1. NesoSas parsegumu konstrukcijas ir dzelzsbetona;

2. Kapnu laidi veidoti no metala;

3. NesoS$as sienas — kiegelu mdris;

Eka saskana ar LBN 201-10 ,Bavju ugunsdrosiba” klasificéjama ka VI izmantoSanas veida
éka. Apsek01ama éka klasificejama ka U2a pakapes ugunsdros‘bas eka.

4.16. | ventilacijas Sahtas un kanali | -

4.17. | liftu Sahtas _




4.18. | iek$&ja apdare un arhitektiras detalas -

4.19. | aréja apdare un arhitektiras detalas 5 -

Argja apdare silikatkiegelu maris. Bavei kopuma nav veidotu |zte|kt| augstvertigu dekorativu
fasades elementu. Aréjas apdares stavoklis apmierinoss.

4.20. | citas baves dalas -

7. Kopsavilkums

| blives tehniskais nolietojums

Udenstornim veikts vizuals novértéjums. Apsekoto neso$o un norobezojo$o konstrukciju
stavoklis ir apmierino$s; nolietojums 30%...70% robezas. Bojajuma pakapes lielums atkarigs
no konstrukcijas veida un tas atra$anas vietas. Ekai ieteicams izstradat atjauno$anas
projektu, lai noverstu atsevisku €kas elementu turpmaku bojadanos. NepiecieSams novérst
mitruma ieklGSanu konstrukcijas.

7.2. secinajumi un ieteikumi

Veicot €kas apseko$anu var secinat, ka €kas nolietojums kopuma atbilst €kas ekspluatacijas
ilgumam
leteikumi €kas planotas rekonstrukcijas konteksta:
1) veikt metala elementu attiriSanu no korozijas un krasot ar atbilstoSu krasu;
2) noverst lietus Gdens tieSu iedarbibu no jumta uz konstrukcijam;
3) veikt kapnu laukumu atjauno$anu — eso$a klaja demontazu un jaunu cinkotu metinato SP
rezga izbavi;
4) veikt rezervuara balstplatnes redzamo stiegru attiriSanu no korozijas, betona aizsargkartas
atjauno$anu
5) izbuvét betona pamali Gdenstornim pa perimetru un izbave lieveni pie ieejas durvim
6) veikt esoSu durvju nomainu

7) obligati veicami tdenstorna stobra mdra Suvju attiriS8anas un aizpildiSanas darbi ar
smalkgraudainu cementa javu, ja mdris stipri bojats veikt ta lokalu parmaréjumu;
8) ja planota jaunas gridas izblve, gridas konstrukcija paredzét hidroizolacijas slani
10) veikt aréjas apdares remontu;
11) planojot ékas parbuvi, attiecigi izstradajama projekta dokumentacija atkariba no
planotajiem parbuves darbiem — vienkarSota atjauno$ana vai bavprojekts

Tehniska apseko$ana veikta 2015. gada 04. marta

BavinzZenieris: Ingus Veiss, sert.nr. 20-6860
(izpilditaja paraksts un spiedogs (vards, uzvards, sertifikata numurs))

(juridiskas personas vaditaja vards, uzvards un paraksts)




Pielikums - fotofiksacija
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1. att. Udenstorna lievenis un betona apmale ir sabrukusi

2. att. Mitrums un ta rezultata radusies bojajumi stobra marim
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att. ietiekams/bojéts mara Suvju aizpildijums ar marjavu

¥,

att. Metala pérseze
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6. att. Dzelzsbetona parseguma platnes vidus pie caurulvadiem

7



7. att. KorodéjuSas atklatas stiegras parseguma platnei

8. att. Vertikalas metala kapnes ar margam
8



10. att. Grida ar tehnologisko atvérumu
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

2. dala — Arhitektaras dala

2.1 sadala — Blivprojekta generalplans un arhitektiiras risinajumi

Sadalas saturs

Skaidrojoss apraksts;

Visparigie raditaji

Generalplans;

Griezumi uz augstuma atzimém;

Griezums uz augstuma atzimes 15.800, margu uz rezga izvietojuma plans;

Udenstorna griezums 1-1, fasades pret biivasim ,,1” un ,,A”



SKAIDROJOSS APRAKSTS

Buves nosaukums

Udenstorna "Varves tidenstornis" parbiive Varves ciema, Varves pagasta,
Ventspils novada

Adrese

Udenstornis "Varves fidenstornis", Varves ciema, Ventspils novada

Pasiititajs

Ventspils novada pasvaldiba, Reg.nr.: 9000052035

Projekts izstradats péc pasttitaja dotas programmas, pamatojoties uz:
e Zemes robezu planu;

Zemesgramatu apliecibu;

Topografisko planu.

InZeniergeologisko izpétes darbu parskatu.
ProjektéSanas nosacijumiem.

Valsts institiiciju un inZeniertiklu turétaju tehniskajiem noteikumiem saskana ar projektéSanas

nosacijumu prasibam

1. APBUVES GABALA APRAKSTS

Zemes gabala
novietne un situacija,
teritorija esosas biives

Zemes gabals izvietojas Ventspils novada, Varves pagasta Varves ciema.

zemes gabala atrodas esoSa metala konstrukciju paligéka un iezogots

Apkartgja apbiive - daudzdzivoklu dzivojamas majas, garazu kooperativs. Uz

komunikaciju sadales skapis. Papildus apbiive nav planota.

Zemes gabala reljefs | Zemes gabals lidzens ar nelielu kritumu A virziena

un platiba Zemes gabala platiba 0.04 ha
Biivniecibas veids Parbiive
Biives blokésana Brivstavosa X vai blokéta eka O

2. PROJEKTESANA

BiivprojektéSanas stadija | Biivprojekts
Stavu skaits 1

Apbuves laukums 9.5m’

Ekas tilpums 1573 m’
Ekas kopgja platiba 6.1 m”

Dzivojamas platiba

Zemes gabala apbiives
blivums

259 m% ti. 5.8 %

t.sk. €ku apbiives
blivums

259m° ti.5.8 %

Briva teritorija

4221 m” ti. 94.2 %

t.sk. apstadijumu
teritorija

4221 m” ti. 942 %

UgunsdroSibas
kategorija

U2a

Iebrauktuves un ieejas

EsoSu nav, nav planots izbiivét uz zemes gabalu ar kadastra
Nr.98840070149

Biivju klasifikacijas kods

22220201 - Udenstorni ar idens rezervuara ietilpibu lidz 200 m3
(ieskaitot)




Biivprojekta saskanoSana | Biivprojekta sastava ir ieklauti projektéSanas nosacijumos noraditie

tehniskie vai TpaSie nosacijumi

3. AREJAS APDARES NOSACIJUMI

3.1. | Sienas Udenstorna stobra miirim veicams remonts. Driipo3as dalas attirit, attira ari Suves.
Suves aizpilda ar smalkgraudainu cementa javu. Arsienas grunté, uzklaj cementa
kalku apmetuma pamatkartu. Fasadi apmet ar dekorativo apmetumu ar
“akmentinu” fakttru, grauds 2,0 mm. Un kraso saskana ar krasu pasi ar fasazu
krasu mineralam virsmam uz silikona sveku bazes. Paredzet virsmu gruntéSanu
saskana ar raZotaju noradijumiem.

3.2. | Jumts -

(iesegums)
3.3. | Logi -
3.4. | Durvis Siltinatas metala durvis, RAL 7001 tonis

4. BUVKONSTRUKCIJAS (detalizétu paskaidrojumu skatit biivprojekta BK sadala)

Pamati Esosie lentveida dzelzsbetona pamati. NepiecieSams izbiivet jaunu gridu tidenstorna
stobram (uz atzimes 0.00) ar dzelzsbetona iesegumu, gridas konstrukcija paredzet
hidroizolacijas slani

Sienas Udenstorna stobra neso$as sienas kalpo silikatkiegelu miris 250 mm biezuma. Udenstorpa
stobra murim veicams remonts. Driiposas dalas attirit, attira arT Suves. Suves aizpilda
ar smalkgraudainu cementa javu.

Parseguma Esosas dzelzsbetona konstrukcijas. Projektéta jauna dzelzsbetona blastplatne balstita

konstrukcijas | uz esoSas, uz kuras savukart planots balstit jaunu tidens tvertni

Jumta -

konstrukcijas

Tehniska Konstrukcijas apsekotas, skatit tehnisko apsekoSanu.

apsekosSana

5. INZENIERKOMUNIKACIJAS

Elektroapgade Esosa. Ieksgjie pecuzskaites tikli saskana ar EL dalas risinajumiem

Udens apgade un | Saskana ar UK, UKT dalu risinajumiem

kanalizacija

Siltuma apgade NepiecieSamibas gadijuma nodroSina Udenstorna apsildi ar elektriskajiem

radiatoriem

Ventilacija -

Telekomunikacija | -

Gazes apgade -

6. TERITORIJAS LABIEKARTOJUMS.

NoZogojums Teritorijai ap idenstorni nav planots izbiivét Zogu. Nozogots ir komunikaciju
sadales skapis
Vertikalais Saglabat uz esosam augstuma atzimém

plangjums




Brauktuves un Zemes gabala ar kadastra Nr.98840070149 nav planots izbiivét piebraucamo celu
gaj&ju celini vai laukumu. Piebrauksana pie zemes gabala organiz€jama pa blakus esoSo celu ar
asfaltbetona iesegumu

Labiekartojums Saglabajams esoSs zaliens esoSajas augstuma atzimes, kas péc planoto buvdarbu
veikSanas atjaunojams

7.Papildus informacija.

Ja tiek pielietotas koka buivkonstrukcijas, pret aizdegSanos un trup€Sanu apstradat ar pretmikrobu un
pretaizdegSanas mastikam.

Obligata metala konstrukciju apstrade pret materialu koroziju.

Pirms buvatlaujas iznemsanas janoslédz ligums ar apdroSinasanas akciju sabiedribam un jaiegadajas
obligata civiltiesiskas apdroSinasanas polise buvdarbu veikSanai.

Pirms buivdarbu uzsakSanas izpildit bivdarbu uzsaksSanas nosacijumus.

Celtnieciba izmantot tikai kvalitativus biivmaterialus un konstrukcijas ar attiecigu atbilstibas
deklaraciju.

Biivgruzus un celtniecibas atkritumus izvest uz buivgruzu atkritumu poligonu (savaktuvi).

Lidz objekta nodoSanai ekspluatacija javeic izbiiveto elektroinstalaciju parbaude, kas janoformée ka
akts, sertificétam elektroinZenierim, vai sertificétam darbu veic&jam.

8. VIDES AIZSARDZIBAS PASAKUMI

Vispar€jas Bivuznéméjam (ari buvdarbu veic€jam paSu spekiem) javeic nepiecieSamie
prasibas vides pasakumi, lai nodroSinatu dabas aizsardzibas likumu un noteikumu izpildi.
aizsardzibai Nepielaut apkartgjas vides piesarnoSanu.

Vides Bivuznéméjam ir japielieto tadas biivniecibas metodes, kas nepiesarno zemi,
aizsardzibas tdeni un gaisu blakus teritorija un gar biivmaterialu transporté€Sanas celiem.
pasakumi Bivuznéméjam javeic piesardzibas pasakumi, kas ierobeZo trokSpa, smaku,
buvlaukuma vibracijas u.c. kaitigo faktoru ietekmi uz personalu, kas atrodas buvlaukuma, ka

maksimali jasamazina troksnis, kas radisies biivdarbu laika

Bivgruzu Izvedamo biivgruZu aptuvenais apjoms sastada — 20 m°. DemontaZas darbi esoai
glabasana un tdens tvertnei tiks realizeti ar auto celtna ar atbilstoSu celtsp&ju un sasniedzamibu
izveSana palidzibu. Mura stobra un iekStelpu remontdarbus veic ar rokas darba

instrumentiem. NepiecieSamibas gadijuma izmantot paSizgaz&ju transporta
lidzeklus, kas piebrauc uz rakSanas darbu, bivdarbu laiku. Azbestcementa un citi
kaitigie atkritumi objekta netiek prognozeti. Demont€tas metala konstrukcijas
nododamas pasiititaja riciba, kas péc ta ieskatiem vai nu nodod metalliZnu
parstrades uzpémumam vai saglaba sava Ipasuma.

Bivmateriali Bivdarbos izmantojamos blivmaterialus paredzet piegadat no biivmaterialu
iegades vietam, ar pielietojamo materialu atbilstibas sertifikatiem.
NepiecieSamibas gadijuma blivmaterialu ieguves vietas var saskanot un registrét
normativajos aktos noteiktas iestades, sanemot atlaujas saskana ar Zemes dzilu
izmantoSanas likumu un MK noteikumiem Nr.239




9. DARBA AIZSARDZIBA

Darba aizsardzibas pasakumi veicami atbilsto$i $§1 biivlaukuma darba aizsardzibas un
ugunsdro§ibas planam. Galvenais biivuznémeéjs darbus organiz€ ievérojot MK noteikumus NR.660
,Darba vides iek$€jas uzraudzibas veikSanas kartiba” no 02.10.2007., LR ,,Darba aizsardzibas
likumu” (ar izmainam), MK noteikumus NR.92 , Darba aizsardzibas prasibas veicot biivdarbus” no
01.03.2003. un MK noteikumus NR.82 ,,Ugunsdrosibas noteikumi” no 21.02.2004.

Prasibas:
1.) Biivlaukuma galvenajam biivuznémeéjam ir jaizstrada:
a) lekSgjas kartibas noteikumus,
b) Darba drosibas noteikumus,
¢) UgunsdroSibas un apsardzes noteikumus.

2.) Ar izstradatajiem noteikumiem galvenais bluvuzn€méjs iepazistina visas blvniecibas
procesa iesaistitas personas.

3.) Biivuzné€méjs organiz€ visu darbinieku veselibas uzraudzibu saskana ar MK noteikumiem
NR.527 , Kartiba, kada veicama obligata veselibas parbaude” (ar izmainam).

4.) Katrai biivnieciba iesaistitai personai tiek veikta ievadinstruktaza, par ko atbildigs
buivdarbu vaditajs, noziméts saskana ar MK noteikumu NR.323 , Noteikumi par apmacibu
darba aizsardzibas jautajumos” prasibam. Biivlaukuma biroja jabiit pieejamam visam
instruktazam.

5.) Biivlaukuma jaiekarto pirmas palidzibas sniegSanas vieta, atkariba no stradajoso skaita.

6.) Jaievero MK noteikumi NR.125 ,,Darba aizsardzibas prasibas darba vietas”.

7.) Saskana ar MK noteikumiem NR.82 , Ugunsdrosibas noteikumi”, biivlaukuma jabiit
uzstaditam ugunsdzesibas iericém, noraditiem evakuacijas celiem.

8.) Stingri jaievéro MK noteikumu NR.372 ,,Darba aizsardzibas prasibas, lietojot individualas
aizsardzibas lidzeklus” prasibas, seviSska uzmaniba pievérSama galvas aizsardzibas
lIidzekliem (kiverei).

9.) Lietojot darba aprikojumu, jaievero MK noteikumi NR.44 ,Noteikumi par minimalajam
darba droSibas un veselibas aizsardzibas prasibam darba aprikojuma lietoSana”.

10.)  Visam iekartam, aprikojumam, individualajiem aizsardzibas lidzekliem jabiit ar CE
mark@&jumu un lietoSanas instrukcijam.

11.) JanodroSina MK noteikumu NR.66 ,Darba aizsardzibas prasibas nodarbinato
aizsardzibai pret darba vides troksna radito risku” no 08.02.2003. ievéroSanu.

12.)  Bistamas iekartas péc MK noteikumu NR.384 , Noteikumi par bistamajam iekartam”
jaizmanto saskana ar LR likumu ,,Par bistamo iekartu tehnisko uzraudzibu”.

13.)  Biivuzpeémgéjs instrué darbiniekus par smagumu droSu parvietoSanu saskana ar MK
noteikumiem NR.344 no 10.08.2002.

14.)  Ja nepiecieSams izmantot propanu, skabekli u.c. gazes balonus, jabiit iekartotai un
atbilstosi mark&tai to noliktavai arpus €kas.

15.) Bistamam kimiskam vielam jabut aizpilditiem droSibas datiem, atbilstosi ,,Kimisko
vielu un kimisko produktu likumam”, un tiem jaatrodas buvlaukuma biroja.

Visi pieminétie darba droSibas pasakumi ir mainami argument€tos apstaklos (likumdoS$anas,
projekta izmainu gadijumos).

Arhitekte: M. Priedniece
Sertifikats arhitekta praksei NR.10-0222



[ Lic.Nr. 343-87753477

GP, AR RASEJUMU SARAKSTS

LAPA NOSAUKUMS MARKA | MEROGS
1 |VISPARIGIE RADITAII B/M
2 |GENERALPLANS GP 1:250
3 |GRIEZUMI UZ AUGSTUMA ATZIMEM AR 1:100
4  |GRIEZUMS UZ AUGST. ATZIMES 15800, MARGU UZREZGA IZVIETOJUMAPLANS | AR | 1:100/50
5 |UDENSTORNA GRIEZUMS 1-1, FASADES PRET BUVASIM ""UN'A"| AR 1:100

IZMANTOTIE DOKUMENTI UN NORMATIVI:

"Blvniecibas likums", Saeima, stajies speka 2014.01.10.

MK not.Nr.500 "Visparigie buvnoteikumi", stajies speka 2014.01.10.
MK not. Nr.551 "Ostu hidrotehnisko, siltumenergijas, gazes un citu,
atseviski neklasificétu, inzenierblvju bavnoteikumi"

MK not.Nr.529 "Eku bavnoteikumi", stajies spéka 2014.01.10.
"Aizsargjoslu likums", Saeima 1997.05.02.

LBN 201-10 "Bavju ugunsdrosiba"

LBN 202-15 "Buvprojekta saturs un noformésana"

Eku energoefektivitates likums
LBN 002-01 “Eku norobezojo$o konstrukciju siltumtehnika”

S84 biivprojekta GP un AR dalu risinajumi atbilst
Latvijas buvnormativu un citu normativo aktu,
ka ari tehnisko vai ipaso noteikumu prasibam

Bavprojekta dalu vaditaja Milda Priedniece
(vards, uzvards)
10-0222
(sertifikata nr.)
(datums) (paraksts)

/~<‘(\ Sadarbiba c
ar —— =t . v — 3 .
S Voicohons coppet £—— | Pasiititajs: Ventspils novada paSvaldiba, Reg.nr.: 9000052035
birggs, SIA - kolas iela 4, Ventspils, LV-3601
Reg. Nr. 4360?:)%4850, Akmenu iela 28, tse';ogglzlggéot Jelgava, S 5 p1ls,
Jelgava, LV-3004, tel. 29472256 :
Amats | Vards, uzvards | Paraksts |Datums| (yp ek ts: Udenstorna "Varves idenstornis” parbiive Varves ciema,
S— — Varves pagasta, Ventspils novada
Buvprojekta vad. | Juris Voicehovics 06.15.
Biivprojekta d.v. | Milda Priedniece 06.15.| Objekta adrese: Udenstornis "Varves tidenstornis" Buvkomersantu Reg.Nr.: 11913
Tzstridaja Aldis Seipulans 06.15. Varves ciema, Ventspils novada Biivkomersantu Reg Nr.: 1946-R
Rasgjuma nosaukums: Stadija: BP | Marka:
LigumaNr: | SL2015 VISPARIGIE RADITAJI bopr 1 JLapusk:3
iguma Nr.: -
MEROGS: B.M.




Lic.Nr. 343-87753477

EKSPLIKACIJA
APZIM. NOSAUKUMS
Zemes gabala ar kadastra
Nr. 54620100584 robeza
. 1581 |
~ 5.72 |

E Projektétais Varves tdenstornis
/ i L Vo '5.90
\ ,,, R ,, |

\ |

Projektéta betona apmale un
— ) "
0310SS004P\ _— |

lievenis Gdenstornim
b Nojaucami esosi lievena fragmenti,
esoS$s parplides vads
@ Eso$a paligéka
PIEKLUVES PUNKTS "VARVE ,,,, " a ! Brauktuve ar asfaltbetona segumu
ARTELPU VAJSTRAVAS SKAPIS I ! L_ = __ |
P Varves ma@:&@?y =<m__mSWr_._ Varve, \ \ |
" Varves pagasts_Vantspils novads, LV-3623 ) | \ ” — .
R m.o:wxxﬂmowm %mw 6,26 (I i VIR Esos8s daudzgadigs zaliens
¢ /Q ,,, a Ve ,, \ ,, T _ _ _ - _
/& 5 Dnl6 Udens toma rezervuara iztukSoSanas
o V. ) — WN un parplades caurulvads, plismas
N 57497 | T
\ - | ,,,,
\ / \ |
_ o plpeD40)/ o . o '591
gdenstornis J S
Y 7621 T\ \ '5.85

virziens un diametrs
\ ,

Projektéjamais Gdensvads
Piezimes:

\ \ 544 ,,,,
613 V. 0310KA003P

1. Generalplana grafiskaja lapa noradits tikai zemes gabals ar kadastra Nr.98840070149, uz
kura atrodas parbuvei projektetais idenstornis.

2. Zemes gabala ar kadastra Nr.98840070149 nav planots izbiivét piebraucamo celu vai
laukumu. Saglabajams eso$s zaliens esosajas augstuma atzimes, kas péc planoto biivdarbu

veikSanas atjaunojams. PiebraukSana pie zemes gabala organiz&jama pa blakus esoso celu ar
asfaltbetona iesegumu.

3. Uz zemes gabala atrodas esoSa metala konstrukciju paligeka un iezogts komunikaciju
sadales skapis. Papildus apbiive nav planota.
/ |

4. Udenstorna biivtilpums noradits tikai kiegelu miira stobra dalai Iidz jaunprojektetas
balstplatnes augsgjai plaknei.

Lo |

L ,

5. Teritorijai ap idenstorni nav planots izbiivét Zogu.
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1. Udenstornim ir spiralveida metala kapnes ar starplaukumiem. Griezumos pa limeniem noraditas starplaukumu augstuma
atzimes. NepiecieSams veikt esoSo iek$€jo kapnu un iek$gjo laukumu, to nesoSo metala elementu, margu tiriSanu ar smilSu
striklu, gruntet un krasot ar nodilumizturigu krasu metalam.

2. NepiecieSams izbiivet jaunu gridu idenstorna stobram (uz atzimes 0.00) ar dzelzsbetona iesegumu, gridas konstrukcija
paredzgt hidroizolacijas slani.

3. Torna stobram pa perimetru atjauno betona apmali (500mm platu). [zb@ive jaunu dzelzsbetona lieveni.

4. Udenstorna stobra miirim veicams remonts. Drpo3as dalas attirit, attira ari Suves. Suves aizpilda ar smalkgraudainu cementa
javu. Arsienas grunté, uzklaj cementa kalku apmetuma pamatkartu. Fasadi apmet ar dekorativo apmetumu ar “akmentinu”
faktiiru, grauds 2,0 mm. Un kraso saskana ar krasu pasi ar fasazu krasu mineralam virsmam uz silikona sveku bazes. Paredzgt
virsmu grunté$anu saskana ar razotaju noradijumiem.

5. Iek$sienam veic mira Suvju aizpildiSanu ar smalkgraudainu cementa javu. IekSgja apdare ar apmetumu vai iekSsienu
krasojums nav paredzgts.

6. Uz kapnu laukumiem demont€ esoSo rezga klajumu, stiprinams jauns cinkots metinatais SP rezgis - SP 34x38 / 30x4
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MARGU UZ REZGA IZVIETOJUMA PLANS

GRIEZUMS UZ AUGST. ATZIMES 15.800

[ Lic.Nr. 343-87753477

M1:50
M1:100 IzbOvéjams antenas stiprindjums R-17
) (cinkota caurule @89/4mm, L=3,5 metri)
Palielina eso$as platformas 7
\\M/,, platumu [idz 1400mm, iekl3j L MARGU UZ _N_mNm> GRIEZUMS
Wm m\m cinkotu rezgi SP 34x38/30x4 ¥ Térauda caurule (M-2)
, ; Térauda loksne (t=5mm) [48.3/3mm
| Margu konstrukcija ; Piekluves kapnes o1
12000 BN - pa perimetru ¢ = Kvadratveida caurule
P 2 ‘ || 40/40/3mm (M-1)
SN © ﬂw SO0 - Ol N H —r
Ra4n V_A == & ,>\ ; o S Térauda stieni (M-3)
| s ) L~
[12.200) 53800 Q S
Margu konstrukcija pa S ReZga augsejas sijas
1650 1650 v.m::._.m::. m_m-.:m::mﬁ |
o0 pie siju augSas \\ X@
\\\H///, QU rw
N IzbOvéjams antenas stipringjums R-17
(cinkota caurule @89/4mm, L=3,5 metri)
DURVJU SPECIFIKACIJA IzbOvéjams antenas stipringjums R-17
(cinkota caurule @89/4mm, L=3,5 metri)
- AILA -
APZIM. SKICE H x B(mm) GAB, PIEZIMES
800
D-1 1850 x 800 , | Siltindtas metala TERAUDA ELEMENTU SPECIFIKACIJAS TURPINAJUMS
= 2 = . = A =
2 ardurvis, laba veértne \R i GARUMS, |SKAITS, | ELEM. [KOPEJAIS
p _A. MARKEJUMS | STANDARTS NOSAUKUMS SVARS, | SVARS,
S M GAB. KG KG
800 1 M-1 EN 10219:1997 | Kvadratv. pr. 40/40/3mm 1,150 21 3.8 79.8
2 M-2 EN 10219:1997 Apalcaurule d48.3/3mm >18.3 ) 61.3 61.3
D-2 - 1800 x 800 1 | Siltinatas metala 3 M-3 EN10060:2003 Stieni d14mm 236.6 ) 44.3 44.3
It ardurvis, laba vértne . KOPA: | 185.4
- > PIEZIMES:
1. Projekta paredzéts izmantot C235JR térauda klases elementus, kas atbilst standartam EN 10025;
2. Térauda elementi izvéléti no AS "FRELOK" produkcijas kataloga;

* Pirms durvju izgatavoSanas obligati veikt ailu p armériSanu!

Piezimes:

1. Uz rezga augs§gjam sijam piemetina margas, margu izvietojums preciz&jams blivniecibas gaita.

2. Precizét lukas izvietojumu tvertnes apkopei. Ja nepiecieS8ams izbiivet virsliku virs rezga, to izbtivé
precizi virs tvertnes liikas. Iespgjama virsliikas atrasanas vieta netiek noradita. Tas atraSanas vietu
precizé biivniecibas gaita un risinagjumu saskano ar projekta autoru pirms rezga izgatavoSanas.

\,A&/ Sadarbiba
ar
S

L e— £— | Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035
o Jteecr ca frecy w . .
vy goilogpon SIA Skolotaju 4 - 1, Jelgava, Skolas iela 4, Ventspils, LV-3601
eg. Nr. 43603064850, Akmenu icla 28, tel. 63023980
Jelgava, LV-3004, tel. 29472256 .
Amats | Vards, uzvards | Paraksts |Datums) ookt Udenstorna "Varves Gidenstornis” parbiive Varves ciema,
- — Varves pagasta, Ventspils novada
Biivprojekta d.v. | Milda Priedniece 06.15.
Izstradaja Aldis Seipulans 06.15.| Objekta adrese: Udenstornis "Varves iidenstornis" Biivkomersantu Reg.Nr.: 11913
Varves ciema, Ventspils novada Biuivkomersantu Reg Nr.: 1946-R
Rasgjuma nosaukums: Stadija: BP  |Marka: AR
. N SL/2015 GRIEZUMS UZ AUGST. ATZIMES 15.800, |Lapa: 4 Lapu sk.: 5
1guma INT.: v —
& MARGU UZ REZGA IZVIETOJUMA PLANS MEROGS: 1:100/50
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FASAZU KRASU PASE:

_ = 27.700 27.700 Izdruka e
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Projektétais siju rezgis

I
|

L -
1

=l D TIKKURILA FACADE 4987

1 [ ] | RAL 7001 (peleks)

Piezimes:

1. Varves adenstorpa kiegelu mura stobra dekorativo apmetumu ar “akmentinu” faktaru, grauds 2,0
mm, kraso ar fasazu krasu mineralam virsmam uz silikona sveku bazes. Toni (pelekie) izvEleti no
TIKKURILA FACADE kataloga. 1zdruka redzmie toni neatbilst noraditajiem krasu tonu kodiem.
Fasazu ras€jumos noradits krasojuma joslu dalfjums;

2. Ardurvju, argjo laukumu neso$o elementu, argjo kapnu, margu un to aizsargu toni izvéleties peleku
(RAL 7001 tonis).

3. Ap tdenstorpa tverni izbiivéjams siju rezgis sakaru antenu masta montaZai virs tvertnes. Rezgi ap
17,600 tudenstorna tvertni ap§it ar trapecveida profilétam skarda loksném T15 ar PURAL parklajumu, toni
<+ || izveleties RAL 7001 peleku. Profilétas skarda loksnes izblivé ar 50 mm atkapi no projektétas monolitas
dzelzsbetona balstplatnes. Apsuj tikai rezga sienas.
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APMALES GRIEZUMS
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NE Betona C12/15 apmale
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TIKKURILA FACADE 4987 _ _ i ,.A -
Stiegrots betona C 16/20 slanis 80 mm 4 500

(Stiegru siets - @6mm BS00B PR —
$100x100mm) : Dolomita Skembas (b=100mm)

(frakcija 0-32mm)

200
33

12.200

4

1800

10.400

4

Hidroizolacija, pléve 0.2mm
Betona C8/10 izlidzino$a karta 50mm

Noblietétas dolomita skembas
b=200 mm (frakcija (0-32mm))

Noblietéta grunts
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BETONA APJOMU TABULA STIEGROJUMA SPECIFIKACIJA

Elements Klase m? Elements | Pozicija Stiegra

Gridas izlidzino3ais slanis C8/10 0.31
Grida C16/20 0.50

Betona apmale, lievenis C12/15 0.55

1800

5.000 Kopa, kg
Grida Siets d6 B500B 26.00

Lievenis Siets d6 BS00B 3.40
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

3. dala — InZenierrisinajumu dala

3.1 sadala — Biivkonstrukcijas

Sadalas saturs
Visparigie raditaji, BK-1;
Projekteta rezervuara balstplatne, BK-2;
Projektétais reZgis antenu stiprinasanai BK-3;
Projektétais reZgis antenu stiprinasanai BK-4;

Specifikacijas, BK-5.



) Visparigi noradijumi bavkonstrukcijam objektam:
Udenstorna '"Varves udenstornis' parbive Varves ciema, Varves
pagasta, Ventspils hovada

1. Visparéjas piezimes

Tehniska projekta inzenierrisindjumu dalas bavkonstrukciju (BK) sadala
izstradata pamatojoties uz buvatlauju un projekta arhitektiras dalas arhitektras
risindjumu (AR), generalplana (GP) sadalam un inzenierrisinajumu dalas UKT sadalu.

Bavdarbi javeic, ievérojot Ministru kabineta noteikumi Nr. 318 “Noteikumi par
darba droSibas un veselibas aizsardzibas organizé$anas un darbavietu iekartoSanas
prasibam buvlaukumos” prasibas.

Darbu veik8ana pielaujama juridiskam personam, kuram ir licence atbilstoSu
darbu veik§anai. Bivorganizacijai jaizstrada darbu veik§anas projektu (DVP) atbilstoSi
eso$ajai situacijai un tehnologiskiem iespéjam, saskana ar LBN 310-05 “Darbu
veik§anas projekts”, ka arT tehniska projekta sastava ietilpstoSo darbu organizéSanas
projektu (DOP). Bavdarbus veikt saskana ar DVP, darbu droSibas un ugunsdroSibas
prasibam un noteikumiem.

Visas atsauces uz materialu un izstradajumu izgatavotajfirmam, kuras
noraditas bavprojekta, liecina tikai par So izstradajumu kvalitates un apkalpoSanas
fmeni. Bavprojekta noradito izstradajumu un materialu nomaina ir iesp&jama ar citiem
tehniski analogiem izstradajumiem un materialiem, iepriek$ to saskanojot ar projekta
autoru.

Bavprojekta buvkonstrukciju dalas risinajumus skatit kopa ar citam projekta
dalam.

Bavprojekta bavkonstrukciju sadala ietver €kas konstrukciju risinajumu,
mezglu raséjumus un aptuvenus materialu apjomus. Materialu apjomos nav ietverti
bavkalumi, skraves un tamlidzigi materiali un paligmateriali.

Bdvuznéméjam pirms jebkura darba uzsak$anas japarliecinas par ras€jumos
noraditajiem izmériem. Neatbilstibu vai pretrunu gadijuma vérsties pie projekta autora
neskaidribu novérdanai. Izmérus nedrikst nolasit péc ras€juma noradita méeroga.

Visas térauda konstrukcijas izgatavot rdpnieciski atbilstoSi sertificéta
uznémuma saskana ar rdpnica izstradatiem detalizétiem rasé&jumiem. Ja tajos
risinajumi atSkiras no BK sadala paredzétajiem, tad tos nepiecieSams saskanot ar
bavprojekta BK sadalas autoru.

2. Projektés$anas parametri.

2.1. Tehniskais projekis izstradats saskana ar Latvijas bavnormativu prasibam:



2.1.1. LVS EN 1991-1-1: 2006 ,Eirokodekss. ledarbes uz konstrukcijam. 1-1.dala:
Visparigas iedarbes. Blivums, passvars, €ku lietderigas slodzes”.

2.1.2. LBN 003-01 “Bavklimatologija”.

2.1.3. LBN 207-01 "Geotehnika. Bavju pamati un pamatnes".
2.1.4. LBN 002-01 “Eku norobeZzojo$o konstrukciju siltumtehnika”.
2.1.5. LBN 201-10 “ Bdvju ugunsdroSiba”.

2.1.6. LVS EN ISO 12944 “Krasas un lakas - Térauda konstrukciju pretkorozijas
aizsardziba ar aizsargkrasu sistemam”.

2.1.7. LVS EN 1993-1 "Terauda konstrukciju projekté$ana".
2.1.8. LVS EN 1992-1 “Betona konstrukciju projektésana”.
2.1.9. LVS EN 1996-1 "Muara konstrukciju projektésana”.
2.1.10. LBN 202-01 "Buvprojekta saturs un noformésana".
2.1.11. LBN 006-00 "Butiskas prasibas bivem".

2.1.12. "Bulvniecibas likums", Saeima, 09.07.2013.

2.1.13. MK 19.08.2014. not.Nr.500 "Visparigie bavnoteikumi".
2.2. Projekts paredzéts $§adiem klimatiskajiem apstakliem:
2.2.1. ara gaisa ziemas aprékina temperatira: -19.6°C;

2.2.2. vejarajons: Il (0,39 kN/m2);

2.2.3. sniega slodze 1,25 kN/m2 péc LBN 003-01 "Bavklimatologija";

2.2.4. normativais grunsu sasaluma dzilums, kas iesp&jams reizi 10 gados: 105
cm.

Pamati:

Rekonstruéjamam 0Gdenstornim ir eso$i pamati. Ta ka projektéta rezervuara
tilpoums ir aptuveni vienads ar esos$a rezervuara tilpumu, tad tiek pienemts ka slodze
uz nesoSajam sienam un pamatiem netiek palielinata (izbavéjamas balstplatnes radito
slodzes pieaugumu kompensé izblvéjama rezervuara svars, kas ir vieglaks par
demont&jamo rezervuaru).

Sienas:

Rekonstruéjamam ddenstornim nesos$as sienas veido esoSs silikatkiegelu maris
(vienu kiegeli biezs (b=250mm) mdris). Kiegelu mira aug$a ir izblveéta monolita
dzelzsbetona platne. Saja betona platné obligati nepiecieSams iestradat Gdenstorna
tvertnes balstplatnes enkurus (d20mm enkurbultas 380mm garas, ar soli 470mm). Ta
ka mdra sienu nestspéja nav izpétita, tad péc esoSa rezervuara demontazas
nepiecieSams veikt eso$a kiegelu mira nestspéjas izpéti vai art nestspéju pienemt
péc udenstorna sakotnéja projekta.

EsoSajam mirim nepiecieSams vérst uzmanibu uz eso$a mira stavokli.
Arsienu plaisas platakas par 6 mm aizpildit ar kalku — cementa javu, bet plaisas Iidz 6
mm platuma aizpildit ar injicéSanas metodi. Jebkuru izvirzijumu no sienas plaknes
virspusi nepiecieSams apstradat ar lidzekli "Vincents Polyline Hidrofobs" vai citu
analogu. Ar $o pasu lidzekli apstradajama tvertnes balstplatne.

Péc esoSas tvertnes demontazas buavniekam kopa ar buvprojekta autoru veikt
eso8as balstplatnes apsekoSanu un nepiecieSamibas gadijuma precizét projekiétas



balstplatnes enkuroSanu. EsoSajai balstplatnei no apakSas (ja nepiecieSams, tad art
no augsas) atsegtas stiegras attiramas no korozijas un atjaunojama stiegru
aizsargkarta.

lekSéjas kapnes:

lekSejas kapnes un kapnu laukumini ir esoSi. Tos rekonstrukcijas gaita obligati
nepiecieSams tirit ar smilSu striklu, gruntét un krasot ar nodilumizturigu, un
mitrumizturigu krasu. Aréja platforma apstradajama identiski.

Tvertne:

Vispirms nepiecieSams veikt esoSas tvertnes demontazu. Pirms tam
nepiecieSams pagaidam demontét uz tvertnes eso8as komunikacijas. Tvertnes
demontaza veicama ar atbilstoSas celtsp€jas un izlices garuma celamkranu izveidojot
pagaidu nostiprinajumus tvertnei, nenostiepjot sakabes/traversas mehanismu. Tikali,
kad tas ir izdarits, drikst nogriezt tvertnei pienako$as térauda caurules un atbrivot
stiprinajumus uz mara. Tvertne ar celtni nocelama zemé viena vesela gabala un tikai
tad sagriezama.

Uz mdra ar paredzeéts izvietot M-20 (I=880mm) enkurbultas ar soli 470mm. Tad
veidojama tvertnes balstplatne 4600mm diametra un 250mm biezuma, izmantojot
projekta paredzéto stiegrojumu un C25/30 klases betonu. Stiegru sietus izgatavot,
izmantojot kontaktmetinaSanas vai sieSanas panémienu. Stiegru parlaidums - 30
stiegru diametri. Savienojumus veidot izklaidus. Savienojamam stiegram jasaskaras
sava starpa. Stiegru sieta katru otro krustpunktu ir stingri japarsien ar stiepli @1,6mm.
Stiegru karkasiem katru krustpunktu ir stingri japarsien ar stiepli @1,6mm. Starp
stiegru sietiem obligati nepiecieSams izmantot projekta paredzétas stiegru aptveres.
Tvertnes apak8a pa perimetru projekta noraditaja veida veidojama grope, kas
paredzéta ka tGdens barjera. Veidojot iegriezumu platnes sana un atveres stavvadiem,
obligati nepiecieSams ievérot, lai tiktu nodroSinata betona aizsargkarta - 30mm. Pirms
balstplatnes betonéSanas obligati nepiecieSams projektéto stavvadu vietas iestradat
balstplatne ¢aulas atbilstosi stavvadu diametriem — skatit UKT sadalu. Uz tvertnes
balstplatnes paredzéts uzstadit tipveida rezervuaru.

Ap tvertni telekomunikaciju antenu stiprinaSanai paredzéts veidot rezgi no
kvadratveida profiliem 60/60/4mm projekta paredzétaja forma. Uz rezga aug$a antenu
stiprinadanai paredzéts piestiprinat 5 mm biezu térauda plaksni. Skatit BK dalas
raséjumus.

Rezga elementus paredzéts savienot ar metinaSanu, bet pielaujams izmantot
skrivéSanu vai kniedéSanu. Teérauda konstrukciju skrivsavienojumiem pielietot
normalas precizitates parastas stipribas skraves, ar stipribas klasi 8.8 un markéjumu
HR. Metinajuma Suves katetes pienemt péc savienojamo elementu planaka elementa
biezuma. Rezga visus elementus paredzéts gruntét un krasot ar ara apstakliem
atbilstoSu krasu. Projekta paredzéts uzstadit jaunas aréjas kapnes.

Projekta paredzéts uzstadit tvertni, kura paredzéta ~80 kubikmetru ddens
uznemsanai.

Jauno antenu stiprinaSanai pie izblvéta rezga piestiprinamas tris cinkotas
caurules d.89/4mm, kuras katra stiprinama pie rezga vertikalajiem statniem divos
punktos. Caurules novietot atbilstosi ,BITE Latvija” Tehniskajiem noteikumiem Nr.
1/2015, no 09.03.2015., ka art atbilstosi ,BITE Latvija” tehnisko specialistu noradem.



Risinajumus, caurulu novietojuma virzienus u.c. saskanot ar ,BITE Latvija”
tahniskajiem specialistiem.

EsoSo antenu stiprinaSanai uz eso8as platformas pie eso8am margam un
kapnu aréja laukuma nostiprinamas divas cinkotas caurules d.89/4mm. Stiprinajuma
veidu obligati precizét objekta un saskanot ar projekta autoru.

.Latvijas Mobilais” telefons antenu stiprinaSanai paredzét uz vietas
izveidojamus (metinamus) stiprinajumus, atbilstosi ,Latvijas Mobilais” specialistu
noradém.

,BITE Latvija” jauno antenu stiprinaSanai pie izblvéta rezga piestiprinamas tris
cinkotas caurules d.89/4mm.

EsoSo antenu pagaidu stiprinadanai uz eso8as platformas pie eso§am margam
un kapnu aréja laukuma nostiprinamas 3 (skaitu precizét buvniecibas laika) cinkotas
caurules d.89/4mm. Stiprinajuma veidu obligati precizét objekta un saskanot ar
projekta autoru, ka art ar ,Latvijas Mobilais”, ,BITE Latvija” un ,Kurzemes datorcentrs”.

Projektéjamas majas enerqoefektivitates raditaji:

Ekas energoefektivitates raditaji netiek uzraditi (skatit Eku energoefektivitates
likuma 3.panta 2.punktu).

Buvdarbu tehnologiskie nosacijumi.

e Monolita betona stipribas kontroles (paraugu nemsana) un kop$anas
pasakumi veicami saskana ar Latvijas Bavnormativiem.

e Monolita betona un dzelzsbetona konstrukcijas jaizpilda saskana ar LVS
EN 206-1:2014.

e Tehniskais projekts izstradats bdvdarbu veikS§anai apstaklos, kad
diennakts vidéja temperatira nav zemaka par +5°C. Zemakas
temperatiras gadijuma javeic pasakumi, kas saistiti ar bdvdarbu
veik§anas ziemas apstakl|os.

e Visas térauda detalas, kuras apklautas aréjiem klimatiskajiem
apstakliem — cinkotas, paréjos elementus mehaniski attirit Iidz St2, St3
(ISO 8501-1), gruntét un krasot ar antikorozijas krasu (kopé€jais slanu
biezums 120um) - atbilstosi EN ISO 12944.

Bavinzenieris: I. Veiss
Bavprakses sertifikats Nr. 20-6860



BK SADALAS RASEJUMU SARAKSTS

Visparigi noradijumi:
- Objekts - Udenstorna "Varves denstornis" parbive Varves ciema, Varves pagasta, Ventspils novada.
- Bavprojekta paredzets parbuvét esoSo udenstorni, demontéjot esoSo rezervuaru un izbuvéjot jaunu balstplatni, uz kuras uzstadams
jauns rezervuars un rezgis telekomunikaciju antenu stiprinasanai;
- Darba raséjumu komplekts izstradats saskana ar bivatlauju, un tehniska projekta GP, AR, UKT sadalam;
- Bavniecibas rajona raksturojums:
* blvniecibas vieta: Varves ciema, Varves pagasta, Ventspils novada;
* ara gaisa ziemas aprékina temperatira: -19.6°C;
* véja rajons: Il (0,39kN/m2);

Marka Nosaukums Lapas Nr. | Mérogs | Piezimes * sniega slodze 1,25kN/m2 pé&c LBN 003-01 "Bavklimatologija";
* normativais grunts sasaluma dzilums, kas iesp&jams reizi 10 gados: 105 cm.
BK | Visparigie raditaji BK-1 B.M. - Ta ka projekta uz balstplatnes paredzéts uzstadit rezervuaru ar tilpumu ~80m3, tad projektéta lietderiga (normativa) slodze uz
BK |Projektéta rezervuara balstplatne BK-2 1:50 parsegumu - 85,0 kN/m2;
BK |Projektétais reZgis antenu stiprinaganai BK-3 1-50 - _umm mmmvwmm ?m.::mm.améo.:ﬁmmmm cms.__mxmB _Aomm ar bivprojekta autoru veikt eso$as balstplatnes apsekosanu un nepiecieSamibas
BK | Projektatais rezgis antenu stiprinasanai BKA 150 gadijuma precizét projektétas balstplatnes enkurosanu;
: - Eso$ajai balstplatnei no apak$as (ja nepiecieSams, tad art no augsas) atsegtas stiegras attiramas no korozijas un atjaunojama
BK | Specifikacijas BK-5 B.M. stiegru aizsargkarta;
- Eso$a mira nestspéju nav iespg&jams parbaudit, jo nav zinams stiegrojuma izvietojums marT;
- Par £0,000 ITmeni pienemts €kas pirma stava gridas limenis, kas atbilst absolGtajai atzimei +6,100;
- Ta ka projektéta rezervuara tilpums ir aptuveni vienads ar eso$a rezervuara tilpumu, tad tiek pienemts ka slodze uz nesoSajam
sienam un pamatiem netiek palielinata (izbdvéjamas balstplatnes radito slodzes pieaugumu kompensé izblvéjama rezervuara svars,
kas ir vieglaks par demont&jamo rezervuaru);
- NepiecieSamos papildus mezglus izstradat autoruzraudzibas kartib3a;
- Stiegru sietus izgatavot, izmantojot kontaktmetinaSanas vai sieSanas panémienu. Stiegru parlaidums - 30 stiegru diametri.
Savienojumus veidot izklaidus. Savienojamam stiegram jasaskaras sava starpa. Stiegru katru otro krustpunktu parsiet ar d1,6mm
stiepli;
- Betona aizsargkartas biezumu stiegrojumam skatit mezglos; Stiegrojuma distanceri nav ieklauti materidlu apjomos, izmantot tada
- tipa un daudzuma distancerus, kas nodro$ina stiegrojuma karkasu nemainigumu betonésanas laika un prasitas pielaides;
IZMANTOTIE DOKUMENTI .cz NORMATIVI: . - Betona konstrukcijas atveidnot, kad betona stipriba ir ne mazaka par 70% no projektétas;
- LVS EN 1991-1-1: 2006 ,Eirokodekss. ledarbes uz _A.o:chxo__m:_. 1-1.daja: - Darba $uves betona tiek veidotas gadijuma, ja darbi tiek partraukti uz dienu vai ilgak;
Visparigas iedarbes. Blivums, passvars, eku lietderigas slodzes”; - Betona izgatavoanas, iestradaganas un kvalitates atbilstibas kritériji vadoties no LVS EN 206-1:2014 prasibam:
- LBN 003-01 "Bavklimatologija"; . - Betona pildvielu izméram janodro$ina kvalitativu betona iestradasanu; Darbus veicot nodroinat pielaides, kas neparsniedz LVS EN
- LBN 207-01 "Geotehnika. Bivju pamati un pamatnes"; 13670 uzdotas:
- LBN 002-01 "Eku norobeZojo$o konstrukciju siltumtehnika"; - Térauda elementus mehaniski attirit lidz St2, St3 (ISO 8501-1), gruntét un krasot ar antikorozijas krasu (kopéjais slanu biezums
- LBN 201-10 "Blvju ugunsdrosiba®; 120pm) - atbilstosi EN 1SO 12944 ;
- LVS EN ISO 12944 “Krasas un lakas - Térauda konstrukciju pretkorozijas - Projekta paredzéts izmantot C235JR térauda klases elementus, kas atbilst standartam EN 10025;
aizsardziba ar aizsargkrasu sistémam’; - Térauda elementi izvéléti no AS "FRELOK" produkcijas kataloga;
- LVS EN 1993-1 "Térauda konstrukciju projektésana”; - Metinajuma $uves pienemt vienadas ar savienojamo elementu planako biezumu;
- LBN 203-97 "Betona un dzelzsbetona konstrukciju projekteéSanas normas"; - Ja kads no projekta paredzétajiem elementiem nav pieejams, tad to drikst aizstat ar elementu, kura $kérsgriezuma izméri ir lielaki,
- LBN 205-97 "Mura un stiegrota mura konstrukciju projektéSanas normas"; vai arf cita materiala elementu, kura nestspéja ir vismaz tada pati ka projekta paredzétajam elementam vai ari lielaka;
- LBN 202-01 "BUvprojekta saturs un noformésana”; - Baivkonstrukcijas radu$as piepiles no montdZas slodzém un materialu novietodanas nedrikst parsniegt piepiles, kadas paredzétas
- LBN 006-00 "Butiskas prasibas bavém"; ekas ekspluatacijas laika;
- "Bivniecibas likums", Saeima, 09.07.2013; B}
- MK 19.08.2014. not.Nr.500 "Visparigie bavnoteikumi"; ST bavprojekta BK dalas risinajumi atbilst
Latvijas bavnormativu un citu normativo aktu,
ka ar1 tehnisko vai Tpaso noteikumu prasibam
Bavprojekta BK
dalas vaditajs Ingus Veiss
(vards, uzvards)
20-6860
(sertifikata nr.)
(datums)
(paraksts)
Uzmanibu! Sadarbiba
: Bavuznéméjam, pirms jebkura darba uzsak$anas japarliecinas par raséjumos sniegtajiem izmériem. Neatbilstibas vai ar D . . . _ .
pretrunu gadijuma pirms darbu uzsaksanas griezties pie projekta autora neskaidribu novérsanai.  Guva Voicohont cafieeped termen T Pasutitajs: Ventspils novada paSvaldiba, Reg.nr.: 9000052035
Raksturigie izméri nevar tikt nolasTti p&c méroga raséjuma. Saubu gadijuma vérsties pie projekta autora. ‘ birggs, \m:m Skolota 4 - 1. Jolgmva Skolas iela mr /\dEm_&_mu LV-3601

Jebkuras projekta izmainas bavniecibas gaita saskanojamas ar projekta autoru.

Sis iepriekd minétas norades attiecinamas uz visam $aja séjuma ievietotajam raséjumu lapam.

Visas atsauces uz materialu un izstradajumu izgatavotaju firmam, kuras noradidas bavprojekia, liecina tikai par $o
izstradajumu kvalitates un apkalpo$anas limeni. Specifikacijas noradito materialu un izstradajumu nomaina ir iesp&jama ar
citiem tehniski analogiem materialiem un izstradajumiem.

Reg. Nr. 43603064850, Akmenu iela 28,

Jelgava, LV-3004, tel. 20472256 tel. 63023980

Amat Vards, ard Paraksts |Dat . = - - . _ - _ P
Tar ares, uzvares AT [P Objekts: Udenstorna "Varves tidenstornis" parbiive Varves ciema,
Biivprojekta vad. | Juris Voicehovic¢s 05.15. _ _ . _
: Varves pagasta, Ventspils novada
Bivprojekta d.v. | Ingus Veiss 05.15.
Izstradaja Ingus Veiss 05.15. Objekta adrese: Udenstornis "Varves tidenstornis" Bavkomersantu Reg.Nr.: 11913
Varves ciema, Ventspils novada Buvkomersantu Reg.Nr.: 1946-R

Liguma Nr.:

SL/2015

Ras&juma nosaukums: Stadija: TP |Marka: BK

Lapa: BK-1 |Lapusk.:5

Visparigie raditaji -
MEROGS: B.M.
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- Stiegru sietu savienojuma vietas stiegras likt ar 30 stiegru diametru parklaSanos un sametinat vai sasiet;

- Balstplatnei zem rezervuara slodze rékinata 8.5 tonnas uz vienu kvadratmetru, ievérojot atbilstoSus droSuma koeficientus;

- Péc esosas tvertnes demontaZas buvniekam kopa ar bavprojekta autoru veikt esosas balstplatnes apsekosanu un
nepiecieSamibas gadijuma precizét projektétas balstplatnes enkurosanu;

- Eso3ajai balstplatnei no apak3as (ja nepiecieSams, tad arT no aug3as) atsegtas stiegras attiramas no korozijas un atjaunojama
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- Eso$a mara nestspéju nav iesp&€jams parbaudit, jo nav zinams stiegrojuma izvietojums marf;

pfte

gy

/, fovosedo 163

mE\\ of

birggs;, SIA

Reg. Nr. 43603064850, Akmenu icla 28,
Jelgava, LV-3004, tel. 29472256

Sadarbiba
ar

EKAunDUVE

Skolotaju 4 - 1, Jelgava,
tel. 63023980

Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035
Skolas iela 4, Ventspils, LV-3601

Amats | Vards, uzvards | Paraksts |Datums) ookt Udenstorna "Varves Gidenstornis” parbiive Varves ciema,
, Varves pagasta, Ventspils novada

Bavprojekta d.v. [ Ingus Veiss 05.15.

Izstradaja Ingus Veiss 05.15. O_&@Wg adrese: Udenstornis "Varves tidenstornis" Bavkomersantu Reg.Nr.: 11913
Varves ciema, Ventspils novada Biuivkomersantu Reg Nr.: 1946-R
Rasg&juma nosaukums: Stadija: TP | Marka: BK

. _ _ _ Lapa: BK-2 |Lapusk.:5
LigumaNr.:|  SL/2015 Projektéta rezervuara balstplatne - -
MEROGS: 1:50
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EA\ vejs, SIA — Skolas iela 4, Ventspils, LV-3601
* ) . Skolotaju 4 - 1, Jelgava, p
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N (cinkota caurule @89/4mm, L=3,5 metri) Varves pagasta, Ventspils novada
Bivprojekta d.v. | Ingus Veiss 05.15.
26 Izstradaja Ingus Veiss 05.15.] Objekta adrese: Udenstornis "Varves @idenstornis" Biivkomersantu Reg.Nr.: 11913
W Varves ciema, Ventspils novada Biivkomersantu Reg.Nr.: 1946-R
Rasg&juma nosaukums: Stadija: TP | Marka: BK
. . e ey . | Lapa: BK-3 [Lapusk.:5
LigumaNr.:[  SL/2015 Projektetais rezgis antenu stiprinasanai -
MEROGS: 1:50
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STIEGROJUMA SPECIFIKACIJA
Elements | Pozicija Stiegra Garums, mm | Skaits m<m_,.m ..._a 9 =
Elements | Pozicija Kopa
d10 B500B 4540 4 2.801 11.76
d10 B500B 4469 4 2.757 11.58
d10 B500B 4379 4 2.702 11.35
d10 B500B 4249 4 2.622 11.01
._. . |d10B500B 4076 4 2.515 10.56
AUGSEIIS T410B500B| 3854 4 2378 9.99 99.49
d10 B500B 3574 4 2.205 9.26
d10 B500B 3220 4 1.987 8.34
d10 B500B 2766 4 1.707 717
d10 B500B 2147 4 1.325 5.56
d10 B500B 1119 4 0.690 2.90
Balstplatne d14 B500B 4540 4 5.493 23.07
d14 B500B 4469 4 5.407 22.71
d14 B500B 4379 4 5.299 22.25
d14 B500B 4249 4 5.141 21.59
._. . |d14 B500B 4076 4 4.932 20.71
ApakSSIais [d14B500B | 3854 4 4663 | 1959 | 195.11
d14 B500B 3574 4 4.325 18.16
d14 B500B 3220 4 3.896 16.36
d14 B500B 2766 4 3.347 14.06
d14 B500B 2147 4 2.598 10.91
d14 B500B 1119 4 1.354 5.69
Aptveres | d6 B500B 300 79 0.067 5.25 5.25
KOPA:| 299.86
PIEZIMES:

1. Stiegrojuma specifikacija katra pozicija dota ar 5% daudzuma rezervi;

2. Stiegru parlaidumi specifikacija nav nemti vérs;

3. Stiegru sietus izgatavot, izmantojot kontaktmetinaSanas vai sieSanas panémienu. Stiegru
parlaidums - 30 stiegru diametri. Savienojumus veidot izklaidus. Savienojamam stiegram
jasaskaras sava starpa. Stiegru sieta katru otro krustpunktu ir stingri japarsien ar stiepli
@1,6mm. Stiegru karkasiem katru krustpunktu ir stingri japarsien ar stiepli @1,6mm;

TERAUDA ELEMENTU SPECIFIKACIJA
Nr.p.k. Standarts Nosaukums Om”ﬂBm, mm_Mh.m. _MMGM:MM m_A,meM_,m_M
Rezgis antenu stiprinasanai
1 EN 10058:2003 - 200/200/8mm (R-1) - 16 2.49 39.87
2 EN 10219:1997 TUB 60/60/4mm (R-2) 9.06 12 60.79 729.51
3 EN 10219:1997 TUB 50/50/4mm (R-3) 1.08 48 5.89 282.53
4 EN 10219:1997 TUB 50/50/4mm (R-4) 2.15 20 11.72 234.35
5 EN 10219:1997 TUB 140/70/6mm (R-5) 1.14 12 20.41 244.87
6 EN 10219:1997 TUB 140/70/6mm (R-6) 4.25 1 76.08 76.08
7 EN 10219:1997 TUB 140/70/6mm (R-7) 2.09 2 37.41 74.82
24 EN 10219:1997 TUB 140/70/6mm (R-8) 0.52 4 9.31 37.23
25 EN 10219:1997 TUB 140/70/6mm (R-9) 1.82 8 32.58 260.62
26 EN 10058:2003 - d8775/5mm (R-10) - 1 2271.54 2271.54
27 EN 10219:1997 TUB 50/30/2.5mm (R-11) 12 2 33.84 67.68
28 EN 10219:1997 TUB 50/30/2.5mm (R-12) 0.2 12 0.56 6.77
28 EN 10219:1997 TUB 30/30/2mm (R-13) 0.4 40 0.67 26.88
29 EN10060:2003 Apalstienis @10mm (R-14) 10 5 6.17 30.85
30 EN 10058:2003 - 30/1950/5mm (R-15) - 11 2.30 25.31
31 EN 10219:1997 TUB 50/50/4mm (R-16) 0.25 6 1.36 8.18
32 EN 10219:1997 @89/4mm (R-17) 35 5 29.33 146.65
Aréjas platformas paplasinasana
33 EN 10279:2000 UPE 160 04 3 6.80 20.40
34 EN 10279:2000 UPE 160 17 1 28.90 28.90
KOPA: 4613.04
PIEZIMES:

1. Térauda elementus mehaniski attirit "dz St2, St3 (ISO 8501-1), gruntét un krasot ar antikorozijas krasu
(kopé€jais slanu biezums 120um) - atbilstosi EN ISO 12944;
2. Projekta paredzéts izmantot C235JR térauda klases elementus, kas atbilst standartam EN 10025;
3. Térauda elementi izvéléti no AS "FRELOK" produkcijas kataloga;
4. Eso$o antenu stiprinasanai uz esosas platformas pie eso$§am margam un kapnu aréja laukuma
nostiprinamas divas cinkotas caurules @89/4mm. Stiprinajuma veidu obligati precizét objekta un
saskanot ar projekta autoru.
5. Argjai platformai piemetinamo U-profilu izméru obligati precizét atbilstosi esosajiem.

BETONA APJOMU TABULA

Elements Klase m?
Balstplatne C25/30 4.18
KOPA: C25/30 418
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

3. dala — InZenierrisinajumu dala

3.2 sadala — Udensapgade un kanalizacija, argjie un iek3gjie tikli

Sadalas saturs
Skaidrojoss apraksts;
Visparigie raditaji, UKT-1;
Plans ar UKT tikliem, UKT-2;
K2 garenprofils, UKT-3;
Plastmasas akas izbiives zalaja shéma, UKT-4;
Cauru]vada izbiive biivgravi. Eso$o komunikaciju aizsardzibas shémas, UKT-5;
Segumu atjaunoSanas shémas, UKT-6;

Udens torna apsaistes shemas, UK-1
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Skaidrojoss apraksts

Vispareji dati par objektu

Ventspils novada teritorija atrodas Rietumlatvijas piejuras zemieng&. Ventspils rajonam ir
visgaraka robeza ar Baltijas jiru — ap 100 km. Jiiras robeza ir Jurkalnes, UZavas, Varves un
Targales pagastiem, ka arT Ventspils pilsétai. Novads sastav no 11 pagastiem — Ances,
Jurkalnes, Popes, Puzes, Targales, Ugales, Usmas, UZavas, Varves, Ziru un ZIeku pagasti un
viena pilsé€ta ar lauku teritoriju - Piltene. Varves pagasta teritorija atrodas Piejuras zemienes
Ventavas lidzenuma. Pagasta centrala dala ir saméra 1€zena — no 4 Iidz 10 m virs jiras ITmena,
ta pakapeniski pazeminas Baltijas juras piekrastes virziena. Varves pagasta raksturigas smilts
augsnes. Gruntstidenu Itmenis ap 1-2 m.

Pagasta Z un R dala raksturigas tipiskas podzola augsnes. Ventas kreisaja krasta velénu
podzolaugsne un pseidoglejota augsne. Atseviskas vietas A un DA dala velénu glejaugsne un
velenpodzoléta glejaugsne, ka arT purvu kuidraugsnes.

Pagasta atrodas Pasiekstes senkapi, Dumbrinieku senkapi, Béku viduslaiku kapséta, Reinu
viduslaiku kapséta, Pasiekstes v€jdzirnavas. Minétie objekti neskar projekta teritoriju.
Projekta teritorija atrodas sekojoSas aizsargjoslas: sakaru Iiniju, elektroapgades Iiniju
aizsargjoslas, esoSo tdensvadu un kanalizacijas caurulvadu aizsargjoslas, esoSo udens
nemsSanas vietu aizsargjoslas un notekiidenu attiriSanas ietaiSu aizsargjoslas, tidenstilpnu
aizsargjoslas, autocelu aizsargjoslas. Upei Venta ir - 300 m plata josla katra krasta.

Projekta ieklautas darbibas atbilst teritorijas planojuma atlautajam zemes izmantoSanas
veidam un neparkapj noteiktos ierobezojumus. Uznémumu, kas rada rupnieciskas razoSanas
notekiidenus ciema teritorija nav.

Varves ciema teritorija dzivo 360 iedzivotaji (pasvaldibas dati). Ciema teritorija atrodas 4
ugunsdzesibas hidranti, ka ar1 vairakas tidens nemsanas vietas ugunsdzeésibas vajadzibam no
atklatam tilpném, kas Varves ciema teritorija pilniba nodroSina ugunsdzesibai nepiecieSamos
tdens apjomus.

Informacija par esoso Varves Udens torni

Objekta nosaukums. Udenstorna ,,Varves iidenstornis” parbiive Varves ciematd, Varves
pagasta, Ventspils novada
Zemesgabala un ¢&kas kadastralie apzim&umi. Zemesgabala kadastra apzim&ums -

08840070149. Ekas kadastra numurs — 98840070149004.
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Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

Nekustama TpaSuma Tpasnieks ir Ventspils novada pasvaldiba, Reg. Nr. 90000052035, Skolas
iela 4, Ventspils.

Esosa objekta apraksts.

Apbiives laukums 5,5 m>.

Udenstorna stobrs — kiegelu miirgjums, augstums H =23,94 m.

Tvertnes metala, tilpums VD =71 m3, VP =75 m3, diametrs 3,13 m, augstums H= 10,67 m.
Udenstorna kopgjais augstums H= 34,61 m.

Uz tvertnes atrodas SIA ,,LMT” piederoSa sakaru antena, antenas augstums H=6,69 m, ka ar1
SIA ,,Bite Latvija”, SIA ,,Kurzemes Datorcentrs” antenas.

Udenstorna un antenu augstums H=41,57 m (Pasiititaja dati).

Biive ekspluatacija no 1993. gada.

Informadcija par atjaunojamo Varves Udens torni

Paredzétais spiediens fidensvada tikla ir lidz 3,0 bar.

Projekta paredzéts izbuvet:

Udensvads, demontéta eso3a fidenstorna tvertni, stavvadi un apsaisti.

Projektéjamais objektu paredzets pievienot: pie eso$a tidensvada PE D 110 mm objekta
teritorija un pie esosas filtru skaloSanas kanalizacijas caurules Dn160 mm objekta teritorija
caur kanalizacijas aku.

Dzerama tidens vid€jais patérins Varves ciema diennakiT ir:

Qdnn.v.=110 1/dnn * 360 (iedzivotaju skaits Varves ciema)/1000 = 39,6 m’/dnn;

Qdn.max = Kdn.max Qdn.v.

Kdn.max - Kdn - tidens patérina nevienméribas koeficientu diennakti, pienemts 1,2;

Qdn.max = 39,6 * 1,2 = 47,5 m>/dnn;

Nemot veéra tidens torpa tvertnes reguléjoSo un filtru skaloSanas tidens apjomu, kas
sastada aptuveni ~15 m’/dnn, Gidens apjoms kopa iznak 62,5 m*/dnn.

Par cik Varves ciema ugunsdzesiba tiek nodroSinata gan no esosajiem 4 ugunsdzesibas
hidrantiem, gan val&jam tidens nemsanas vietam Varves ciema teritorija, ka ar1 fidens torna
apsekoSanas laika tika secinats, ka uzstadit lielaka apjoma tvertni nedrikst, tika piepemts
lemums uzstadit jaunu tvertni ar tilpumu 80 m’. Sis Gidens apjoms papildus tidens nemsanai
no esosajam valéjam udens pemsSanas vietam nodroSinas dalu tdens pat€rina ar€jai

ugunsdzesibai no hidrantiem — 17,5 m’.



/«\ Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601
Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

3, stavvadus,

Objekta paredzets veikt sekojoSo: izbuvét jaunu Udenstorna tvertni V=80 m
vadibas un elektribas apsaisti. Tvertni paredz€ts izbiivét no salieckama cinkota té€rauda
konstrukcijam ar tvertn€ mont€jamo (ieklajamo) membranu (CE mark&ums 0402-CPD-
470301 un 0402-CPD-470302). Tvertnes tilpums tika noteikts projekt€Sanas gaita, veicot
aprekinus, V=80 m.

Udens tornT stavvadus paredzéts izbiivéts no PE materiala caurulém ar spiediena klasi PN16.
Caurulu diametrs tika noteikts projektéSanas gaita, veicot aprékinus. Stavvadiem un izlaidei
paredzéeta siltumizolacija.

Udenstorna piepliides stavvadu paredzéts pieslégt idensapgades sistémas caurulvadam PE d
110 mm objekta teritorija. Udenstorna vadibas apsaisti paredzéts savienot ar eso3o
tdensapgades sist€émas art€ziska urbuma un tidens attiriSanas stacijas vadibas apsaisti.
Projekta izstrade tika ievérotas LBN 222-99 "Udensapgades argjie tikli un biives" prasibas.
Veicot taméSanas un buvniecibas darbus, Biivuznéméjam skatities projektu visu kopuma ar

Pasttitaja izdotu Darba uzdevumu, Tehniskajiem noteikumiem, lekartu, materialu un darbu

apjomu specifikaciju, Biivprojekta visu dalu ras€jumiem un SkaidrojosSo aprakstu

Udens torna rekonstrukcija

1.att. Varves rekonstrueéjamais tidens tornis

Udens torpa rekonstrukcijas ietvaros paredzéts veikt sekojoSus darbus:
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e [Esosas tidens torpa tvertnes demontaza un jaunas, cinkota te€rauda tvertnes
uzstadiSana, paredzot esoSo ,,LMT”, ,,Bite” un ,,Kurzemes Datorcentrs” antenu
stiprinajumu izveidoSanu un antenu uzstadiSana kopa ar antenu TpaSnieku parstavjiem;

e Ar¢jos kapnu uzstadisana no neriisgjo$a materiala;

e IekSgjo kapnu tiriSana ar smilSu struklu, grunt€Sana un kraso$ana ar nodilumizturigu
un mitrumizturigu krasu;

e EsoSo stavvadu demontaza un nomaina pret PE caurulvadiem ar diametru d.200 un

d.160 mm;

2.att. Varves uidens torna esosie stavvadi — paredzéts nomainit

e Vertikalo cauru]vadu siltinaSana no tornpa tvertnes lidz tidens torna gridai;
e Caurulvadu un noslégarmatiiras (d.160 un d.200 mm) nomaina;
e Pienakosa caurulvada nomaina no tidens torpa lidz pievienojuma akai, aptuveni 2 m

no torna tvertnes, izveidojot jaunu tidensvada ievadu;



/s<‘<\ Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601
e — Objekts: Udenstorna "Varves lidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

4.att. Varves iidens torna sakaru komunikdcijas — paredzéts demontet uz laiku
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e NepiecieSamo izvadu izbiive analiZzu nonemsanai, spiediena méritaja uzstadisana;

e Udens torpa cokola atjauno3ana (betongjums, karnizes izveide);

e Dekorativas apmales atjaunoSana (beton€jums, metala karnize) pa torna perimetru,
kura atrodas ~3 m augstuma no zemes virsmas;

e Esosas tidens torna gridas parseguma atjaunosana (tiriSana, betonéSana), sienu
apstrade ar hidroizolacijas materialu;

e Torna ieksS€ja apgaismojuma atjaunoSana, ar€jas apgaismes uzstadiSana virs ieejas
durvim torna kaja un ar€jas platformas, signallampas uz torna tvertnes;

e Torna zibens aizsardziba.

e Udens torpa nomainama tidensvada darbu robeZa ir sekojosa:
v" Udens torna uzpildisanas un iztukSo$anas idensvads - no iidens torna lidz ievadam
udentornt;
v Parpludes tidensvads — torpa pagrabtelpa pievieno$anas pie jaunas PE caurules

d.160.

Udens tornis, tvertnes tilpums 80 m3, Hiop = 27,7 m, Hivertne=8,4 m, Dyyertne=3,6 m.
Varves pilsétas iidensapgades iidens torna automatikas aprikojums

Darbibas apraksts.

Udens limenis iidens torni tiek kontroléts ar hidrostatisko ITmena sensoru, kas ievietots

torna pacé€lajcaurul€, blakus mehaniskajam spiediena indikatoram.

n_
—

 — —

AXE

S.att. Varves iidens torna spiediena mérisanas caurule — augséja, neriiséjosa térauda
cauruled. 1" - 10 cm un 1/2 "- 10 cm, kopéjais L=20 cm
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Limena sensors pievienots lokdlajam vadibas panelim ar GPRS datu modemu, kas

nodroS$ina komunikaciju ar Varves Komunalo dienestu.

6.att. Varves uidens torna spiediena merisanas devéjs - hidrostatiskais spiediena
sensors, mérdiapazons 0-40 metri, 4-20mA

Atkariba no lIimena tidens tornt un diennakts laiku, tiek mainits darba spiediens Varves
UAS, tadejadi panakot idens apmainu torna rezervuara.
Darba Iimeni Gidens torni:

Dienas periods (06.00-23.00), limena svarstibas torni - 75% - 90%

Nakts periods (23.00-06.00), Iimena svarstibas tornt - 50% - T75%

Darba Itmeni mainami no SCADA sistémas.

7.att. Varves tidens torpa spiediena mériSanas un signala padeves vadibas panelis ar
GPRS modemu, baroSanas spriegums 230VAC, 1A, 400x300x150mm.
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Limena mériSanas iekartu saraksts.
1. Hidrostatiskais spiediena sensors, mérdiapazons 0-40 metri, 4-20mA;
2. Vadibas panelis ar GPRS modemu, barosanas spriegums 230VAC, 1A,
400x300x 150mm.

01.07.2015. J.VoicehovicCs



TEHNISKIE RADITAJI
Arajais idensvads un kanalizacija (UKT)

U_vaNMOCW Pasteces WNE&ENMO&& Udensvads Q.Dv Udens torna

Dn 160(m) PP, SN8 PE100, PN10 rezervuars, m3
Jaunbive 49,0 2,0 80,0

Z

Izmantoto un pievienoto dokumentu saraksts R A
1. Vispargjie buvnoteikumi
2. Buivniecibas likums
3. Ministru kabinetu noteikumi Nr. 235 ,,Dzerama tidens obligatas D

nekaitiguma un kvalitates prasibas, monitoringa un kontroles kartiba”
. LBN 221-98 "Eku ieksgjais tidensvads un kanalizacija"
. LBN 223-99 " Kanalizacijas argjie tikli un btives"
. LBN 222-99 " Udensapgades argjie tikli un buives"
. Ministru kabineta noteikumi Nr.34 "Par piesarnojo$o vielu emisiju fident"
. LBN 003-01 " Bavklimatologija"
. ProjektgSanas uzdevums
10. LBN 006-00 "Bitiskas prasibas biivém"
11. LBN 202-15 "Buvprojekta saturs un noformésana"
12. Inzenierkomunikaciju turétaju izdotie tehniskie noteikumi

(skat. Buvprojekta visparigo dalu).

Nelie N Ro) WO, I N

PIEZIMES:
Arajais idensvads un kanalizacija (UKT)
1) Augstuma atzimes (absollitas) uzraditas Baltijas sist€ma, metros;

OBJEKTA NOVIETOJUMA SHEMA

RASEJUMU SARAKSTS

Darzigi

Strautini

Varve

Upnieki

Kokzemes

Strautmali

2) Projekta tdensapgades un kanalizacijas argjo tiklu ras€jumi izstradati saskana
ar LBN 222-99, LBN 223-99 un LR MK noteikumiem Nr. 574, ka arT saskana

ar izdotajiem tehniskajiem noteikumiem un Buvatlauju Nr.9.8/2015/12107;

3) Rasgjumi ir neatnemama sastavdala paskaidrojuma rakstam un pielikumiem;

4) Buvdarbu laika ievérot inzenierkomunikaciju aizsardzibas pasakumus.

5) RakSanas un montazas darbus esoSo komunikaciju tuvuma veikt ar organizaciju atlauju, kuru

uzraudziba atrodas §1s komunikacijas.

6) Attalumi, pagriezienu lenki noteikti p&c méroga, biivdarbu laika tie japrecize.

7) TranSejas sagatavoSanu, caurulvadu ieguldiSanu un tranSejas aizberSanu veikt saskana ar
caurulvadu izgatavotaju rekomendacijam un atkariba no grunts geologiskajiem apstakliem;

8) Pirms buivdarbu uzsaksanas biivuznémeéjam japarbauda visi esoSie un projektetie izméri;

9) Augstuma atzimju precizéSana pievienojuma vietas obligata Iidz biivdarbu uzsaksanai;

10) Specifikacijas noradito iekartu un materialu nomaina ir iesp&jama ar citam Latvija akrediteétam

tehniski ekvivalentam iekartam un materialiem.

Iek§&jais tidensvads un kanalizacija (UK)

1) Projekta augstuma atzimes dotas metros, izméri planos- milimetros.

2) Pienemta augtuma atzime +-0,000 atbilst Udens torna gridai t.i. 6,20 m.

3) lesp&jamas izmainas un preciz&jumi saskanojami ar projekta autoriem pirms attiecigo darbu uzsaksanas.

4)Jebkuru projekta uzradito izstradajumu detalras€jumi pastitami attiecigaja izgatavotajuzpémuma.

5) Norades par biivmaterialiem, izstradajumiem un tehnologiskajam iekartam $ai projekta minétas ka $o btivmaterialu,

W

izstradajumu un iekartu kvalitates, vizualo, tehnisko TpaSibu un apkalposanas komforta Itmena raditajs. Buvdarbu

varves muiza

Varavas
Varves klubs
Laivnieki

Centrs 1
Centrs 3
Apses
Centrs 4

Esﬁ: adenstornis
8

Piices

Centrs 6 Irbites
Centrs 7

Varvenieki

Angdrs

Pienemtie apzimejumi:

0.00=6.20

MN

n

Ul

Lapa Nosaukums Meérogs

1. Paskaidrojuma raksts

2. Rasgjumi
UKT-1 | Visparigie raditaji B.M.
UKT-2 | Generalplans ar UKT tikliem 1:250
UKT-3 |K2 garenprofils HLIS00, V.1:100
UKT-4 |Plastmasas akas izbiives zaldja shema B.M.
UKT-5 |Caurulvada izbiive biivgravi. Eso$o komunikaciju aizsardzibas shémas B.M.
UKT-6 |Segumu atjaunoSanas shémas B.M.
UKT-7 |Udens torna apsaistes shémas 1:100

IS - Iekartu un materialu specifikacijas
Kreimenes BA - Buvdarbu apjomu specifikacijas

Parbuivéjamais tidenstornis

EsoSie apzZim&jumi:

Zemes vierTbas kadastra apzrmgjums

Topografijas saskanojuma robeza

Augstsprieguma elektrolinija

Zemsprieguma elektrolinija

Augstsprieguma elektrokabelis

Zemsprieguma elektrokabelis

Gazes vads

Kanalizacijas vads

Lietus kanalizacijas vads

Spiedienkanalizacijas vads

Sakaru linija

Sakaru kabelis

Sakaru kanalizacija

Udenstikli

gaita iesp&jams minétos bivmaterialus,izstradajumus un iekartas nomainit ar citiem analogiem, ne zemakas

kvalitates biivmaterialiem, ja tie nekada zina neizmaina risinajuma kopgjo kvalitati.

6) Neskaidribu gadijuma sazinaties ar atbildigo projektetaju.

7) Pirms biivdarbu uzsakSanas biivuznémejam japarbauda visi eso$ie un projektétie izméri;
8) Ar Dn apziméts caurulvada iek§gjais diametrs.

Projekt€jamais idensvads Siltumtrase
= - . Y Drenazas vads
Dnl60  {dens torna rezervuara iztuk$oanas . .
HAN arpli mm lvad i Piekarkabelis
—— Qj ﬁvmﬂ.ﬂv u Os.m cauruivads, plusmas TV Kabelis
virziens un diametrs
—~ Demontgjamas biives u.c.
Amats Vards, uzvards Paraksts | Datums Pasiititajs: Ventspils novada pagvaldiba, Reg.nr.: 9000052035 \A}K/
Skolas iela 4, Ventspils, LV-3601 ————
_ o Jewea Vaicehorviéa fovafels tése
Bivprojektav. | J.Voicehoviés 05.15.| Objekts: Udenstorna "Varves tidenstornis" parbtive Varves ciema, bires, \mH M
- - — Varves pagasta, Ventspils novada . Ne ox ouicla
Biivprojekta d.v. | Laila Voitiska 05.15. wommewwwwWNMwwwwﬂw_MMMwwww_m 2
Izstradaja Laila Voitiska 05.15. | Objekta adrese: Udenstornis "Varves fidenstornis", Varves ciema, Ventspils novada Biivkomersantu me,zn 11913
Ras&juma nosaukums: Stadija: BP  |Marka: UKT
. Lapa: UKT-1|Lapu sk.: 7
Liguma Nr.: SL/2015 Visparigie raditaji -
MEROGS: 1:500




R
( |
V. .\,,\

031088004P\ _— |

_u_m_A_wC/\W NKTS "VARVE"
ARTELPU VAJSTRAVAS SEAPIS
__Varves fidensteinis, ..<m_‘mq_Wx___ varve,

" Varves'pagaststyantspils novads; LV-3623
pag: m& pi em» 3

PE, Pnl0

Proj. iid.vads  Remontuzmava
ar atloku Dn100

Udens torna rezervuara iztuk§oSanas

un parpliides, Dn160 caurule

Udens torna rezervuara iztuk$o$anas

Pienemtie apzZim&jumi:

Parbiivéjamais tidenstornis
Projekt&jamais tidensvads

Udens torna rezervuara iztuk§osanas
un parpliidens caurulvads, pliismas
virziens un diametrs

Demontgjamas biives u.c.

S1 bvprojekta UKT, UK dalas risinajumi atbilst Latvijas biivnormativu un
citu normativo aktu, ka ari tehnisko vai Tpaso noteikumu prasibam

Bivprojekta dalas vaditaja: LAILA VOITISKA
(vards un uzvards)
50 - 3995
18.06.2015.
(datums)

(paraksts)

- un parplides, Dn160 pievienojums n -
Piezimes: \ . parp $3s i § 1 w Y J Amats Vards, uzvards Paraksts |Datums Pasititajs: Ventspils novada pagvaldiba, Reg.nr.: 9000052035 \A&/
= . y . \ p1e esosas lietus kanalizacijas Skolas icla 4, Ventspils, LV-3601
Uzsakot Udens torna rekonstrukciju, atSurfet un precizet torna pamata \ : : i Voivohont el e
e . . _ \ iekts: O "Warves G is" parbive Varves ciema, |7

pédas iebiives dzilumu un platumu. Gadijuma, ja tas izm@ri traucé \ e e Voo o oy PATOAVE Varves ciemd, g SIA
C oy C - . . .- C . - . . v Bivprojekta d.v. | Laila Voitiska 06.15. ’ o o onrae
izbiivét caurejoso tidensvadu un kanalizaciju atbilstosi tehniskajam projektam, | Udens torna rezervuara iztuk$osanas — |————" T —————
. oy e . . . _ .. . v - - Izstradaja Laila Voitiska 06.15. | Objekta adrese: Udenstornis "Varves tidenstornis", Virves ciema, Ventspils novada | Blivkomersantu Reg Nr.: 11913
izsaukt atbildigo Projektetaju un projekta ieviest atbilstosas un parpliides, Dn160 caurule " Stadija BP | Marka OKT
. . .. _ Sl .. _ - Rasgjuma nosaukums: : ;
izmainas, lai jaunos tidensvadus izbiivétu péc iesp&jas mazak bojajot juma Lapa: OKT-2 | Lapu sk..

. . LigumaNr:|  SL/2015 Plans ar UKT tikliem — -
esoSo torna pédu g MEROGS: 1:250




K2 garenprofils
M, 1:500, M 1:100

9,00
<
1 =
= 8,00 : ” : ” : ” g m m
z Emama Siltumizolacija Siltumizolacija Siltumizolacija o |= = 2
g 7,00 == I S — 219
= EEE— QT A
<
C T 1
m 6,00 ——— 77
Z, T T MWV B)EE\;)%/\?)%/\?
= ,,,,,,“‘“““HHHHHHHHHHHHHHHH“‘J e
S 5,00 - e W41 M —
4] 2 T 1
'S LT 7 0
= -
S
Z 400 — ~2 T
NS QIR
3,00 = -4 -4
A S
w2 wa| | w2
g EE%
o S|g|S
A (S]] )
Caurulu virsas %
(U1), teknes AO.., ] m.,m,
(K1, K2) atzimes hgl Yo vy
Proj. zemes 0 = N K
virsas atzimes NANVES N} N3 =)
EsoSas zemes aefeN =2 A &
virsas atzimes Ny o =) o
Caurulvada PP lietus kanalizacijas caurule PP lietus kanalizacijas caurule PP lietus kanalizacijas caurule
materials Dn160, SN8 Dn160, SN§ Dn160, SN§
Pamatne Bliéteta smilts 20cm Bliéteta smilts 20cm Bligteta smilts 20cm
Slipums 1=0.004
Garums 49,0
Attalums, m 37,5 11,5
Aku Nr, diametrs Udens tornis K2-01 K2-02
Amats Vards, uzvards Paraksts |Datums Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035 \1@
Skolas iela 4, Ventspils, LV-3601 ———
_ o Jewea Vaicehovica frrajelotése
Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, bires \m~ M
- — Varves pagasta, Ventspils novada Reé. N &Swoﬁm\mo Akmenu icla 28
Biivprojekta d.v. | Laila Voitiska 06.15. mmwo_mwﬂzs, LV-3004, fel. N@Mwwu_ww ’
Izstradaja Laila Voitiska 06.15. | Objekta adrese: Udenstornis "Varves fidenstornis", Varves ciem, Ventspils novada | Bivkomersantu Reg.Nr.: 11913
S I o1 = 5 . Stadija: BP  |Marka: UKT
Piezime: * - PrecizEt buivniecibas laika Rasgjuma nosaukums: —
Lapa: UKT-3|Lapu sk.:
Liguma N.: SL/2015 K2 garenprofils -
MEROGS: H 1:250; V 1:100




PLASTMASAS AKA
ar vaka montazu zalaja
|

i Cugquna vaks 10t
) Augsnes virskarta
///

¢//, u

50-100

Apbetonéjums B-25

Gumijas blve

Gofréta stavcaurule D400

Akas pamatne
Caurule De 160

-

150

PIEZIMES:
1. Visi izméri doti milimetros.

2. Visas detalas ieguldamas saskana ar piegadataja instrukcijam.

3. Piesleguma caurulei aka augSas atzimei ir jasakrit ar tranzita caurules aug$as atzimi.

4. Plastmasas aku DN400 paredzéts izbavét uz atzariem. Akas vaka izblves veidu paredzét atkariba no seguma veida.
5. * - Diametrs, atkariba no projekta risinajumiem.

Blietéta smilts 100

Amats Vards, uzvards Paraksts |Datums Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035 /(‘0
Skolas iela 4, Ventspils, LV-3601 ———
. _ . . wJwra Voicehovica frigjel teianas
Objekts: Udenstornpa "Varves tidenstornis" parbiive Varves ciema, tiregss, SIA
_ . . R Varves pagasta, Ventspils novada Reg. Nr. 43603064850, Akmenu iela 28
Bivprojekta d.v. | Laila Voitiska 06.15. Jelgava, LV-3004, tel. 20472256
Izstradaja Laila Voitiska 06.15. | Objekta adrese: Udenstornis "Varves didenstornis”, Varves ciema, Ventspils novada Biivkomersantu Reé‘Nr.: 11913
Raséjuma nosaukums: Stadija: BP  |Marka: UKT
i Lapa: UKT-4|Lapu sk.:
Liguma N SL/2015 Plastmeise_i.s_akets izbiives _
7aldja shema MEROGS: B.M.




CAURULVADA IZBUVE ATKLATA BUVGRAVI

Zalaja zona (bez transporta slodzes)

Zem braucamas dalas

Melnzeme >150mm

AizbérSana ar

Braucamas dalas segums

grunti
blietéts [1dz
Dr=85% AizbérSana gr
Tunti
lietétu Iid
Dr>=95%
Plastmasas (PP K m _
canliadon w0 ) e
¢z mehaniskas N
blietésanas A Dr=95%

KABELU AIZSARDZIBAS SHEMA

8

Troses

Atbalsta sija

A

] J 4
/A \

0.5

A

Kabelis

g

PVH c¢aula
D160 mm L=4m

/%%
Lietus tidens kanalizacija

4

PARALELI IZVIETOTO INZENIERTIKLU AIZSARDZIBA

Vairogs Kilis

AN AN

E L

Spraislis L

RaksSana

1. etapa ||+ \// // \//

X

N

7

<
N
N

NIe
&
v

X
7

A LA A
RaksSana
2. etapa

XA,

>1.0m

CAURULVADA 1ZBUVE BUVGRAVI AR STIPRINAJUMIEM

\ ?N_HQNEOWM karta >100 lidz 150mm

Caurulvada diametrs De | A minimalais | Zalaja zona (bez transporta slodzes) Zem braucamis dalas
(mm) (mm) g
<225 200
225-350) 250 Melnzeme >150mm
350-700 350
700-1200 425 o o B 25 dal
Skatakas diametrs D A minimalais AizbgrSana ar raucamas dajas
grunti segums
(mm) (mm) blietéts lidz
300-700 350 Dr>85% .
700-2000 450 Aizbgr$ana gr
etetu Iid
TME . 1etetu lidz
APZIMEJUMI: ] ) Dr>95%
Dr - Standarta blivums p&c Proktora (%)
De - Argjais diametrs m
Plast PP o Apbé&rums
omwwcﬁw%wwmmb ) 4 c%ﬁma lidz
bez mehaniskas A Dr>95%
bliet€sanas
Izltdzino$a karta
>100 lidz 150mm
Deg+200mm
min400mm De min400mm
D

InZeniertikli

PIEZIME: Pie attaluma L > 2.0 m biivgravi var rakt ar mehanismiem.

PIEZIMES:

1. Izlidzinosa karta zem caurulvada veidojama pie visiem esosas grunts tipiem;
2. Cauru]vadu uzmavu savienojumu vietas izlidzinoSaja karta izrokamas bedrites;
3. Gruntij, kas tiek izmantota izlidzinioSai kartai, apbeérumam un biivbedres aizbérSanai,

jaatbilst parametriem, kas noraditi Visparigajas prasibas;
4. Cauru]vada montaZzai, ka arT izlidzino8as kartas un apb&ruma ierikoSanai, janotiek sausa biivgravi.

Gruntsiidens atsiiknéSanai no tranSejas izmantot gruntsiidens pazeminasanas iekartu.

Amats Vards, uzvards Paraksts _|Datums Pasititajs: Ventspils novada pagvaldiba, Reg.nr.: 9000052035 >&/
Skolas iela 4, Ventspils, LV-3601 ——
_ L Jewea Voicehovi ca freafelotése
Objekts: Udenstorna "Varves tidenstornis" parbiive Varves ciema, bireys, \m~ M
— - — Varves pagastd, Ventspils novada Res, Nr. 43603064850, Akmenu icla 28
Bivprojekta d.v. | Laila Voitiska 06.15. elgmva, LV-3004, tel 29472256
Izstradaja Laila Voitiska 06.15. | Objekta adrese: Udenstornis "Varves idenstoris", Varves ciema, Ventspils novada Biivkomersantu me,zn 11913
wwmm._.ﬁam— nosaukums: Stadija: BP  |Marka: UKT

Liguma Nr.: SL/2015

Caurulvada izbuve buvgravi. .
EsoSo komunikaciju aizsardzibas shémas

Lapa: UKT-5|Lapu sk.:

MEROGS: B.M.




Piezimes:
- Visiem segumu atjaunos$ana pielietotajiem materialiem, iebtives tehnologijam,
kvalitates prasibam jaatbilst "Celu specifikacijas 2012" prasibam.
- Segumu atjaunoSanas shémas ir informativa rakstura. Biivniecibas laika
katru situaciju apskatit individuali.

Grants/Skembu saguma atjaunosSana

Mineralmaterialu maisijums 0/32s, h=10 cm

Mineralmaterialu maisijums 0/45, h=15 cm

Salizturigs slanis, h=50 cm

Dabiga grunts vai pievesta smilts tranSejas aizbeérumam

Zaliena atjaunosSana

Melnzeme apséta ar zales se€klam, h=10 cm

Dabiga grunts vai pievesta smilts transejas aizb&rumam

NN A XA A XA X
\\\ AN \ A \\\\\\\\\\\
IRRNIRONRONRNNY,

Amats Vards, uzvards Paraksts | Datums Pasiititajs: Ventspils novada pa$valdiba, Reg.nr.: 9000052035 /«\
Skolas iela 4, Ventspils, LV-3601 —
_ »h YVoicehorvic WM tesanas
Objekts: Udenstorna "Varves Gdenstornis" parbiive Varves ciema, Jura 4i " WSI A e
o . e Varves pagastd, Ventspils novada Reg. Nr. 43603064850, Akmenu iela 28
Biivprojekta d.v. | Laila VoitiSka 06.15. Telgava, LV-3004, tol 20472256
Izstradaja Laila Voitiska 06.15. | Objekta adrese: Udenstornis "Varves @denstornis", Varves ciema, Ventspils novada Biivkomersantu Reg.Nr.: 11913
Raséjuma nosaukums: Stadija: BP  |Marka: UKT
: X - Lapa: UKT- :
Liguma Nr.: SL/2015 Segumu atjauno$anas shémas apa: UKT-6] Lapu sk.

MEROGS: B.M.




GRIEZUMS 1-1

GRIEZUMS UZ AUGST.

+1,000

GRIEZUMA 1-1 FRAGMENTS

%

27.700 6350 = Siju rezgis no
1. . ) Lo TUB 140/70/6mm
B Paredzétais maksimalais
ddens limenis
Stiprinajumi/atsaites
(precizét bavniecibas laika =
atbilsto$i rezervuara konstr.)
o
o
58
3 B 2
0
N~
Projektétais rezervuars
N (nerCiséjo3a térauda tvertne)
Blivslégi (ap caurulém)
—{3600 o -
4600 Projektéta monolita
L L 5
1 = dzelzsbetona balstplatne
18.000 DS = L
- N }
i <
250 28 0
Esosa monolita
§ dzelzsbetona balstplatne
N
Starpatloku puspagrieziena ] 15.800
varsts Dn200 Al A i
Starpatloku puspagrieziena ﬁ7 -
varsts Dn150 ™ 7/
3
Starpatloku puspagrieziena N e
varsts Dn100 ,Z 14.000
A < d
(o]
12.200 N
Kompensators ' I Esosa silikatkiegelu miris
caurulei, Dn 200 R
N 9
10. - )
PE caurule Dn 160, :|7
PN16, siltinata — K
adobd S
- e
- 8.600
K :I
o
o
[ce)
6.800 A
< PE caurule Dn 200,
PN186, siltinata
o
o
®
5.000 A PE caurule Dn 200,
|7 a L siltinata
N ° Spiediena sensora caurule - neriségj.
A =3 teérauda caurule d. 1" - 10 cm un
3.200 Yok 1/2"- 10 cm, kopé&jais L=20 cm
Spiediena sensora caufule . nerusgj. | s Mehaniskais manometrs ar kranu
1/2"- 10 cm, kopéjais L=20 cm ] Paraugu nemsanas krans d.10
Mehaniskais manometrs ar kranu o
Paraugu nemsanas krans d.10 3 Starpatloku puspagrieziena
Aizbidnis Dn100 - 1.400 varsts Dn200
Lodveida krans Dn50 3 L N
s Aizbidnis Dn100
Térauda caurule Dn100
0.00=6.10 a S|  PE caurule Dn110, PN16
a ey | —"(Iidz horizont. pagriezienam)
| ¥ Wz
PP Dn160 g, i
£~ i Térauda aizsarg&aula
t. 5,40 \ | Dn200, ar centrgjosam starplikam
-0,70

Térauda aizsargcaula
Dn250, ar centréjosam starplikam

atdzelZoSanas stacijas
Pirms pievienoj.uzstadrt aizbtdni d.100*
(pievienoj.precizét bavniecibas laika)

Pirms pievienojuma pie iztuk§o$anas
akas, uz kanalizacijas vada izbavét sifonu
Dn160

5.000 H
I 7 N
SRS o
% /‘ 8
3.200 A
t 1 k
o | Spiediena mérisanas vadibas
| | & | panelis ar GPRS modemu
: — > 1.400
| | N
o | Vajstravas signala kabelis
0.00=6.10 i I
¥ W
Térauda aizsargcaula
Dn160, ar centréjosam starplikam
]

Térauda aizsargcaula
Dn200, ar centréjosam starplikam

Pasiititajs: Ventspils novada pagvaldiba, Reg.nr.: 9000052035
Skolas iela 4, Ventspils, LV-3601

Yoiceds

_ e
Objekts: Udenstorna "Varves tidenstornis" parblive Varves ciema, ”

Varves pagasta, Ventspils novada

| ——e |
Z 6axﬁ/¢q'eé/f' b
SIA

£ ¢4
Reg. Nr. 43603064850, Akmenu iela 28,
Jelgava, LV-3004, tel. 29472256

Bavkomersantu Reg.Nr.: 11913

Objekta adrese: Udenstornis "Varves fidenstornis”, Varves ciema, Ventspils novada

Amats Vards, uzvards Paraksts |Datums
Bavprojektav. | J.VoicehoviCs 05.15.
Biivprojekta d.v. | Laila Voitiska 05.15.
Izstradaja Laila Voitiska 05.15.

Liguma Nr.: SL/2015

Ras&juma nosaukums: Stadija: TP | Marka: UK

Lapa: UKT-7|Lapu sk.: 7

Udens torna apsaistes

shémas MEROGS: 1:100




NI NEENEEN

Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

3. dala — InZenierrisinajumu dala

3.3 sadala — Elektroapgade, p&cuzskaite

Sadalas saturs
Visparigie raditaji, EL-1;
Principiala shéma, EL-2;
Plans ar zem&juma kontiiru, EL-3;

Udenstorna el. iekartu griezums, EL-4.



Visparéjie noradijumi:

1. Tehniskais projekts izstradats uz arhitektiiras dalas planiem, ieverojot pastavosas celtniecibas normas,
LBN un EIN.

2. Ekas ieksgjo el. tiklu instalaciju izpildit ar NYM markas kabeli (segti, zem apmetuma vai virs
apmetuma: penalos, aizsargcaurul€s vai pa kabelu plauktiem), saskana ar ras€jumiem.

3. Rozetes uzstadit 1.0m augstuma no gridas, slédzus - 1.0m augstuma no gridas.
Sledzi pie ieejas durvim uzstadit 1.5m no zemes limena.

4. Projekt€jamo telpu apgaismoSanu izpildit ar gaismekliem, kuru markas izvélas pasiititajs péc projekta
uzraditiem parametriem un aizsardzibas klases.

5. Sigmallampas ieslegSanas veidu (fotorelejs vai laika relejs) precizét montazas laika.

6. Specifikacija noradito iekartu un materialu nomaina ir iesp&jama ar citam analogam iekartam un
materialiem.

7. Elektromontazas darbus veikt saskana ar "Elektroietaisu izbiives noteikumiem" un citam pastavosam
instrukcijam.

Zibensaizsardziba.

1. Saskana ar LBN 201-10 "Biivju ugunsdrosiba" un LVS EN 62 305-3+AC &ka atbilst
zibensaizsardzibas III kategorijai.

2. No tieSiem zibens sp&rieniem objekts tiek aizsargats ar jumta uzstadito pasivo
aizsardzibu. Parédzets vertikalais zibens uzstvérgjs (uz jumta), kuram ir
nepartraukta elektriska k€de ar zem&juma kontiiru.

3. No zibensuztvergja paredzet vertikalus stravas novaditaji (2 gab.) no cinkota
apaldzelzs @8mm, kurus pieslégt pie zeméSanas kontiira.

4. ZeméeSanas kontiiru izveidot no vertikaliem 6m gariem elektrodiem, tos savienojot
sava starpa ar cakota t€rauda d.20 cauruli. ZeméSanas kontiiru guldit ~1,0 m
dziluma no zemes virsmas un 0.5m no citam inZenierkomunikacijam.

Pirms zemesanas konttira guldiSanas krustojuma vietas ar citam
inZenierkomunikacijam - visas esoSas inzenierkomunikacijas atSurfét un
precizeét zeméSanas kontiira izvietojumu.

5. Zibensaizsardzibas zem&uma kontiira pretestibai nedrikst parsniegt 10 Omu ( R<10
Q). Nepietieckosas pretestibas gadijuma iedzit papildus elektrodus.

6. Visi savienojumi zem zemes jasmere ar pretkorozijas pastu vai izmantot
pretkorozijas lentu.

Zemejums.

1. Visus proj. el. sadales atkartoti sazemet.

2. Zibensaizsardzibas elektrodus un kontiiru jasavieno ar galveno zem&juma kopni el.
sadalé GS ar diviem vadiem Cu-1x25mm?2.

3. Zemgjuma kontiira pretestibai nedrikst parsniegt 4 Omu. NepietiekoSas pretestibas
gadijuma iedzit papildus elektrodus.

4. Visus kabela plauktus, Gidens un apkures caurules, u.c. metala konstrukcijas
pievienot zeméSanas sist€émai. Visas €kas metala konstrukcijas jasavieno un
jasazemeé. Visus el.sadales un telekomunikacijas skapiSus pievienot zemesanas
sist€émai.

spriegums 0.4 kV

Darba raséjuma saraksts:

Lapa Nosaukums Piezime
EL-1 Vispargjie noradijumi

EL-2 Principiala shéma

EL-3 Plans ar zem&juma konttiru

EL-4 Udenstorna el. iekartu griezums

Tehniski ekonomiskie raditaji:

Kopgja uzstadita jauda, kW - 4,78

Kopgja aprekinata jauda, kW - 4,0
Aprekinata strava, A - 32A

BUVPROIJEKTA DAILLAS VADITAJA

ST BUVPROJEKTA ELEKTROTEHNISKAS DALAS RISINAJUMI

ATBILST LATVIJAS BUVNORMATIVU UN CITU NORMATIVO AKTU,

TEHNISKO VAI TPASU NOTEIKUMU PRASIBAM

18.05.2015.¢.

(DATUMS)

MARIJA KUDRJAVCEVA

(VARDS UN UZVARDS)

LEEA 70-0504

(SERTIFIKATA Nr.)

(PARAKSTS)

Izmantotie materiali:

- Aizsargjoslu likums;
- LBN - 008 - 14 "InZniertiklu izvietojums" MK noteikumi Nr. 574;
- Latvijas Energostandarts - 2000.g. - 2015.g.

Amats

Vards, uzvards

Paraksts

Datums

Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035
Skolas iela 4, Ventspils, LV-3601
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

4. dala — Ekonomikas dala

4.1 sadala — Iekartu, konstrukciju, materialu un buvdarbu apjomu
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Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

4. dala — Ekonomikas dala

4.1 sadala — Iekartu, konstrukciju un materialu kopsavilkums. Biivdarbu apjomu
saraksts

Sadalas saturs

v' lIekartu, konstrukciju un materialu kopsavilkums.

v Biivdarbu apjomu saraksts.



IEKARTU, MATERIALU UN BUVDARBU APJOMU KOPSAVILKUMS

Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035

Objekta nosaukums: Udenstorna ""Varves iidenstornis'' parbiive Varves ciema,
Varves ciema, Ventspils novada

Objekta adrese: Udenstornis "'Varves iidenstornis', Varves ciema, Ventspils
novada
Pasitijuma Nr. SL/2015

Nr.p.k. Veicamais darbs, materiali un to tehniskais raksturojums Mervien. | Skaits | Piezimes
ﬁdenstoma parbiive, apdare

1 |Durvju demontaza gab. 2,00

’ Tele.:korflumkacuu antenu parneSana, nodroSinot to darbibu pagaidu oab. 2.00
novietné

3 |Tvertnes demontaZa ar autopacélaju gab. 1,00
Ieksgjo kapnu laukumu un argja laukuma cirsti vilkto lokS$pu seguma )

4 _y m 9,70
demontaza

5 |Zemes norakSana apmales un lievena izveidei m’ 1,00

6 |Grunts blietéSana m> 6,40

7 |Dolomita skembu (frakcija 0-32mm) klajuma izveide m 0,65

8 [Skembu blietésana m’ 6,40

9 [Stiegru siets @6mm B500B s100x100mm lievenim kg 3,40

10 |Monolita betona C12/15 apmales un lievena izveide m’ 0,55
EsoSas betona gridas demontaza jaunbiivéjamas gridas "piraga" 3

11 .. _ m 2,10
biezuma

12 |Grunts blietéSana m> 6,20

13 |Dolomita skembu (frakcija 0-32mm) klajuma izveide m 1,25

14 gl,(embu blietéSana m> 6,20

15 |Betona C8/10 izlidzinosas kartas izbtive gridai m> 0,31

16 |Hidroizolacijas izbiive gridai, pléve 0.2mm m’ 7,40

17 |Stiegru siets @6mm B500B s100x100mm lievenim kg 26,00

18 [Betona C 16/20 slana izbiive gridai m’ 0,50
Ieksgjo kapnu, argja laukuma metala konstrukciju tiriSana ar smilSu 5

19 _ m 56,10
striklu

20 |Ieksgjo kapnu, argja laukuma metala konstrukciju gruntéSana m’ 56,10
Ieksejo kapnu, argja laukuma metala konstrukciju krasoSana ar )

21 o . . _ m 56,10
nodilumizt., mitrumizt. krasu
Cinkota metinata SP rezga SP 34x38/30x4 montaZza iek$¢jo kapnu 2

22 . e m 9,70
laukumiem un aréjam laukumam

3 Udenstorna kiege]u miira Suvju un driiposSo mira dalu attiriSana, o 60.00

iekStelpas dala




Udenstorna kiegelu miira Suvju aizpildisana ar smalkgraudainu 2

24 . L m 60,00
cementa javu, iekStelpas dala
Udenstorna kiegeJu miira Suvju un driipo$o mira dalu attirisana, 2

25 | m 77,00
artelpas dala
Udenstorna kiegelu miira Suvju aizpildisana ar smalkgraudainu )

26 . _ m 77,00
cementa javu, artelpas dala
EsoSas betona balstplatnes stiegrojuma attiriSana un parklasana ar )

27 . . _ m 6,10
jaunu betona aizsargkartu
EsoSu durvju metala parsedzu attiriSana no riisas, gruntéSana un 2

28 _ . _ m 1,00
krasoSana ar aizsargkrasojumu

29 |Siltinatu metala durvju montaza gab. 2,00

30 |Arsienas grunté, uzklaj cementa kalku apmetuma pamatkartu m’ 155,50
Arsienas grunt€ un apmet ar dekorativo apmetumu ar “akmentinu” 2

31 _ m 155,50
faktiiru, grauds 2,0 mm
Arsienas grunté un kraso ar fasazu krasu mineralam virsmam uz )

32 | ... _ m 155,50
silikona sveku bazes

33 ReZgim ar Gidenstorna tverni izbiivé apdari no trapecveida profilétam 5 125.50
skarda loksném T15 ar PURAL parklajumu m ’

34 Kvavdratvelda caurule 40/40/3mm, L=1150mm (M-1 margas uz rezga aab. 21,00
augsas)

35 |Kvadratveida caurule 40/40/3mm, L=1150mm kg 61,30

36 (Stieni d14mm (M-3), >26.4 m kg 44,30
Margu konstrukcijas gruntéSana, krasoSana ar nodilumizturigu )

37 . o _ m 7,50
mitrumizturigu krasu

Piezimes:

1. Materialu komplektaciju veikt atbilstosi izstradatajam projektam, razotajfirmu un LR normativo
aktu nosacijumiem.

2. Sos darbu un materialu apjomus skatit kopa ar projekta dokumentaciju.
3. lzstradajot piedavajumu bldvuznéméjam rdpigi japarskata projektu un apjomos jaieklauj art
neuzraditie darbi un materiali, lai kvalitativi veiktu badvniecibu atbilstoSi konkréta bldvuznéméja

pielietotajai tehnologijai, un bez kuriem nebdtu iespéjama bavdarbu tehnologiski pareiza un spéka
eso$ajiem normativiem atbilsto$a veikS§ana pilna apjoma!

4. Mirésanai nepiecieSamo javas daudzumu pielaujams noteikt procentudli no kiegelu apjoma,
ievérojot razotaja noradijumus! Darbu veidiem, kuriem uzradita tilpuma mérvieniba, tilpums dots
materialiem bliva veida! Materialu aprékinos nav nemti véra parlaidumi un atgriezumi. Apjomi
apréekinati uz tiro daudzumu, kadus uzrada garumu, platibu un tilpumu meri.

5. Demontéjamo elementu apjomus precizét daba!

6. Skarda elementus jumtam izvéléties ar Pural parklajumu. Izmantojama skarda biezums 0.5mm

7.Visas atsauces uz materialu un izstradajumu izgatavotaju firmam, kuras noraditas bavprojekta,
liecina tikai par bdvprojekta pielietoto materialu un izstradajumu nepiecieSamajiem tehniskas
specifikacijas parametriem. Ir iesp&jama noradito materialu un izstradajumu nomaina pret
analogiem materialiem vai izstradajumiem.

Sagatavoja: A. Seipulans



IEKARTU, MATERIALU UN BUVDARBU APJOMU KOPSAVILKUMS

Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035
Objekta nosaukums: Udenstorna ""Varves iidenstornis'' parbiive Varves ciema,

Objekta adrese: Udenstornis "'Varves iidenstornis', Varves ciema, Ventspils
Pasitijuma Nr. SL/2015

Nr.p.k.| Veicamais darbs, materiali un to tehniskais raksturojums | Meérvien. | Skaits | Piezimes
1.STIEGROJUMA SPECIFIKACIJA

1 |Balstplatne augsgjais siets, stiegras d10 BSO0B kg 99,49

2 |Balstplatne apaksgjais siets, stiegras d10 B5S00B kg 195,11

3 |Aptveres, stiegras d6 B500B kg 5,25

2. TERAUDA ELEMENTU SPECIFIKACIJA, REZGIS ANTENU STIPRINASANAI
1 |-200/200/8mm (R-1) kg 39,87
2 |TUB 60/60/4mm (R-2) kg 729,51
3 |TUB 50/50/4mm (R-3) kg 282,53
4 |TUB 50/50/4mm (R-4) kg 234,35
5 |TuB 140/70/6mm (R-5) kg 244,87
6 [TUB 140/70/6mm (R-6) kg 76,08
7 |TUB 140/70/6mm (R-7) kg 74,82
8 |TUB 140/70/6mm (R-8) kg 37,23
9 |TUB 140/70/6mm (R-9) kg 260,62
10 |- d8775/5mm (R-10) kg 2271,54
11 [TuB50/30/2.5mm (R-11) kg 67,68
12 |TUB 50/30/2.5mm (R-12) kg 6,77
13 [TuB 30/30/2mm (R-13) kg 26,88
14 |Apalstienis %%C10mm (R-14) kg 30,85
15 |-30/1950/5mm (R-15) kg 25,31
16 |TUB 50/50/4mm (R-16) kg 8,18
17 |$89/4mm (R-17) kg 146,65
3. BALSTPLATNES VEIDNU MONTAZA, DEMONTAZA
1 |Balstplatnes veidnu montaza, demontaza m’ 12,80
4. AREJAS PLATFORMAS PAPLASINASANA
1 [UPE 160 | ke | 49,3|
5. BETONA APJOMI
1 |Balstplatne, betons C25/30 m’ 4,18

Izstradaja: A. Seipulans



Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035
Biives nosaukums: Udenstorna ,,Varves iidenstornis” parbiive Varves ciema, Varves pagasta, Ventspils novada

Objekta adrese: Udenstornis ''Varves iidenstornis'', Varves ciema, Ventspils novada
IS - Iekartu un materialu specifikaija

Nr.p.k. |[Nosaukums Mervien. | Daudzums |Piezimes
Iek$éjais iidensvads - Ul

1 [Keta atloku aizbidnis Dn100 gab 2
2 |Lodveida krans Dn50 gab 1
3 |Paraugu nemsanas krans d.10 gab 1
4 |Mehaniskais manometrs ar kranu kpl 1

Spiediena sensora caurule - neriisgj. t€rauda caurule d. 1" - 10 cm un

1/2 "- 10 cm, kopgjais L=20 cm, komplekta ar spiediena indikatoru
5 Juc. kpl 1
6 PE caurule Dn 160, PN16 m 27
7 PE caurule Dn 200, PN16 m 19
8 Siltumizolacijas ¢aula ap PE cauruli Dn160 m 19
9  |Siltumizolacijas ¢aula ap PE cauruli Dn200 m 19
10 |[Stiprindjuma kronsteini caurulei Dn160, siltinatai gab 27
11 |Stiprinajuma kronsteini caurulei Dn200, siltinatai gab 19
12 |Kompensators caurulei Dn160 kpl 2
13 |Kompensators caurulei Dn200 kpl 2
14 |Piltuve stiprinama uz PE caurules Dn160 gala, Dn160 x 300 gab 1
15 |Spiediena mériSanas vadibas panelis ar GPRS modemu kpl 1
16 |PE elektrometinams Iikums Dn110 gab 2
17  |PE elektrometinams Itkums Dn160 gab 1

Caurulvadu montazas materiali, blivéjums, blivslégi starp caurules
18 |arsienu un Gidens torna membranu, savienojumi, Iikumi u.c. kpl 1

Aréjais iidensvads - Ul

1 |Remontuzmava ar atloku Dn100 gab 2
2 |PE tidensvada caurule Dn110 m 2
3 Grunts izrakSana ar rokam m 3,6
4 |Esosa udensvada caurules demontaza m 2
5 |Smilts pab&ruma grunts, iestrade zem tidensvada caurules m’ 1
6 |Liekas grunts transports m’ 2,6
7  |Seguma atjaunoSana m’ 4

Saliekamo elementu cinkota t€rauda tidens tvertne, V=80 m3,

diametrs 3,6 m, augstums 8,4 m, izklata ar hermé&tisku membranu (CE

markgéjums 0402-CPD-470301 un 0402-CPD-470302), tvertne

siltinata, apSiita ar dekorativo apSuvumu. Tvertne siltinata no
8 [|iekSpuses ar 50* mm putupolistirolu. kpl 1 Skat. AR, BK sadalas

Elementi saliekamo elementu neriiséjosa te€rauda tidens tvertnes,

V=80 m3, diametrs 3,6 m, augstums 8,4 m, izklata ar hermétisku

membranu montaZai un aprikosanai: siltumizlacija, apSuvuma
9 |materials, apkalpes lika, apkalpes tiltin§, margas, trepes u.c. Skat. AR, BK sadalas
10 |T@érauda aizsarg€aula Dn160, ar centrgjosam starplikam m 1,0
11 |Terauda aizsargcaula Dn200, ar centrgjo$am starplikam m 1,0

Aréja iidenstorna iztuksoSanas/parpliides kanalizacija K2

1 Kanalizacijas caurule Dn150, SN8 m 50
2 |Grunts izrakSana ar rokam m’ 8
3 Grunts izrakSana ar ekskavatoru m’ 102
4 |Smilts pab&ruma grunts, iestrade zem fidensvada caurules m’ 20




5 |Liekas grunts transports m’ 20

6 |Zalaja seguma atjaunoSana m’ 75

DN430 polietiléna monolitsienu skataka, H~1,14* m (skatit
garenprofilu un precizet biivniecibas laika), komplekta ar akas

pamatni, parsedzi, teleskopisko keta akas galvu, keta vaku u.c. kpl
8 |Divdaliga aizsargcaurule Dn110 m 5
Aizsarguzmava iebeton&Sanai caurulei Dn160 gab
Siltumizolacijas materials uzklajams virs pasteces kanalizacijas
10 |caurules Dn160 m 45
Piezimes:

Veicot tam&Sanas un buivniecibas darbus, Biivuzne@méjam skatities projektu visu kopuma ar Pasiititaja izdotu Darba
uzdevumu, Tehniskajiem noteikumiem, Iekartu, materialu un darbu apjomu specifikaciju, Bavprojekta visu dalu

1. ras@jumiem un SkaidrojoSo aprakstu
Izstradajot piedavajumu, buivuzn@mejam riipigi japarskata projekts un apjomos jaieklauj arT neuzraditie darbi un
materiali, lai kvalitativi veiktu biivniecibu atbilsto$i konkréta buvuznéméja pielietotajai tehnologijai, un, bez kuriem
nebiitu iesp&jama biivdarbu tehnologiski pareiza, un, speka esoSajiem normativiem atbilstosa, veikSana pilna

2.  apjoma.

3. Materialu komplektaciju veikt atbilstosi izstradatajam projektam, razotajfirmu un LR normativo aktu nosacijumiem.

4.  Projekta uzraditos materialus iesp&jams aizvietot ar Iidzvertigiem, ES sertificétiem attiecigas nozares materialiem.

Visi dati iekartu, konstrukciju un materialu kopsavilkuma doti orientgjosi tames sagatavoSanai. Biivdarbu apjomi var
5. tikt mainiti, saskanojot izmainas ar pasttitaju, bivuzraugu un autoruzraugu.

Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noraditas projekta, liecina tikai par

So izstradajumu un iekartu kvalitates un apkalpoSanas Iimeni. Noradito iekartu un materialu nomaina ir iesp&jama ar
6.  citam tehniski analogdm vai labakam iekartam un materialiem.

7.  Specifikacijas tabulu skatit kopa ar projekta risinajumiem.

Izstradajot piedavajumu biivuznémeéjam riupigi parskatit projektu un apjomos jaieklauj arT neuzraditie darbi un
materiali, lai kvalitativi veiktu biivniecibu atbilsto$i konkréta buvuznéméja pielietotajai tehnologijai, un bez kuriem
8.  nebitu iespgjama blivdarbu tehnologiski pareiza un spéka eso$ajiem normativiem atbilstoSa veikSana pilna apjoma.
Jaizmanto tikai tie buvniecibas materiali, kas parada augstu savienojamibu ar vidi un veselibu saistiba ar o
9.  materialu ieguvi, parstradi, transportéSanu, izmanto$anu un atkritumu apsaimniekoSanu.

10.  Visi materialu apjomi uzraditi neievérojot materialu atgriezumus.

Ja iekartu, konstrukciju un materialu kopsavilkuma nav noradita kada konkréta materiala kvalitates raditaji, to
11.  kvalitates un iestrades prasibas skatit projekta dokumentacija.
12.  *-izm@ri preciz&jami biivniecibas gaita

Izstadaja: J.VoicehoviCs



Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035

Biives nosaukums: Udenstorna ,,Varves iidenstornis” parbiive Varves ciema, Varves pagasta, Ventspils novada

Objekta adrese: Udenstornis ''Varves iidenstornis'', Varves ciema, Ventspils novada

BA - Biuivdarbu apjomu specifikaija

Nr.p.k. |Nosaukums Meérvien. | Daudzums (Piezimes
Iek$éjais iidensvads - Ul

Esosa tidenstorna stavvada d.200 un visu saistito detalu un elementu

1 demontaza pa posmiem m 18
Esosa tidenstorna stavvada d.400 un visu saistito detalu un elementu

2 demontaza pa posmiem m 18

1 Keta atloku aizbidnis Dn100, montaza gab 2

2 |Lodveida krans Dn50, montaza gab 1

3 |Paraugu nemsanas krans d.10, montaza gab 1

4 |Mehaniskais manometrs ar kranu, montaza kpl 1
Spiediena sensora caurule - neriisgj. térauda caurule d. 1" - 10 cm un

5 1/2 "- 10 cm, kopg&jais L=20 cm, montaza kpl 1

6 PE caurule Dn 160, PN16, montaZza tidens torni vertikala stavokli m 27

7 PE caurule Dn 200, PN16, montaza tidens torni vertikala stavokli m 19
Siltumizolacijas ¢aula ap PE cauruli Dn160, montaza tidens tornt

8 vertikala stavoklt m 19
Siltumizolacijas ¢aula ap PE cauruli Dn200, montaza tidens tornt

9 vertikala stavoklt m 19
Stiprinajuma kronsteini caurulei Dn160, siltinatai, montaZa tidens

10 |torni gab 27
Stiprinajuma kronsteini caurulei Dn200, siltinatai, montaZa tidens

11 |torni gab 19

12 |Kompensators caurulei Dn160, montaZza fidens tornt kpl 2

13 |Kompensators caurulei Dn200, montaza tidens tornt kpl 2
Piltuve stiprinama uz PE caurules Dn160 gala, Dn160 x 300, montaza

14 |tUdens torni gab 1
Spiediena mériSanas vadibas panelis ar GPRS modemu, montaza,

15 |pieslégSana, iereguléSana kpl 1

16 |PE elektrometinams Iikums Dn110, montaZa grunt - zem tdenstorna gab 2

17 |PE elektrometinams Itkums Dn160, montaZza grunti - zem tdenstorna gab 1
Cauru]vadu montazas materiali, blivéjums, blivslégi starp caurules

18 |arsienu, savienojumi, likumi u.c., montaza kpl 1

Aréjais iidensvads - Ul

1 Remontuzmava ar atloku Dn100, montaza transeja gab 2

2 PE udensvada caurule Dn110, montaZa tranSeja m 2

3 Grunts izrakSana ar rokam m 3,6

4  |Esosa tidensvada caurules demontaza m 2

5 Smilts pabéruma grunts, iestrade zem tidensvada caurules m’ 1

6 |Liekas grunts transports m’ 2,6

7  |Seguma atjaunoSana m’ 4




Saliekamo elementu cinkota térauda tidens tvertne, V=80 m’,
diametrs 3,6 m, augstums 8,4 m, izklata ar hermé&tisku membranu (CE
mark&jums 0402-CPD-470301 un 0402-CPD-470302), tvertne
siltinata, apSiita ar dekorativo apSuvumu. Tvertne siltinata no
iekSpuses ar 50* mm putupolistirolu. Tvertnes montaza ~20 m

8  |augstuma kpl 1 Skat. AR, BK sadalas
Elementi salickamo elementu cinkota térauda tidens tvertnes, V=80
m3, diametrs 3,6 m, augstums 8,4 m, izklata ar hermétisku membranu
montazai un aprikoSanai: siltumizlacija, apSuvuma materials,
apkalpes lika, apkalpes tiltins, margas, trepes u.c. Montaza ~20 m
9  |augstuma Skat. AR, BK sadalas
T@rauda aizsarg€aula Dn160, ar centrgjosam starplikam, montaza
10 [tranSeja - zem fidenstorpa m 1,0
Terauda aizsargaula Dn200, ar centrgjosam starplikam, montaza
11 [tranSeja - zem fidenstorpa m 1,0
Aréja iidenstorna iztukSoSanas/parpliides kanalizacija K2
1 Kanalizacijas caurule Dn150, SN8, montaza transeja 1,2 m dziluma m 50
2 |Grunts izrakSana ar rokam m’ 8
3 |Grunts izrakSana ar ekskavatoru m’ 102
4 |Smilts pab&ruma grunts, iestrade zem tidensvada caurules m’ 20
5 |Liekas grunts transports m’ 20
6  |Seguma atjaunoSana m’ 75
DN430 polietileéna monolitsienu skataka, H~1,14* m (skatit
garenprofilu un precizét biivniecibas laika), komplekta ar akas
pamatni, parsedzi, teleskopisko keta akas galvu, keta vaku u.c., akas
montaza kpl 1
8 |Aizsarguzmava iebeton&Sanai caurulei Dn160, montaza akas siena gab 1
Siltumizolacijas materials uzklajams virs pasteces kanalizacijas
9 caurules Dn160, montaZa transeja 1 m dziluma m 45
Divdaligas aizsargcaurules Dn110 montaZza ap kabeliem m 5
10 [Eso$o komunikaciju sk&rsojumi gab 4
Citi darbi, saistiti ar UK, UKT
"LMT, Bite un Kurzemes Datorcentrs" antenu stiprinajumu
izveidoSanu un antenu uzstadiSana kopa ar antenu TpaSnieku
1 |parstavjiem kpl 3 Skat. AR, BK sadalas
Esosas tidens torpa tvertnes demontaZza un jaunas, cinkota te€rauda
2 |tvertnes uzstadiSana kpl 1 Skat. AR, BK sadalas
3 |Argjo kapnu uzstadisana no neriis€josa materiala kpl 1 Skat. AR, BK sadalas
Ieksgjo kapnu tiriSana ar smilSu striklu, grunté€Sana un krasosana ar
4 [nodilumizturigu un mitrumizturigu krasu kpl 1 Skat. AR, BK sadalas
Esoso stavvadu demontaza un nomaina pret PE caurulvadiem ar Skat. UK, AR, BK
5  |diametru d.400 un d.160 mm kpl 1 sadalas
Vertikalo cauru]vadu siltinaSana no torna tvertnes Iidz fidens torpa
6 [gridai kpl 1 Skat. UK sadalu
7 Caurulvadu un noslégarmatiiras (d.160 un d.400 mm) nomaina kpl 1 Skat. UK sadalu
8  [Personala apmaciba, pazinoSanas sisteémai st 1
9  |Personala apmaciba, apsardzes sisteémai st 1
PazinoSanas sistémas par fidens Iimeniem Udens tornim uzstadisana,
montaza, iereguléSana, signala nosttiSana sms veida uz ~3
10 [mobilajiem talrugiem kpl 1




Apsardzes sistémas fidens tornim uzstadiSana un montaZa: durvju
sensors, kustibu sensori torna iekStelpa, signals, autonoms baroSanas
11 |bloks, signala nosiitiSana sms veida uz ~3 mobilajiem talruniem kpl 1
Biivlaukuma sagatavoSana un uzturé$ana: informacijas
stendaizgatavoSana un montaza, pagaidu Zoga montaza,
parvietojamas tualetes noma, pagaidu elektribas pieslegums,
12 |konteineru transporté$ana u.c. kpl 1
LabiekartoSana, buvlaukuma sakartoSana, zalaja atjaunoSana, bedru,
autoamsinu un citas smagas biivtehnikas riepu/kapurzkezu risu
izlidzinaSana u.c. darbi saistiti ar labiekartoSanu péc biivniecibas
13 |pabeigSanas m’ 1580
Bridingjuma zimesu "NepiederoSie ieeja aizliegta!" izgatavoSana un
14 |uzstadiSana gab 1
Pienakosa caurulvada nomaina no tidens torna lidz pievienojuma
15 |akai, aptuveni 2 m no torna tvertnes, izveidojot jaunu idensvada kpl 1 Skat. UK sadalu
Piezimes:
Veicot taméSanas un biivniecibas darbus, Biivuznémeéjam skatities projektu visu kopuma ar Pasiititaja izdotu Darba
uzdevumu, Tehniskajiem noteikumiem, Iekartu, materialu un darbu apjomu specifikaciju, Biivprojekta visu dalu
1. ras€jumiem un SkaidrojoSo aprakstu
Izstradajot piedavajumu, biivuznémejam riipigi japarskata projekts un apjomos jaieklauj arT neuzraditie darbi un
materiali, lai kvalitativi veiktu biivniecibu atbilsto$i konkréta buvuznéméja pielietotajai tehnologijai, un, bez kuriem
nebiitu iesp&jama biivdarbu tehnologiski pareiza, un, spéka esoSajiem normativiem atbilstosa, veikSana pilna
2. apjoma.
3. Materialu komplektaciju veikt atbilstosi izstradatajam projektam, raZotajfirmu un LR normativo aktu nosacijumiem.
4.  Projekta uzraditos materialus iesp&jams aizvietot ar Iidzvertigiem, ES sertificétiem attiecigas nozares materialiem.
Visi dati iekartu, konstrukciju un materialu kopsavilkuma doti orient&josi tames sagatavoSanai. Biivdarbu apjomi var
5. tikt mainiti, saskanojot izmainas ar pasiititaju, blivuzraugu un autoruzraugu.
Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noraditas projekta, liecina tikai par
So izstradajumu un iekartu kvalitates un apkalpoSanas Itmeni. Noradito iekartu un materialu nomaina ir iesp&jama ar
6.  citam tehniski analogdm vai labakam iekartam un materialiem.
7.  Specifikacijas tabulu skatit kopa ar projekta risinajumiem.
Izstradajot piedavajumu biivuznémejam rupigi parskatit projektu un apjomos jaieklauj arT neuzraditie darbi un
materiali, lai kvalitativi veiktu biivniecibu atbilstosi konkréta buivuznéméja pielietotajai tehnologijai, un bez kuriem
8.  nebitu iespgjama blivdarbu tehnologiski pareiza un speka eso$ajiem normativiem atbilstoSa veikSana pilna apjoma.
Jaizmanto tikai tie biivniecibas materiali, kas parada augstu savienojamibu ar vidi un veselibu saistiba ar So
9.  materialu ieguvi, parstradi, transporté$anu, izmanto$anu un atkritumu apsaimniekoSanu.
10.  Visi materialu apjomi uzraditi neievérojot materialu atgriezumus.
Ja iekartu, konstrukciju un materialu kopsavilkuma nav noradita kada konkr&ta materiala kvalitates raditaji, to
11.  kvalitates un iestrades prasibas skatit projekta dokumentacija.
12.  *-izmeri preciz&jami biivniecibas gaita

Izstadaja: J.VoicehoviCs




Pasititdjs: Ventspils novada pasvaldiba

Objekts: Udenstorna "Varves iidenstornis"parbiive Varves ciema , Varves pagasta, Ventspils novada

Sastadits: Marija Kudrjavceva

Materialu specifikacija Nr.1-elektroapgaismosana

Materiali
1 Kabelis MMJ-3x2.5 mm2 PVC d.20 m 10
2 Kabelis MMJ-3x2,5 mm2 penalt m 240
3 Kabelis NHxCH-FE -180/90 mm?2 (aizs. caurule EVOEL ) m 30
4 Gaismeklis 2x18 IP 44 (torn1) gab. 5
5 Gaismeklis ar iebivétu akumulatoru(tornT) gab. 2
6 Gaismeklis ""sienas plafons"" 1x60w IP65 (balkons, ieeja) gab. 4
7 Gaismeklis "Izeja"1x8 w komplekta ar spuldzi (torni) gab. 2
8 Signallampa 2x75w IP65 (virs torna) gab. 1
9 Konstrukcijas izgatavoSana signalampas uzstadi§anai gab. 1
10 Nozarkarba gab. 13
11 Sledzis vienpoligs hermetisks 10A 230V gab. 4
12 Sledzis komplekta ar fotorel&ju signallampas vadiSanai kompl. 1
13 Karba sledzu gab. 5
14 Penals 20x30 m 100
15 Gofréta caurule d.20 m 10
16 Lampa ekonomiska 60 W 230V gab. 4
17 lampa luminiscgjosa 18 w 230V gab. 10
18 PVC caurule d20mm m 10
19 Aizsargcaurule EVOEL (UV izturigd) d25 ( pievads signallampai m 20
un balkona apgaismojums)
20 Paligmateriali el. mont.darbiem kompl. 1

Sagatavoja : M. Kudrjavceva



Pasititdjs: Ventspils novada pasvaldiba

Objekts: Udenstorna "Varves lidenstornis"parbiive Varves ciema, Varves pag. , Ventspils nov.

Sastadits: Marija Kudrjavceva

Materialu specifikacija Nr.2 -spéka el. lekarta

Materiali

1. Kontakts divpoligs ar treSo zem. spaili hermetisks 250V 16 A P44 gab 5

2 Karba kontaktiem gab. 5

3 Kabelis MMJ-3x2,5 mm?2 penali m 40
4 Kabelis MMJ-5x4.0 mm2 penali m 35
5 Terauda konstrukcijas el. montazas darbiem kg 30
6 Sadalne ar ievada ap. 25A (GS-pr.): BI0OA- 2 gab.,C16Ax4 gab., kompl. 1

7 3C16A -1 gab. ; nopl aut.(1)2- gab. .

8 Sadalne ar ievada ap. 20A (SS-pr.): B10A- 2 gab.,C16x4 gab., kompl. 1

9 nopl aut.(1f)-1 gab.

10 Penals 60x40 m 65
11 Atkartotajs zem&jums gab. 1
12 Paligmateriali kompl. 1

13 Elektriskie merijumi obj. 1

Sastadija: M. Kudrjavceva




Pasititdjs: Ventspils novada pasvaldiba

Objekts: Udenstorna "Varves didenstornis"parbiive Varves ciema, Varves pag. , Ventspils nov.

Sastadits: Marija Kudrjavceva

Specifikacija Nr 3 - zeméjuma kontirs- aréja zibensaizsardziba

Montazas darbi

1 TranSejas rakSana zem&juma kontiiram m 20
2 Zaliena atjaunoS$ana kv.m. 24
3 Vertikalo elektrodu montaza - cinkots ter.d.20 L=1.5m gab. 12
4 Horizontalo elektrodu montaza cinkots tér.d20mm m 20
5 Cinkots t€rauds d.10 d50 caurulé m 4
6 Potencialu izlidzina§anaskopnes 12 v. montaza gab. 1
7 Zeméjuma vada HO 7V-K -1x25 montaZza (t.sk. penali L=10m) m 10
8 Zeméjuma vada HO 7V-K -1x25 galu apdare gab. 2
9 Merfjumu klemmes montaza kompl. 2
10 Kontaktu parejas pretestibas mérijjumi objekts 1
11 Zemé&jumu kontiiru pretestibas m&fjumi objekts 1
Materiali
1. Vertikalais zem&juma elektrods cink. t&r. D20(f. OBO Bettermann) gab. 24
2. Horizontalais zem&juma elektrods -cink. tér. d20 m 28
3 Zibensuztvergjstieple -cinkots te€rauds d§ m 70
4 Zeméjuma novaditajs -cink. t€r. d10( ZK piesleégs§anai) m 10
5 Caurule d50 m 4
6 Merfjumu spaile kompl 2
7 Smiltis celtniecibas kub.m 1.4
8 Zeméjuma kabelis $k. 25 kv.mm- HO -7V -K-1x25 m 10
9 materiali zaliena atjaunoSanai obj. 1
10 Kabe]u penalis 40x60 mm (ieksgjie tikli) m 10
11 Zibensnovedgja stiprinajums pie &kas konstrukcijam gab. 120
12 Stiprinajumi pie jumta kompl. 1
13 Zibensuztvergjs d=20 mm [=4.0m gab. 1
14 Zibensuztvergja stiprindjums uz jumta kompl. 1
15 Zeméjuma elektroda L=6m savienojumi ar apalSdzelzi gab. 3
16 Merklemme gab. 2
17 Universalas savienojuma klemmes gab. 20
18 Paligmatriali kompl. 1

Sastadija:

M. Kudrjavceva




Udenstorna ,,Varves tidenstornis” parbiive, Varves ciema, Varves pagasta, Ventspils novada

4. dala — Ekonomikas dala

4.2 sadala — Darbu organizeSanas projekts

Sadalas saturs

v Darbu organiz&Sanas projekts



/<(\ Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601
Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

DARBU ORGANIZACIJAS PROJEKTS

Darbu organizacija

Udenstorpa "Varves tdenstornis”" parblive Varves ciema, Varves pagastda, Ventspils

novada izstradata pamatojoties uz:
e Pasutitaja izsniegto darba uzdevumu;
e Ventspils novada pasvaldibas izsniegto buvatlauju Nr.9.8/2015/1Z 107;
e Komunikaciju turétaju Tehniskajiem noteikumiem.

Zemes gabala ar kop&ju platibu 0,04 ha, atrodas eso$s idenstornis. Udenstornim ir eso$a
piebrauktuve. Tiks rekonstruéts tdenstornis, paredzot esosa udenstorna rezervuara
demontazu, balstplatnes izbiivi, jauna rezervuara uzstadiSanu, kapnu atjaunoSanu, apdares
atjaunoSanu, reZga (antenu stiprinasanai) izbuvi.

Uzsakot biivdarbus, demontét esoSo Zogu ar vartiem un uzradita teritorija janorobezo ar
jaunu nozogojumu 1,5 metru augstuma, uzstadot 4 metru platus vartus pie iebrauktuves.
NoZogotaja teritorija esoSajiem kokiem, kuri atrodas tie$a biivdarbu zona, uzstadit aizsargus
(2,5 metru augstuma jaapliek délu vairogi). Buvdarbu generalplana noradits aptuvens $adu
koku skaits — nepiecieSamibas gadijuma tas var palielinaties.

Aizvedamo biivgruzu nogadasanai uz sertific€tu sauso atkritumu izgaztuvi, biivgruzu
savakSanai izvietot konteineru. Buvgruzu savakSanas konteineru vai transporta lidzeklu
novietnes paredzet darbu veikSanas projekta, nemot véra darba specifiku.

Biivniecibas darbus veikt vadoties péc projekta dota arhitektiiras un biivkonstrukciju
darbu apjoma.

Darbu veikSanas projekta izstradat autotransporta kustibas plans. Péc tdenstorna
rekonstrukcijas piebraucamais demont€jams.

NepiecieSams izvietot atseviSkas iidens tvertnes dzeramajam tdenim un atseviSku
tvertni biivdarbu veikSanai nepiecieSamajam tidenim.

Pirms biivdarbu uzsakSanas izveidot pagaidu pieslégumu elektrotiklam, péc
saskanoSanas ar pasutitaju.

Buvlaukuma izvietot vagonigu darbiniekiem, parvietojamo konteinertipa tualeti,
pagaidu biivmaterialu izvietoSanas zonu.

Lielgabarita materialu piegades objekta tiek organizé€tas saskanojot to laikus ar atbildigo
buvdarbu vaditaju un nemot veéra celtniecibas - montazas darbu grafiku, lai tiktu nodroSinata

kravas izkrausana, nekav€jot celtniecibas darbus.
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Biivdarbu kvalitates parbaude tiek veikta saskana ar Biivuzpéméja izstradatiem katra
darbu veida kvalitates kontroles planiem un Visparigo biivnoteikumu 5.6. pantu "Biivdarbu
veikSana un kvalitates kontrole".

Demontazas sagatavoSanas posma paredz€ts pa perimetru pargriezt esoSo tudens
rezervuaru divos ltmenos, saglabajot simetriski ¢etros punktos 800 mm garas nepargrieztas
joslas, kuras Iidz galam tiks pargrieztas tikai tad, kad to droSi tur€s autokrans. Visi
sagatavoSanas darbi droSibas apsvérumu dél javeic no iekSpuses, ieprieks izveidojot atveri
tvertnes apaksjoslas konusa.

Izskatot visas iespg€jamas nejausibas, Bluvuzpemeéjs ir nolémis demontazas darbiem
izmantot 220 T celtsp€jas autokranu, kura celtspgja 12 metru attaluma no savas ass un 56
metru augstuma ir pari par 20 T. Demontaza jaizmanto 8 metri garas kédes un stiprinajums
Cetros punktos. Stiprinajuma kronsteinus izgriezt uz plazmas no 12 mm loksnes un sertificets
metinatajs ar loka metinaSanu tos piemetina Cetras vietas uz mucas augSjoslas. Tvertnes
apaks§joslas konusu demontét ar 50 T autokranu un nobeiguma posma sagrieZot pa 6 m izcelt
vecos magistralos tidensvadus.

Biivlaukuma abi autokrani vienlaicigi neatradisies, viens autokrans biis uz tvertnes
demontaZzu, otrs — uz tvertnes montazu un uzcelSanu uz tidens torna.

P&c rezervuara demontazas to sagriezt un utilizet.

Demontaza var tikt veikta p&c visu instalaciju kabelu, ka art esosa SIA ,LMT”, SIA
,,Bite” un SIA ,,Kurzemes Datorcentrs” torna un antenu demontazas. Siem darbiem piesaistit
attiecigo uznémumu specialistus.

Pec tvertnes demontazas kopa ar Ekspertu veikt esoSa mira augSgala nestspgjas izpéti
un Ekspertam veikt eso$a mira augSagala nestsp&jas aprékinu. VElak veicama esoso stavvadu
demontaZza un jauno stavvadu montaza. Péc tvertnes demontazas veikt iekS€jo kapnu un
iekSejo/argjo laukumu tiriSanu ar smilSu striiklu. Tikai péc tam veicama jaunas tvertnes
balstplatnes izbtive. Tvertnes balstplatnes izbiive veicama atbilstoSi projektam. P&c tvertnes
beton€Sanas obligati nogaidams pilns betona cietéSanas cikls (28 dienas) un tikai tad veicama
jaunas neriis€josa te€rauda tvertnes montaza. Mont&jot tvertni obligati ieverot, lai péc tam
piestiprinamas ar&jas kapnes beigtos virs esosas aréjas platformas.

SIA ,,LMT” antenu stiprinajumu vieta tiek risinata Autoruzraudzibas kartiba, saskana ar
LMT prasibam un saskana ar SIA ,,LMT” tehniskajiem noteikumiem. P&c tvertnes montazas
veikt antenu stiprinaSanas rezZga montazu no cinkota térauda materiala. Antenu stiprinaSanai

nepiecieSama rezga izveidi veikt uz zemes, pacelot vieta salikta veida. Péc rezga montazas
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veicama ar&jo kapnu montaza no neraisgjosa térauda materiala. Antenu montaza uz rezga veikt
kopa ar antenu ipasSnieku parstavjiem. Veicot darbus noteiktaja augstuma, obligati ieverot
darba drosibu, izmantojot noteiktus drosibas lidzeklus. Veicot darbus augstuma, jaievéro MK
noteikumu Nr.526 "Darba aizsardzibas prasibas, lietojot darba aprikojumu un stradajot

=n

augstuma" (piepemti 09.12.2002.) prasibas. Objekta obligati nepiecieSams par darba droSibu
atbildigs cilveks. Torna zibens aizsardzibas sist€mu izveidot péc visu montazas, apdares darbu
pabeigSanas.

Jaunas LMT masta cinkotas térauda konstrukcijas karkasu paredzéts montét ar 50 T
autokranu uz zemes. Metala konstrukcijas montét uz vietas izmantojot skriivju stiprinajumus.
Pirms pacelSanas uz torna, konstrukciju uzlikt virsii uz jauno neriis€joSa t€rauda tdens
tvertnes un nostiprinat ta, ka to paredz projekts un papildus ¢etram kolonnam visa garuma tiek
nostiprinata cieta vate tada biezuma, lai sprauga starp rami un jauno tdens rezervuaru nebiitu
lielaka par 50 mm, $adi tiek izslégta iesp€ja, ka metala konstrukcijas var€tu sabojat jauno
tdens rezervuaru. LMT antenu stiprinajumu vieta tiek risinata Autoruzraudzibas kartiba,
saskana ar LMT prasibam (skatit tehniskos noteikumus Nr. C/28).

Jauna rezervuara un LMT masta konstrukciju paredzéts pacelt kopa. Ta kop&ja masa
neparsniedz 8 T tapéc pacelSana un montaza ar 220 T autokranu, kur§ 65 metru augstuma un
14 metru attaluma no savas ass sp&j pacelt 14 T ir drosa. Sie darbi ir veicami pie minimala
v€ja atruma. Bivdarbos paredz€ts izmantot divus autoceltnus, bet to vienlaiciga atrasanas
buvlaukuma nav planota, jo vienu paredz&éts izmantot pie demontazas darbiem, otru — pie
montazas.

Visiem montazniekiem ir jabit izgajuSiem veselibas parbaudes, stropétaju kursus un ir
jabiit atlaujam darbam augstuma. Pirms darbu veikSanas janonovada darba droSibas
instruktaza, ko javeic darba droSibas atbildigajam specialistam.

EsoSo torna gridas parsegumu paredz&ts tirit un izlidzinat ar izlidzinoSo masu. Pagraba
parsegums siltinams no apaksas klajot Itmjavu, liekot putupolistirolu EPS60 100mm biezuma
un tad klajot izlidzinoSo apmetumu uz stiklaskiedras sieta (b=5mm). Siltinajuma plaksnes
nostiprina ar dibeliem, to veic péc divam dienam kad sasaistas ITmjava. Pagraba parseguma
uzstadama jauna siltinata liika. Pagrabtelpas gridas, sienas nepiecieSams apstradat ar
hidroizolgjoSu materialu.

Demont€jamie materiali ir Pasttitaja ipaSums. Visi buvgruzi tiek utilizeti.

Uzsakot Udens torpa rekonstrukciju, atSurfét un precizét torna pamata pédas iebiives

dzilumu un platumu. Gadijuma, ja tas izmeri trauc€ izbuivét caurejosos tidensvadus atbilstosi
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tehniskajam projektam, nekav€joties izsaukt atbildigo Projektétaju un projekta ieviest

atbilstoSas izmainas, lai jaunos tdensvadus izbiivétu péc iesp&jas mazak bojajot esoSo torna

pedu.

Darba aizsardzibas plans

Darba aizsardzibas pasakumi veicami atbilstoSi §1 blivlaukuma darba aizsardzibas un

ugunsdro§ibas planam. Galvenais biivuznémeéjs darbus organiz€, ievérojot MK noteikumus

Nr.379 ,Darba vides iek$€jas uzraudzibas veikSanas kartiba” no 01.01.2002., LR ,,Darba

aizsardzibas likumu”, MK noteikumus Nr.92 ,,Darba aizsardzibas prasibas veicot buivdarbus”

no 25.02.2003. un MK noteikumus Nr.82 ,,Ugunsdrosibas noteikumi” no 21.02.2004.

Prasibas:

1y

2)

3)

4)

5)

6)
7)

8)

9)

Biivlaukuma galvenajam biivuznémeéjam ir jaizstrada:

a) leksgjas kartibas noteikumus,

b) Darba droSibas noteikumus,

¢) UgunsdroSibas un apsardzes noteikumus;
Ar izstradatajiem noteikumiem galvenais blivuzne€méjs iepazistina visas
blivniecibas procesa iesaistitas personas;
Bivuznémejs organizé visu darbinieku veselibas uzraudzibu saskana ar MK
noteikumiem Nr.219 ,Kartiba, kada veicama obligata veselibas parbaude” no
10.03.2009;
Katrai biivnieciba iesaistitai personai tiek veikta ievadinstruktaza, par ko atbildigs
buvdarbu vaditajs, noziméts saskana ar MK noteikumu Nr.323 , Noteikumi par
apmacibu darba aizsardzibas jautdjumos” prasibam. Biivlaukuma biroja jabiit
pieejamam visam instruktazam;
Biivlaukuma jaiekarto pirmas palidzibas sniegSanas vieta, atkariba no stradajoSo
skaita;
Jaievéro MK noteikumi Nr.125 ,,Darba aizsardzibas prasibas darba vietas”;
Saskana ar MK noteikumiem Nr.82 , UgunsdroSibas noteikumi”, biivlaukuma
jabut uzstaditam ugunsdzesibas iericém, noraditiem evakuacijas celiem;
Stingri jaievero MK noteikumu Nr.74 , Prasibas individualajiem aizsardzibas
lidzekliem, to atbilstibas novértéSanas kartiba un tirgus uzraudziba” prasibas,
seviSka uzmaniba pievérSama galvas aizsardzibas lidzekliem (kiverei);
Stingri jaievéro MK noteikumu Nr.526 ,,Darba aizsardzibas prasibas, lietojot darba

aprikojumu un stradajot augstuma” prasibas;
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10) Lietojot darba aprikojumu, jaievéro MK noteikumi Nr.44 ,Noteikumi par
minimalajam darba droSibas un veselibas aizsardzibas prasibam darba aprikojuma
lietosana™;

11) Visam iekartam, aprikojumam, individualajiem aizsardzibas lidzekliem jabiit ar
CE mark&jumu un lietoSanas instrukcijam;

12) JanodroSina MK noteikumu Nr.66 ,Darba aizsardzibas prasibas nodarbinato
aizsardzibai pret darba vides troksna radito risku” no 08.02.2003. ievéroSanu;

13) Bistamas iekartas péc MK noteikumu Nr.384 ,Noteikumi par bistamajam
iekartam” jaizmanto saskana ar LR likumu ,Par bistamo iekartu tehnisko
uzraudzibu’;

14) Biivuznémgéjs instrué darbiniekus par smagumu droSu parvietoSanu saskana ar MK
noteikumiem Nr.344 no 10.08.2002;

15) Ja nepiecieSams izmantot propanu, skabekli u.c. gazes balonus, jabit iekartotai un
atbilstosi marketai to noliktavai arpus &kas;

16) Bistamam kimiskam vielam jabiit aizpilditiem droSibas datiem, atbilstosi
,Kimisko vielu un kimisko produktu likumam”, un tiem jaatrodas btivlaukuma
biroja.

Visi pieminétie darba droSibas pasakumi ir mainami argumentétos apstaklos
(likumdoSanas, projekta izmainu gadijumos).

Darba aizsardzibas un droSibas tehnikas pasakumi

Biivniecibas objekta jabiit zinamai personai, kura atbild par darba drosibu. Atbildigais
par darba droSibu instru€ darbiniekus, kuri tiek pielaisti darbam objekta. Ja nepiecieSams, tiek
noformétas instrukcijas katram atseviskam darbu veidam.

Zemes darbos stingri jaievéro noteikumi. Ja zemes darbus veic vietas, kur atrodas
pazemes komunikacijas, darbus drikst uzsakt tikai péc tam, kad sanemta komunikaciju
ekspluatgjoso organizaciju atlauja un tehniskie noteikumi darbu veikSanai. Pirms darbu
uzsakSanas janosaka esoSo apakSzemes komunikaciju atraSanas vietas, janovieto atbilstoSas
noradijuma zimes. lerakumu nogazu slipumi jaieriko atbilstosi celtniecibas normam un
noteikumiem, janostiprina vertikalas nogazes. Zemes darbu norise jauzrauga biivdarbu
vaditajiem vai meistariem. Ekspluatéjamo komunikaciju tuvuma drikst rakt tikai ar lapstam,
izvairoties no asiem triecieniem. Aizliegts lietot trieciena instrumentus. Ja, veicot zemes

darbus, atklajas darba ras€jumos neparedz€tas pazemes biives vai priekSmeti, tad darbi
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nekavejoties japartrauc [idz bridim, kameér nav noteikts, kas tie par prickSmetiem, un sanemta
atlauja darbu turpinat.

Darba aizsardziba

Darba aizsardzibas pasakumiem janodroSina stradajoso veselibai drosi darba apstakl]i.

Objekta jabiit norikotam atbildigajam par darba aizsardzibu, kuram jaorganizé
stradajoSo instruktazas darba droSiba. Jalikvidé raZoSanas traumu cé€lonus, jakontrol€
celtniecibas organizaciju razoSanas un tehnisko dienestu darbibu raZzoSanas apstaklu
uzlabosana, pilnveidojot drosibas tehniku un aizsardzibas Iidzeklus, ka arT izstradat un realizet
organizatoriski tehniskos un sanitari higieniskos pasakumus razoSanas traumu un arodslimibu
novérSanai un razoSanas kultliras paaugstinasanai.

Galvena uzmaniba japieverS masinu, mehanismu un instrumentu bojajumiem, nedrikst
tos nepareizi ekspluatét. Nedrikst biit bojati bistamo vietu nozogojumi, vai to vispargjs
iztratkums. Nav pielaujama nekartiba darba vietas, vai pieblivétas ejas, nepietieckams
apgaismojums, signalizacijas trilkums. Nepielaujama stradnieku nostitiSana darba, ja nav
veikta darba droSibas instruktaza. Nedrikst biit nepietieckami kvalificeéta darbu
inZeniertehniska sagatavoSana un vadiSana.

Darbu veikSanas projektos japaredz un buvlaukumos javeic noteikti ugunsdroSibas
pasakumi: jaiekarto pagaidu vai pastaviga ugunsdz€Sanas idensapgade. AtbilstoSi
ugunsdrosibas prasibam jaizvieto pagaidu €kas, raZoSanas iekartas un pievadceli, jaieriko
telefona sakari, biivlaukumos jaizvieto ugunsdz€sibas piederumu stendi, ja nepiecieSams,
javeic vél citi pasakumi.

Darbu veikSanas projekta jabit ieklautam:

Biivdarbu generalplanam,

SkaidrojoSam aprakstam,

Sagatavosanas darbu un biivdarbu aprakstam,
Darbu veikSanas kalendarajam grafikam,
Biivdarbu tehnologiskajam shémam,

Biives nosprausanas darbiem,

NepiecieSamo specialistu sarakstam,

Biivmasinu, tehnologiska un montazas aprikojuma sarakstam,

A S e

Galveno buvmasinu darbu grafikam,

10. Pagaidu konstrukciju risinajumiem,
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11. Darba aizsardzibas, droSibas tehnikas, raZoSanas higi€nas un ugunsdroSibas
pasakumu tehniskiem risinajumiem,

12. Darbaspéka kustibas grafikam.
Darbu veikSanas projektam jaatbilst LBN 310-05 noteiktajam prasibam.

Izstradaja:

UKT inZeniere: L.Voitiska

PIELIKUMS



Pas)

Pasiititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601
Objekts: Udenstorna "Varves fidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

DARBA AIZSARDZIBA LIETOJAMAS ZIMES

4.1. degosa viela

4.2, eksploziva viela  4.3. toksiska viela

>

4.4. kodiga viela

vai ugunshistama vai spradzienbistama

telpa

>

4.5. radioaktiva

viela vai joniz€joss

starojums

49. vispareja

>

4.13. specigs
magnétiskais lauks

[>

4.17. zema
temperatura

telpa

[>
>
>

4.7. iek$ejais 4.8. bistami,
transports elektriba

4.6. uzmanibu,
pacelta krava

[>
>
>

4.10. lazera stars 4.11. oksidejosa 4.12. nejonizejosa

>
>
B>

4.14. uzmanibu, 4.15. uzmanibu, 4.16. biologiskais
§l,(ér§!i nelidzens risks

;.na!k

4.20. sastatnes

>
>

4.18. kaitiga vai 4.19. eksploziva
kairinoSa viela* vide
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A\ A

4.21. uzmanibu, 4.22, uzmanibu,
pakapiens slidens

4.25. uzmanibu, 4.26. augsta 4.27. uzmanibu, 4.28. uzmanibu,
kritosi objekti temperatiira karsta virsma karsts tvaiks

° .

6.1. jalieto 6.2. jalieto 6.3. jalieto dzirdes 6.4. jalieto

aizsargbrilles aizsargkivere aizsardzibas lidzekli gazmaska,
respirators

6.5. jalieto 6.6. jalieto 6.7. jalieto 6.8. jalieto sejas

darba apavi aizsargeimdi aizsargkostims aizsardzibas
lidzekli

.] .dﬁ

6.9. jalieto 6.10. jalieto 6.11. jalieto 6.12, jalieto
aizsargjosta respirators antistatiski apavi sejas maska
6.13. gajeju cel’ 6.14. vispariga

(marsruts) rikojuma zime (lieto

kopa ar citam zimem)



/\(\(\ Pasititajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035, Skolas iela 4, Ventspils, LV-3601
— Objekts: Udenstorna "Varves lidenstornis" parbiive Varves ciema, Varves pagasta, Ventspils novada

O+

i i

8.1. pirmas 8.2. nestuves 8.3. sanitara 8.4. acu skaloSana
palidzibas punkts apstrade
. .
8.5. elposanas 8.6. parsieSanas 8.7. drosa 8.8. atdzivinasanas
lidzekli lidzekli pulcéSanas vieta lidzekli

I +

Ny

8.9. talrunis neatlickamas
mediciniskas palidzibas

-

9.1. papildizeja, cels, marSruts

G
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I El Ol Y

Ugunsdzéesibas Ugunsdzesibas un Ugunsdzésibas Talrunis
krans glabsanas kapnes aparats ugunsdzesibas un
glabsanas dienesta
izsaukSanai

TV e

Virzieni uz ugunsdzesibas iekartu un lidzeklu atraSanas vietu

2.1. nesmeket 2.2. smekeéSana un  2.3. gajeju kustiba 2.4. nedzest ar
atklata liesma aizliegta iideni
aizliegta
2.5. nav dzerams  2.6. nepiederosam 2.7. iekSeja 2.8. nepieskarties
personam transporta

kustiba aizliegta kustiba aizliegta
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1.PIELIKUMS

KRAVU PARVIETOSANA LIETOJAMIE SIGNALI

Nr.p.k.| Signals Nozime Apraksts Iustracija
1 2 3 4 5
1. Sakt! | Uzmanibu | Abas rokas izstieptas

Sakt darbibu | horizontali ar delnam uz
priekSu
2 Stop! | Partraukt Laba roka pacelta augsa ar
kustibu delnu uz prieksu
3. Beigt! | Izbeigt Abas rokas savienotas
darbibu kriSu augstuma
4. Celt! | Pacelt kravu | Laba roka pacelta augsa
ar delnu uz priekSu un lenas
izdara aplveida kustibas
5. | Zemak! | Nolaist Laba roka nolaista leja ar
kravu delnu uz iekSu un izdara
Iénas aplveida kustibas
6. | Vertikala | Samazinat | Ar rokam norada biitisko
distance | vai palielinat | distanci
vertikalo
distanci
7. | Virzituz | Kravu Abas rokas saliektas ar
priekSu! | parvietot delnam uz augsu un izdara
uz prickSu | lénas kustibas uz kermena
pusi
8. Virzit | Kravu Abas rokas salicktas ar
atpakal! | parvietot delnam uz leju un izdara
lénas kustibas prom no
kermena atpakal
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9. |Palabino | Kravu Laba roka izstiepta horizon- =
. . _ . - e — . | T
signalize- | parvietot tali ar delnu uz leju un Iéni | <oy
taja pa labi izdara sikas kustibas pa labi
10. |Pa lsrcisi Krav.u Krelisa ngkla izstiepta 5 ;
no signa- | parvietot horizontali ar delnu uz =
lizétaja | pa kreisi leju un leéni izdara sikas

kustibas pa kreisi

11. |Horizon- | Samazinat Ar rokam norada butisko
tala vai palielinat | distanci
distance | horizontalo

distanci

12. | Bistami! | Novérst Abas rokas paceltas augsa 0
avarijas ar delnam uz prieksu 5
situaciju

13. Atrak! | Paiatrinat Visas kustibas izdara atrak
kustibu

14. Leénak! | Paléninat Visas kustibas izdara lenak

kustibu
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Pienemtie apzim&jumi:
,
,

Parbiivéjamais tidenstornis

Projekt&jamais tidensvads

K2 Udens torpa rezervuara iztukSosanas
—— un parpliidens caurulvads, pliismas
virziens un diametrs
—~ Demont&jamas bives u.c.
/ \;,
~C .\ N \N m R_. M O S1 bvprojekta UKT, UK dalas risinajumi atbilst Latvijas biivnormativu un
/ O / citu normativo aktu, ka ari tehnisko vai Tpaso noteikumu prasibam
/
L] (
— Buvprojekta dalas vaditajs: LAILA VOITISKA
(vards un uzvards)
50 - 3995
N 10.05.2015.
Q
/.Y (datums) (paraksts)
Amats Vards, uzvards Paraksts |Datums| p,qajs: Ventspils novada pasvaldiba, Reg.nr.: 9000052035 \A&/
Skolas iela 4, Ventspils, LV-3601 ——
. _ . . o Jerna SVR@\&A&RQ\E&&V tesaras
Objekts: Udenstorna "Varves Gidenstornis" parblive Varves ciema, tinggs,, SIA
A\ ta, Ventspil da . o .
Bavprojekta d. | Laila Voitiska 05.15, s pagasts, Tenbpit novacs R Nr: 3603064550, Aknepu a2,
Izstradaja Laila Voitiska 05.15. | Objekta adrese: Udenstornis "Varves tidenstornis", Varves ciema, Ventspils novada Buvkomersantu W@W.ZH.” 11913
Rasgjuma nosaukums: Stadija: DOP |Marka: UKT
_ Lapa: DOP-1 |Lapu sk.: 1
Liguma Nr.: SL/2015 DOP Plans — >
MEROGS: 1:250




Pielikumi



Spiediena sensors

BD|SENSORS®

pressure measuremeant

Screvw-ln Transmitter

Stainless Steeal

N
2
%
i
>
wad

Nominal pressure

L3

from 0 .. 100 mbar
upto 0. 40 bar

Special characteristics

Fr¥rr¥rT

pressure port G 34" flush
excellent accuracy
small thermal effect

excellent long term stability

Optional versions

acouracy 0.1% FS0 IEC 60770
1S-version:
Ex ia = intrinsically safe for

gases and dusts
SIL 2 application
according to lIEC 81508/ |IEC 615611
different elactrical connections

customer specific versions
e. g. special pressure ranges

LMP 331

Screw-In Transmitter

Stainless Steel
Sensor

accuracy according to IEC 60770:
Standard: 0.35 9% FSO

Option: 0.25 % / 0.1 % FSO

The screw-in transmitter LMP 331 has been
designed Tor continuous level measurement and is
characterized by an excellent performance and a
rabust construction.

The maodular construction allows the user the
highast possible flexibility in the adaption of
LMP 331.

Opticnal features like e.g. an intrinsically safe
version or a functionally safe wversion (SIL 21 in-
croase the advantages when launching and realize
ing projects for plants and
systems.

Preferred areas of use are

@

Flant and Machine Engineering

Energy Industry

Envirenmental Engineering
{water - sewage - recycling)
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Pressure port
Stainless steel 14404 |376L)
CLBMImEr

|

consult

" Stpinless steel 1.4435 (318
cugkEmar

e

consult

4. 20 md, f Faenre
O 20 il 3-wire 4
B0 W 3ewire 3
Intringic eataty 4 ., 20 mA ¢ 2-wire E
SiLe 4., 20 mA ¢ 2-wire ' 15
BIL2 weith Inlringic salaty ES
A B0 s 2wies
customer o | |1 consult

FRM
EPORM

MES

CLaiGmar

ST BT

consult
Elesctrical conneoton
Maile and fermmale plug 50 4404
Mals plug Bindar sarlas 723 |5-pin)
Cable suthet with PVC cable
Cabia putlet '
Male plisg M1221 (dpin). mets
Compact field housing
stminless el 1.4305
SLOMEr

R
® o =mBaE

W & eassa

Eandar & 0.4 har 096 %
standard for Py= 0.4 bar 0.5 % 5
aptian 1 for Py 2 0,4 bar [ETE 2 [
aptian 2 ai% i
‘cusiomer 0 | consult

g
1

1 b T AT T o e e ST M chenps R note,

LT

slandard
customar

congult
TRl @ EOEnA LT vl T acousaty 0.1 "-!-

b weyedard 2 m VG cabrs vertheari i i & .. WAL nira o iwmosst
T bt i v e ke TRD = PV cable, il liwsir] o2 i Py il Cocggtha e, jrocn withoud ciliie

q

T i Dt Corpiam i InGpias! RpecSerrioeT, propn ey am oat g

" BDO SEMNS0ORS GrmiH
= BO-Sensors-Straiie 1 Telefon «48 (0] B2 36/ 98 11-0 wnie el s ensors . aom
0O - 9518949 Thiarstain Telefax +48 (0} 92 35 /98 11- 11 infoBhdsensors. da



Input prassure Fangs

Mominal pressure gauge  [bar] Q0 016 | 0.25 | 040 | 060 1 18 | 25 4 & i 16 X% | 40
Lewvel [mH0] 1 | 16 | 256 | 4 6 | 10 16 | 25 [ 40 | B0 100 160 | 250 | 400
Oherprassure [bar] 0.5 1 1 2 B B 10 10 20 | 4D 40 an 80 | 105
Burst pressure [barl 15 | 15 | 1.5 3 7.5 | 7.5 15 15 25 50 50 120 | 120 | 210
Vacuum resistance Pp = 1 bar: unlimibed vacuum resistande

Ppi = 1 bar: on reguest
Cutput signal | Supply
Standard Zowire: A 20mA J Vos B 32V
Option |5 version Zowlre: 4. 20mhA J Vo=10_ 28V
Options Fwire J-wire: 0..20mA [ Wg=14_. 30V

0..10V  J Vi=14._ 30V,
Performance
Accuracy standard: nominal pressure < 0.4 bar: =+ 0.5 % FS0
nominal pressure = 0.4 barr <+ 0.35 % FS0

option 1:  nominal pressure 2 0.4 bar: <4 0.25 % F50

option 2: for all nominal prassures: =+ 0.1 % F50
Permissible load curremt 2-wire: Rayg = [[Wg — Wg ) £0.02] £

current I-wire; Ry, = 50D £

voltage 3-wire: Rissis = 10 kX2
Influgnce effects supply: 0,05 % FSO M0V

load: 0.05 % FSO J kay
Long term stability <+ 0.1 % FSO f year
Responsa time * 2-Lpiter: =10 msec

J-Leiter; £ 3 msac

" grelracy soconaing fo IEC ST A — Nawr goind aaiustmant [non-lnaarine, hysterasis, repaatahined
7 with optional scowracy 0.1 % FSO the response ime is 200 msac

Thermal effacts (Offset and Span)

Nominal pressure Py [bar] = 0.40 = i, 400
Tolerance band % F50] =41 <4 0,75
in compensatad range I*Cl 0..70 | -20 ... 85
Parmissible tamperaturas
Permissible temperatures mediwm: 40 .. 125 °C
electronics [ environment: -40.. B5C
Storage: =40 ... 100 *C
Electrical protection
Short-circuit protection permanent
Reverse polarity protection na damage, but alse no function
Elactromagnetic compatibility | emission and immunity according to EM 61326
Mechanical stability
Vibration 10 g AMS (25 ... 2000 Hz) according to DIN EN G0MEE-2-6
Shock BO0g 1 mses according to DIN EM G006E-2-27
Explosion protection [only for 4 . 20 mA / 2-wire]
Approval DX19-LMP 331 IBExUMDATEX1068%
Lone 111G ExialliC T4 Ga

Zone 20: 111D ExiaD 20T 85°C

Safety tachnical maximum U, =28V, I, =93 mA, P, = 660 mW, C, = OnF, L, 0 uH

values
Parmizeibla temparature for im zone 0 =20 ... 60 °C with p,, 0.8 bar bis 1.1 bar
medium im zone 1 or higher: -20 ... 70 *C
Conneting cablis cable capacitance: signal linatshleld also signal line / signal ine: 160 pFim
by factary) cable inductance: signal line /shiald also signal line ! signal line: 1 pH/m
Materials
Pressure port stainless steel 1,4304 (3161)
Howsing stainless stesl 1,4404 (316L)
Saals imedia wetted) stamdard: FEM
option; EFDM

NER

athers on reguest
Diaphragm stainless steal 1.4435 (316L)
Media wetted parts pressure port, 58als, diaphragm

pressure measurement




Miscellangous

| Optionally SIL 2 spplication
| Current consumption

 sccording to IEC 61508 / |EC 61511

signal output current: max. 25 mA
gignal output veliage: max & mA,

| Weight

| Approx. 200 g
| Ingtaliation position it
| Oparational fife =100 x 10° cycles
{ CE-confarmity ____| EMC Dirsctive: 2004/108EC . T e
| * Pressure rensmuthers ans calibrated in 2 vartical gosition with the pressure connection dowen. {f this position i changed on nstallation hore can
__bu shgfi devistion in the zess point for pressare ranges Py £ T bar
: . . Bindes 723 M1t/ matal | - cable colours
| Electrical ¢onnectiong 150 4400 {5-pin} d-pin} field housing {DIN 47100]
Supply + 1 3 1 M+ wh [white)
Supply - ) 4 F's M = bn (hrown|
Signal + |only for 3-wire} 3 . 1 3 ouUT « gn igreen)
; | q
=l ground.pin B * | Igreen ! vellow)
| Wiring diagrams
2-wirg-system {currentl J-wirg-sysiem (currentvoitagea|
¢ BUpES + i} e
\ v
= el
L) Fr=—_ ¥

Binder Series 723 Bgin
P 67

compast fiedd housing
(IF 67

- 0f -

W12kl 4pin
1P &7)

calple outlet with PYE cable

PET

N0 —a—

cable cutiet cabds wath ventiation tube

1P 68 °

* standard’ 2 m PYC calrle (withoul venibilation tube, penmissibils termperatire, -5 ., 70 "G
L= eiiferant cabile types aind lengtiw avilabfe, permisafive tempevatis dependion kind of bty

www . bdsensors.com




Machanical “‘Iﬂﬂhl‘l fdimansioms i mm)

standard

=33

-
=

- G 2ar i

G34° flush (DN 3862
with 150 4400

standard for SIL- and SIL-Ex-version ®

:-l.—-E]—I—

B E
fad5
ﬂ e - N 5
o et 1 11
@™ 3
)
|
b — G —=

G314 Hash {DIN 3852}
with 150 4400

'Mmmﬂqnmn WAITh Ihe accuracy & 1%

Screw-ln Transmitter

Screw:In Tranamitter

LMK 331

Characteristics

* ceramic sensoar

* accuracy according to IEC 80770:

0.5 % FS0

3 rarmingl pressure ranges
from O ... 400 mbar
up te O... B0 bar

* differant elecirical and
mechanical connectlons

'S apticen SIL 2 applicatian

according to IEC §1508 / IEC 61511

(E® D

LMK 351

\

(3 capacitive ceramic sensor
opticnally with diaphragm
B0, 89,9 %

3 accuracy according 1o IEC 807 70

0.36 % 4 0.26 % FSO

3 Tl ErEssune ranges
from O ... 40 mbar
up ta D ... 10 bar

3 option IS-version

(€&

Ths bt abmad Sonbiies Frotie? gecbenion, propn e A ol gl i Sebine i SNings wold ik,

Telaforn +49 (0192 36/ 88 11-0
Tolatax +42 (0} 2 35/ 98 11- 11

wadknny Bdsansars, dis
imfoRbdsarSors. o
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Rezervuara menbranas sertifikats

[

e p—

SealEco

Certificate of Conformity

CE-

0402-CPD-470301
0402-CPD-470302

Wa cerfify that nabber membranes produced at our Morregard Plart, with affiwed CE marking accomling to declarad European
Standards [ulfils the requirsment ol Ewropaan Constructon Praducts Directiva 3052011 for CE-marking. Mora dataled nfarma-
o aboul products and ther use can be found In Declaration of Performance

= BN 13866 Flesinis sheat for watarprealing - Plastic and rubber shesats for rool waterproosding

*  EM 13381 Geosynthetic bamiers - Characterstics required for use n the construction of resenvalrs and dams

o - EN 14809 Flexiota sheets for waterproafing - Plastc and rubber gamg proof courses

= EM 13584 Flaxinla sheets far waterproafing — Plashc and nubber vapour cortroed lavers

FPC Cartifying Body SP. Box BBY, 601 15 Bords, Sweden

iwhen applied,
attestabion 24

Manufaciunes: SealBco AR
Production Linit Mormegand,
Fibva|tvagen
SE-331 35 Vamamo
Sysaden

SealEco

? ML
Thomas Zpdel

Pa Direchor



Caurulu kompensatoru paraugi
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ACCOPTUMEHT PO KL

B Holwew rotanors npencToateHbl oS0 MENOnbIyempE omREHCOTOR: dvome [ pocnepo. Bunvekasm
KOMMBHCOTODE M ADYrHX THOMSTDOS, Yem NPencTosnesHEe 8 Tobnuuox | makcuwanstzi DN 1200 ),
C ARYTHmie TODLOMA W b2 ORYTHY MOTERHON0E, O TEOKS OSODYRCRCHHEE DOINHHHEIMM LLUICRHMDHS M

KOHCTEFYKUMAMM,
KomnercaTops Mpocnepo s0amoHo NOCTOBNATE W 4NA GoNes BECOKOMD KNacca [oBneHWis.

Kpome ooeskix HOMDY 308 HOWM KOMNEHCATORE MOTYT BOCTRMHUMETE YITIORSE MW HEOCSESIE HArPYIKK,

TOPLaMM MOR CATDKY

B ooromsom ANA DCER0H KOMNEHCOW,
TE 8 BOAMOKHOCTE YITIONSM MTH HEBote—

BOM  KOMMEHCLS

B ocuopimm fna coesnii KomneHoowe:,
TOK#@ BOMMOMHOCTE  YITCBON WM HEO0E-
B KOwMEHCTIL M

: Hr:;bwu

B ocHOBHOM QNA COSB0M KOwmMEHCOLMH,
TOKME BOIMOMHOCTE YITIOEOH HITH Heoos—
BOM KOMMEHCOLMA.

eyl pbiaih ol e e B

Toreso anm oceRoi KOMABHCOLMM,

s o r Sz LTy s

Tearisker [ OCoBoH KOmTeHEGWMM . MoH-
TOMHOS QMHHG 3000MKCHMPOBOHD BMHTOMA,
HOTOOWE HE YAAMRKKTOR NOCRE YOTOHORKM
Ok POIPHIOCIOCTA MO MEpIoM TEEMMUBE-
Kow poclsiperie ToySonposots.

Toneko Ar oCeBoH KomAaHcoLe . KosieH-
COTOR CTPOEKTUROROH HO DEHOROIoTYI
KONBHOOLMID, NOCNE KOTOEOH
HAMNDOEMAKLLEEN BTYIKN NDMIOpUB0aTea K

TRySe,

I.NUW\..1 FIEMEHT




Signala parraidiSanas ,,modéma’ paraugs

TC65 Terminal

Plug into the wireless M2M market

Tha TCES Tarminal sets unpracedantad
standards im the field of machine-to-
machine communication, Based on the
advanced TCES module the ntelligent
Terminal version combines the most
poweriul and universally accepted
Java™ open software platform with a
wide range of industrial interfaces, to
produce a smarl plug & play solubion In
a growing M2h market

Having the latest Information Maobile
Profile MG embedded the TCES Terminal
offers the apportunity o controd MZM
applications by using internal resources
such as a powerful processer as well

o
P Cazag-Band
i

GRRE Gl 12

LR |G

Powaitul Proocns

Lstrpper Mimazs Profiia

TCPP Connechiv iy

GRd Aocess Protie

as the ability to simplify over-tha-air
saftware updates {OTA) for reliable
e-maintenance of applications,
Furherrmors the future proved standand
allows sacure data transmission using
hitps and PKI encryption. Last but nof
least Quad-Band technology allows
apphications to be used globally and
the software development kit included
is licensa free.

A wide range of indusirial interfaces and
the plug & play furctonality included
allow guick and easy implameantation,
reduces your costs significantly and
lawers the entry barmmiars o a wida

Indusinipd Interisoes

| IR
|
[

T:J Fax Furstsinntit

numbar of business fields such as:
fleet management, security, vending
machines or remote control. With its
extended lemperature range 1 s also
the parfect stand-alone devica for
sophisticaied M2M solutions.

Thanks to its full type approval (FTA),
there is no worry aboul obtaining
appropriate carificalion anyrmare — the
TCES comes with approvals from major
mizbile network carmers acmas the globe,
Including those from LS operators.

Nl crginal soe



e arigand aidn

| General features:
| » Quad-Band GEM BSOSO 8001600 MHz
| = GPRS multi-slot class 12
|- GEM mlease 39
| = Dulpast poiar
« Class 4 (2-W) lor EGSMAST
- Class 4 (2 W) lor EGSMI00
- Class 1 (1 W) for GSM1300
- Class 1 (1 W) for GSM 1500
+ Condrol via AT commands
(Hayes 3GPP TS 27.007 and 27.005)
| = S Applicalion Toolkil (feloase 99)
| = TCPIP stack acceass via AT commancds
| = Imernet Sepvices; TCP, LDP, HTTR, FTR,
| SMTE POP3
| * Supply voltage range: 8 . 30V
|+ Power consumption (gt 12 VW
« Power down 0.6 ma
- Sltnp mada (registered DRX = 5§} 28 mb
- Speech mode (Bverage) 184 mh
- GPRS class 12 [Power reduction = Gd8|
{average) 330 mA
+ Temperature range
- Mormal Oparaton: -30°C to +7T0°C
= Restriciod Operalion: 3070 to +75°C
= Switch off +80°C
- Starage: -40°C I +B5°C
| = DEmengions: 90 x 130 x 38 mm
| = Wasght: = 100 g

| | Specification for CSD data

transmission:

= Up i 4.4 koals
W10

+ Mon-transparsnt mode
+ USSD support

Specification for SMS:
+ Point-to-polnt MO and MT
+ 5MS call broadeast
= Taxt and PDU mode

Specification for fax:
« Group 3, clags 1

Specification for volce:

= Triple-rate codec for HE, FR, and EFF

= Adeplive mulb-rata AMR

+ Basic hands-free operation
+ Echo cancellation

+ Moise raducton

Open application resources:
« ARMAE Core, Blackfing: DSP
+ Mamaory- 400 KB (RAM) and
1.7 M8 (Flash)
* Improved powi-saving modes

| Specification for GPRS data

| transmission:

| * GPRS class 12- max. 85 kbps (DL & LL)
| = Mobie station class B

| * PECCH suppor

| = Cosiineg schemes CF 1-4

Global thinking,
local understanding.

UK, = Football -+ USA

Java™ featuras:
«CLDG 1.1 HI
* JZME™ profile IMP-NG

« Securs data ransméssion with HTTPS,

S5L and PKI

Here, there and everywhere

| Special faatures:
= FELS Monitor {famming Detection)
= Character framéng 7E1 and 8E1 at senal
inbarface
® Progeamimetbie: barminal resael
= SIM Access Profile inbegraled

| Over-the-alr update:
= Applcaton W OTAP
= Firmware; FOTA (OMA compliant)

Interfaces:
| » SMA 50 £ Bntenna connectar
= 24 pin Micro-N-Lok connecior
= I'C bus and BP bus
| =2 % analog in (ADC)
VDG {29 V)
- Bultiple GPIOs
= 9 pin aub-0 connector for seral merfaces
{ITU-T V.24 protocol}
= Opaerating status LED
| * QRUSFF bution
(= SIM cand Inlerface 3V 1R Y
» Pluig-in powes supphy
= Handset awdo interface

pprovals:

- R&TTE, FCLC., IC, GCF, PTCRE,
e-rrark, CE

= Lacal approvals and network operator
cerifications

Global but local — Cinterion fives up ta this motio! Net only are we present lacally bui
we are also able o open up amazing global business perspectives for youl Find the
detalls of your local Cinternon contact partrmer hene: wsw. cintenion.com

Technical Support

Our application angineers support you from the design-in phasa over (he integration
of the module inta the application to the certificabion process,

We protect your business

Prafit from our strong Intelleciual Property Righis position (IPR) = guarded by cur
legal professionalism you secure the fruits of your business efforl.

| Cur tachnalogy portfolio covars: =

+++  Java” Open Platform

+++

+++  GPS  ++  HSDPA  +4+)

© Sopmphe 2. Clinienor = Suiiscl b changes n ischnology | desgn and svsidsbiitg « Grder fo: A21001-W25-&0500-- 100 = Prinded in Semany
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